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1
Introduction

This document contains the list of Change Requests that were agreed by TSG-RAN WG2 and which are presented for approval to TSG-RAN #36.

The companion document RP-070273 provides the status report of TSG-RAN WG2.

2
Approval of CRs to R'99, Rel-4, Rel-5 and Rel-6 with linked CRs (agenda item 7.3.3)

2.1
25.321 Rel-6/Rel-7 CRs on Enhanced Uplink
The following CRs are in RP-070393:
	R2-071623
	“Maximum_Serving_Grant” setting at TTI change
	25.321
	0317
	-
	Rel-7
	EDCH-L23
	F
	7.4.0

	R2-072327
	Clarification on calculation of “Scheduled Grant Payload”
	25.321
	0325
	-
	Rel-6
	EDCH-L23
	F
	6.12.0

	R2-072328
	Clarification on calculation of “Scheduled Grant Payload”
	25.321
	0326
	-
	Rel-7
	EDCH-L23
	A
	7.4.0

	R2-072288
	Recommandation on RLC PDU size selection on E-DCH
	25.321
	0320
	-
	Rel-6
	EDCH-L23
	F
	6.12.0

	R2-072329
	Recommandation on RLC PDU size selection on E-DCH 
	25.321
	0327
	-
	Rel-7
	EDCH-L23
	A
	7.4.0


2.2
25.331 Rel-6/Rel-7 CRs on MBMS
The following CRs are in RP-070401:

	R2-072230
	Content of MSI message when sent on DCCH
	25.331
	3009
	-
	Rel-6
	MBMS-RAN
	F
	6.13.0

	R2-072231
	Content of MSI message when sent on DCCH
	25.331
	3010
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0

	R2-072235
	Default MBMS activation time and 'MBMS all unmodified p-t-m services'
	25.331
	3014
	-
	Rel-6
	MBMS-RAN
	F
	6.13.0

	R2-072236
	Default MBMS activation time and 'MBMS all unmodified p-t-m services'
	25.331
	3015
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0

	R2-072340 
	MBMS Notification
	25.331
	3033
	1
	Rel-6
	MBMS-RAN
	C
	6.13.0

	R2-072330
	MBMS Notification
	25.331
	3040
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0

	R2-072218
	MBMS Scheduling Information
	25.331
	3005
	-
	Rel-6
	MBMS-RAN
	F
	6.13.0

	R2-072323
	MBMS Scheduling Information
	25.331
	3039
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0

	R2-072220
	Minor correction on text
	25.331
	3006
	-
	Rel-6
	MBMS-RAN
	F
	6.13.0

	R2-072331
	Minor correction on text
	25.331
	3041
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0

	R2-072219
	MSCH transmission - alignment to stage 3
	25.346
	0028
	-
	Rel-6
	MBMS-RAN
	F
	6.10.0

	R2-072332
	MSCH transmission - alignment to stage 3
	25.346
	0029
	-
	Rel-7
	MBMS-RAN
	A
	7.3.0

	R2-072238
	Problem with the IE 'MBMS service identity' included in the IE 'RAB info'
	25.331
	3016
	-
	Rel-6
	MBMS-RAN
	F
	6.13.0

	R2-072239
	Problem with the IE 'MBMS service identity' included in the IE 'RAB info'
	25.331
	3017
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0

	R2-072232
	Relative ordering of MBMS Selected Services when indicated to the network
	25.331
	3011
	-
	Rel-6
	MBMS-RAN
	F
	6.13.0

	R2-072233
	Relative ordering of MBMS Selected Services when indicated to the network
	25.331
	3012
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0


2.3
25.322, 25.331 Rel-6/Rel-7 CRs on MBMS
The following CRs are in RP-070416:
	R2-072266
	Corrections on modulus base in UM in RLC
	25.322
	0310
	-
	Rel-6
	MBMS-RAN
	F
	6.9.0

	R2-072267
	Corrections on modulus base in UM in RLC
	25.322
	0311
	-
	Rel-7
	MBMS-RAN
	A
	7.2.0

	R2-072221
	Maintenance of PMM connection for MBMS PTP reception
	25.331
	3007
	-
	Rel-6
	MBMS-RAN
	F
	6.13.0

	R2-072223
	Maintenance of PMM connection for MBMS PTP reception
	25.331
	3008
	-
	Rel-7
	MBMS-RAN
	A
	7.4.0

	R2-072234
	Background scan during MBMS PTM reception
	25.331
	3013
	-
	Rel-7
	MBMS-RAN
	F
	7.4.0

	R2-072253
	Removal of redundant IE 'MBMS-PreferredFreqRequest-r6'
	25.331
	3022
	-
	Rel-7
	MBMS-RAN
	F
	7.4.0


2.4
25.306, 25.323, 25.331 Rel-6/Rel-7 CRs on RAB Enhancements and TEI6
The following CRs are in RP-070406:
	R2-072245
	Support of RFC 3095 (ROHC) Compression
	25.306
	0157
	-
	Rel-6
	RANimp-RABSE
	F
	6.10.0

	R2-072246
	Support of RFC 3095 (ROHC) Compression
	25.306
	0158
	-
	Rel-7
	RANimp-RABSE
	A
	7.3.0

	R2-072249
	Update of normative references for Robust Header Compression (RFC3095)
	25.323
	0303
	-
	Rel-6
	RANimp-RABSE5
	F
	6.9.0

	R2-072250
	Update of normative references for Robust Header Compression (RFC3095)
	25.323
	0304
	-
	Rel-7
	RANimp-RABSE5
	F
	7.4.0

	R2-072247
	Correction of SRB delay
	25.331
	3018
	-
	Rel-6
	TEI6
	F
	6.13.0

	R2-072248
	Correction of SRB delay
	25.331
	3019
	-
	Rel-7
	TEI6
	A
	7.4.0

	R2-072251
	Incorrect reference to 25.993 for default configuration 17
	25.331
	3020
	-
	Rel-6
	TEI6
	F
	6.13.0

	R2-072252
	Incorrect reference to 25.993 for default configuration 17
	25.331
	3021
	-
	Rel-7
	TEI6
	A
	7.4.0

	R2-072254
	Correction to CTFC for default configuration 12
	25.331
	3023
	-
	Rel-6
	TEI6
	F
	6.13.0

	R2-072255
	Correction to CTFC for default configuration 12
	25.331
	3024
	-
	Rel-7
	TEI6
	A
	7.4.0


2.5
TR 25.993 Rel-7 CRs (impacting earlier releases)
The following CRs are in RP-070396:
	R2-072292
	Addition of RAB combinaison for SRB mapped on DL “HSDPA + DCH”
	25.993
	0094
	1
	Rel-7
	HSDPA-L23, EDCH-L23
	F
	7.2.0

	R2-072269
	Additional DCH RAB Combinations
	25.993
	0095
	-
	Rel-7
	TEI5
	F
	7.2.0

	R2-072270
	HSPA RAB Combinations
	25.993
	0096
	-
	Rel-7
	HSDPA-L23, EDCH-L23
	F
	7.2.0

	R2-072271
	Additional HSPA RAB Combinations
	25.993
	0097
	-
	Rel-7
	HSDPA-L23, EDCH-L23
	F
	7.2.0


3
CRs to closed Release 7 Work items (agenda item 8)
3.1
25.331, 25.423, 25.433 Rel-7 CRs on TDD Enhanced Uplink (linked RAN2/RAN3 CRs)
The following CRs are in RP-070394:
	R2-072302
	Correction to definition of Power Resource Related Information (TDD only)
	25.331
	3038
	-
	Rel-7
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	F
	7.4.0

	R3-070935
	Correction to definition of Power Resource Related Information (TDD only)
	25.423
	1293
	-
	Rel-7
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	F
	7.4.0

	R3-070934
	Correction to definition of Power Resource Related Information (TDD only)
	25.433
	1375
	-
	Rel-7
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	F
	7.4.0


3.2
25.306, 25.331 Rel-7 CRs on GAN PS handover
The following CRs are in RP-070395:
	R2-071899
	Introduction of GAN PS handover
	25.306
	0156
	-
	Rel-7
	GUGAN
	B
	7.3.0

	R2-071900
	Introduction of GAN PS handover
	25.331
	2997
	-
	Rel-7
	GUGAN
	B
	7.4.0


3.3
25.321, 25.331, 30.302 Rel-7 CRs on LCR TDD Enhanced Uplink

The following CRs are in RP-070397:
	R2-072293
	Clarification for control of E-RUCCH transmission in LCR TDD
	25.321
	0321
	-
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.4.0

	R2-072296
	Some Small Editorial Corrections to TS 25.321
	25.321
	0322
	-
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.4.0

	R2-072301
	Introduction of E-TFC Selection for 1.28Mcps TDD
	25.321
	0323
	-
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.4.0

	R2-072298
	Some clarifications related to E-DCH Scheduling Information in TDD mode
	25.321
	0324
	-
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.4.0

	R2-072294
	Addition of E-DCH Scheduling Information Power Offset in TDD mode
	25.331
	3034
	-
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.4.0

	R2-072343 
	Corrections to tabular for non-scheduled transmission for LCR TDD
	25.331
	3035
	1
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.4.0

	R2-072297
	Introduction of PRACH configuration in messages triggering E-DCH serving cell change in LCR TDD mode
	25.331
	3036
	-
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.4.0

	R2-072299
	Some corrections for LCR TDD EUL
	30.302
	0001
	-
	Rel-7
	LCRTDD-EDCH-L23
	F
	7.0.0


3.4
25.331 Rel-7 CR on TDD Enhanced Uplink
The following CRs are in RP-070417:
	R2-072300
	Correction to definition of maxNumE-AGCH for TDD
	25.331
	3037
	-
	Rel-7
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	F
	7.4.0


4
RAN Improvement feature (agenda item 9.2)

4.1
Enhanced CELL_FACH State in FDD (agenda item 9.2.2)
4.1.1
25.301, 25.302, 25.304, 25.306, 25.308, 25.331 Rel-7 CRs on Cell_FACH Enhancements
The following CRs are in RP-070403:

	R2-072216
	Introduction of Enhanced CELL_FACH state in FDD
	25.301
	0084
	1
	Rel-7
	RANimp-Enhstate
	B
	7.1.0

	R2-072162
	Introduction of Enhanced CELL_FACH state in FDD
	25.302
	0179
	1
	Rel-7
	RANimp-Enhstate
	B
	7.3.0

	R2-071691
	Introduction of HS-DSCH operation in CELL_FACH state
	25.304
	0156
	-
	Rel-7
	RANimp-Enhstate
	B
	7.1.0

	R2-072306
	UE capabilities for HS-DSCH reception in CELL_PCH, URA_PCH and CELL_FACH states
	25.306
	0161
	-
	Rel-7
	RANimp-Enhstate
	B
	7.3.0

	R2-072261
	Measurement reporting, state transitions, and DRX in enhanced CELL_FACH state
	25.308
	0021
	1
	Rel-7
	RANimp-Enhstate
	B
	7.2.0

	R2-072305
	Introduction of HS-DSCH reception in CELL_FACH, URA_PCH and CELL_PCH
	25.331
	3003
	2
	Rel-7
	RANimp-Enhstate
	B
	7.4.0


4.1.2
25.321 Rel-7 joint CR on Cell_FACH and L2 enhancement
See subclause 4.3.2.
4.2
Introduction of 16QAM in HSUPA (FDD) (agenda item 9.2.4)
4.2.1
25.306, 25.321, 25.331 Rel-7 CRs on Introduction of 16QAM uplink

The following CRs are in RP-070402:

	R2-072289
	Introducing 16QAM uplink support
	25.306
	0151
	2
	Rel-7
	RANimp-16QamUplink
	B
	7.3.0

	R2-072285
	Introducing 16QAM uplink support
	25.321
	0311
	2
	Rel-7
	RANimp-16QamUplink
	B
	7.4.0

	R2-072304
	Introducing 16QAM uplink support
	25.331
	2982
	6
	Rel-7
	RANimp-16QamUplink
	B
	7.4.0


4.3
Improved L2 support for high data rates (agenda item 9.2.5)
4.3.1
25.301, 25.322, 25.331 Rel-7 CRs on Layer2 improvements

The following CRs are in RP-070404:

	R2-072224
	Correction to the Introduction of Improved L2 support for high data rates
	25.301
	0085
	-
	Rel-7
	RANimp-L2DataRates
	B
	7.1.0

	R2-072308
	Introduction of Improved L2 support for high data rates
	25.322
	0309
	2
	Rel-7
	RANimp-L2DataRates
	B
	7.2.0

	R2-072307
	Introduction of Improved L2 support for high data rates
	25.331
	3025
	1
	Rel-7
	RANimp-L2DataRates
	B
	7.4.0


4.3.2
25.321 Rel-7 joint CR on Cell_FACH and L2 improvements
The following CR is in RP-070405:

	R2-072258
	Introduction of Improved L2 support for high data rates and Enhanced CELL_FACH state
	25.321
	0318
	3
	Rel-7
	RANimp-L2DataRates, RANimp-Enhstate
	B
	7.4.0


5
MBMS FDD and TDD Physical layer Enhancements (agenda items 9.3, 9.4, 9.5)
5.1
25.304, 25.306, 25.331, 25.346 Rel-7 CRs on MBMS FDD and TDD Physical Layer Improvements
The following CRs are in RP-070400:

	R2-072263
	MBMS FDD and TDD Physical Layer Improvements
	25.304
	0159
	-
	Rel-7
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	B
	7.1.0

	R2-072264
	MBMS FDD and TDD Physical Layer Improvements
	25.306
	0159
	-
	Rel-7
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	B
	7.3.0

	R2-072265
	MBMS TDD and FDD Physical Layer Improvements
	25.331
	3026
	-
	Rel-7
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	B
	7.4.0

	R2-072313
	MBMS TDD and FDD Physical Layer Improvements
	25.346
	0027
	4
	Rel-7
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	B
	7.4.0


5.2
TR 25.905 Rel-7 CRs on MBMS LCR TDD Physical Layer Improvements
The following CRs are in RP-070409:

	R2-072031
	1.28Mcps TDD MBMS physical layer improvements related changes
	25.905
	0001
	-
	Rel-7
	MBMSE-RANPhysLCRTDD
	B
	7.0.0

	R2-072201
	Introduce MBMS LCR TDD Physical Layer Enhancement
	25.905
	0002
	-
	Rel-7
	MBMSE-RANPhysLCRTDD
	B
	7.0.0


6
Global Navigation Satellite System (GNSS) in UTRAN (agenda item 9.7)
6.1
25.306, 25.331 Rel-7 CRs on Introduction of A-GNSS in UTRAN
The following CRs are in RP-070398:

	R2-072341 
	A-GNSS in UTRAN (RRC)
	25.331
	3032
	1
	Rel-7
	LCS3-GNSS-UTRAN
	B
	7.4.0

	R2-072287
	GANSS support to UE capabilities
	25.306
	0160
	-
	Rel-7
	LCS3-GNSS-UTRAN
	B
	7.3.0


7
Technical Small Enhancements and Improvements (agenda item 9.8)
7.1
25.304, 25.308, 25.321, 25.322, 25.323, 25.331 Rel-7 CRs on TEI7
The following CRs are in RP-070407:
	R2-071862
	S-CCPCH and PCH channel selection for Band IV or Band IX or Band X
	25.304
	0157
	-
	Rel-7
	TEI7
	F
	7.1.0

	R2-071934
	PLMN selection ping-pong control
	25.304
	0158
	-
	Rel-7
	TEI7
	B
	7.1.0

	R2-072277
	Removing an incomplete optimization for RLC operations during HSDPA cell change
	25.308
	0022
	-
	Rel-7
	TEI7
	F
	7.2.0

	R2-072276
	Removing an incomplete optimization for RLC operations during HSDPA cell change
	25.321
	0319
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-072275
	Removing an incomplete optimization for RLC operations during HSDPA cell change
	25.322
	0306
	1
	Rel-7
	TEI7
	F
	7.2.0

	R2-071640
	Correction to Out of Sequence Reception function
	25.322
	0307
	-
	Rel-7
	TEI7
	F
	7.2.0

	R2-071760
	DAR over CCCH
	25.322
	0308
	-
	Rel-7
	TEI7
	B
	7.2.0

	R2-072280
	Using special value of HE field to indicate end of an SDU for RLC AM
	25.322
	0312
	-
	Rel-7
	TEI7
	B
	7.2.0

	R2-071639
	PDCP reinitialisation at SRNS relocation
	25.323
	0302
	-
	Rel-7
	TEI7
	F
	7.3.0

	R2-072069
	Use of Integrity protection algorithm UIA/2: removal of a 'shall' in a note
	25.331
	2992
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-071632
	RRC Cellid encoding alignment on RANAP
	25.331
	2993
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-071680
	Signalling connection release at T314/315 expiry
	25.331
	2994
	-
	Rel-7
	TEI7
	F
	7.4.0


7.2
25.331 Rel-7 CRs on TEI7 (2)
The following CRs are in RP-070408:

	R2-071682
	Cell Update Confirm with RLC re-establish indicator
	25.331
	2995
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-071898
	Correction of STTD Indicator for F-DPCH Tx Diversity
	25.331
	2996
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-071868
	Feature Clean Up leftover: Removal of DRAC leftover
	25.331
	2998
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-071866
	Initialisation of CFN calculation for CELL_FACH
	25.331
	2999
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-071933
	PLMN selection ping-pong control
	25.331
	3000
	-
	Rel-7
	TEI7
	B
	7.4.0

	R2-072042
	Optimization of switching beteween MBMS broadcast TV channels transmitted on ptp bearers (MBMS for Mobile TV)
	25.331
	3001
	-
	Rel-7
	TEI7
	C
	7.4.0

	R2-071638
	Alignment of tabular to ASN.1 for SIB11/SIB12 and event 1J
	25.331
	3002
	-
	Rel-7
	TEI7
	F
	7.4.0

	R2-072262
	Introduction two DRX schemes in URA_PCH and CELL_PCH
	25.331
	3004
	1
	Rel-7
	TEI7
	B
	7.4.0

	R2-072278
	Introduction of Wait time to Cell Update Confirm
	25.331
	3027
	-
	Rel-7
	TEI7
	B
	7.4.0

	R2-072281
	Using special value of HE field to indicate end of an SDU for RLC AM
	25.331
	3029
	-
	Rel-7
	TEI7
	B
	7.4.0

	R2-072342 
	T305 timer in RRC container at SRNS relocation
	25.331
	3030
	1
	Rel-7
	TEI7
	F
	7.4.0

	R2-072283
	Support for signalling of F-DPCH slot formats
	25.331
	3031
	-
	Rel-7
	TEI7
	C
	7.4.0


7.3
25.331 Rel-7 CR on removing the limitation of the SRNC identity size
The following CR is in RP-070415:

	R2-072279
	Removing the limitation of SRNC identity size
	25.331
	3028
	-
	Rel-7
	TEI7
	B
	7.4.0


8
3G Long Term Evolution: Radio interface Layer 2 and 3 Protocol Aspects, eUTRAN interfaces (agenda items 9.27.4 and 9.27.5)
8.1
TS 36.300 Rel-8 CRs
The following CRs are in RP-070399:

	R2-072344
	Changes to management-, handover-, paging- and NAS functions, node- synchronization, X2 UP protocol stack, X2 inter cell load management, IP fragmentation, intra-LTE HO, and TA relation to cells in eNB
	36.300
	0001
	1
	Rel-8
	LTE-interfaces
	F
	8.0.0

	R2-072338
	Update on Mobility, Security, Random Access Procedure, etc…
	36.300
	0002
	-
	Rel-8
	LTE-L23
	C
	8.0.0

	R2-072339
	Update on MBMS
	36.300
	0003
	-
	Rel-8
	LTE-L23
	C
	8.0.0
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