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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
(time alignment) acknowledgement

BFN
Node B Frame Number (counter)

CFN
Connection Frame Number (counter)

CH
Channel

CN
Core Network

CPICH
Common Pilot Channel

CRNC
Controlling RNC

DL
Down Link

DCH
Dedicated Channel

DOFFFDD
FDD Default DPCH Offset value

DOFFTDD
TDD Default DPCH Offset value

DPCH
Dedicated Physical Channel

DPCCH
Dedicated Physical Control Channel

DRNC
Drift RNC

DSCH
Downlink Shared Channel

FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

GPS
Global Positioning System

HO
Handover

LTOA
Latest Time of Arrival

L1
Layer 1

L2
Layer 2

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service
MBSFN
Multicast/Broadcast over a Single Frequency Network
MCCH
MBMS point-to-multipoint Control Channel

MTCH
MBMS point-to-multipoint Traffic Channel

NACK
(time alignment) negative acknowledgement

PCCPCH
Primary Common Control Physical Channel

PCH
Paging Channel

PDU
Packet Data Unit

PTP
Point-to-Point

PTM
Point-to-Multipoint
PUSCH
Physical Uplink Shared Channel

RAB
Radio Access Bearer

RACH
Random Access Channel

RAN
Radio Access Network

RFN
RNC Frame Number (counter)

RL
Radio Link

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RRC
Radio Resource Control

SAP
Service Access Point

SCH
Synchronisation Channel

SFN
Cell System Frame Number (counter)

SRNC
Serving RNC

SRNS
Serving RNS

TBS
Transport Block Set

TDD
Time Division Duplex

TOA
Time Of Arrival

TOAWE
Time Of Arrival Window Endpoint

TOAWS
Time Of Arrival Window Startpoint

TTI
Time Transmission Interval

UE
User Equipment

UL
Up Link

UMTS
Universal Mobile Telecommunications System

USCH
Uplink Shared CHannel

UTRAN
UMTS Terrestrial Radio Access Network

/***Next change ***/
11.3
TDD MBMS related Transport Channel Synchronisation

Soft combining of MBMS related transmissions in the UE and MBSFN delivery may be supported by those TDD Radio Interface Synchronisation schemes depicted in section 8.3.
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