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	Reason for change:
(

	· Modern components used in manufacturing of mobile equipment has reached a size scale and quality where the sensitivity to vibration is well understood and controlled as part of the development phase. The reasons for testing with vibration in the transmitter test cases are no longer seen as necessary as earlier, and if the manucturer wishes to do so, he should be allowed to declare the conformance to the requirements rather than having to test it as part of the validation. It is suggested to add such a declaration possibility to 34.121-2 table A.12 with subsequent changes to relevant places in test case 5.3 of 34.121-1.
· Similar change is proposed also to 51.010-2 by GERAN. GCF CAG endorses this approach in their LS and encourages RAN5 to consider similar approach for 34.121-1 and 34.121-2. (R5-071048)

	
	

	Summary of change:
(

	New table A.12 containing the new condition for UE that has no vibration sensitive components is added.

	
	

	Consequences if 
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not approved:
	Unnecessarily long test time and added test system complexity for test 5.3.
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	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	- This change applies to Rel-99 and later releases
- CR R5-071204 introduces the needed changes for 34.121-1. These two CRs should be handled together.


A.4.4
Additional information

Table A.10: Reference Measurement Channels

	Item
	Reference Measurement Channels
	Ref.
	Release
	Comments

	1
	Up-link reference measurement channel 12.2 kbps (FDD)
	25.101, A.2.1
	R99
	Mandatory for all terminals

	2
	Down-link reference measurement channel 12.2 kbps (FDD)
	25.101, A.3.1
	R99
	Mandatory for all terminals

	3
	Up-link reference measurement channel 64 kbps (FDD)
	25.101, A.2.2
	R99
	

	4
	Down-link reference measurement channel 64 kbps (FDD)
	25.101, A.3.2
	R99
	

	5
	Up-link reference measurement channel 144 kbps (FDD)
	25.101, A.2.3
	R99
	

	6
	Down-link reference measurement channel 144 kbps (FDD)
	25.101, A.3.3
	R99
	

	7
	Up-link reference measurement channel 384 kbps (FDD)
	25.101, A.2.4
	R99
	

	8
	Down-link reference measurement channel 384 kbps (FDD)
	25.101, A.3.4
	R99
	

	9
	Up-link reference measurement channel 768 kbps (FDD)
	25.101, A.2.5
	R99
	


Table A.11: Additional capabilities

	Item
	Capability
	Ref.
	Release
	Comments

	1
	Enhanced performance requirements type 1
	25.101, 9
	Rel-6
	This type of UE has to execute also the tests for normal HSDPA UEs.

	2
	Enhanced performance requirements type 2
	25.101, 9
	Rel-6
	This type of UE has to execute also the tests for normal HSDPA UEs.

	3
	Enhanced performance requirements type 3
	25.101, 9
	Rel-7
	This type of UE has to execute also the tests for normal HSDPA UEs.


Table A.12: Additional information
	Item
	Additional Information
	Ref.
	Release
	Comments

	1
	UE without vibration sensitive components
	25.101, D.2.3
	R99
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