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3
Test Correction Summary
Affected Test Cases:
tc_8_3_7_12

ATS Versions:
HSD_ENH_r5_wk08.mp
4
Corrections
4.1
Introduction

This CR presents corrections on IRAT ATSs HSD_ENH_r5_wk08.mp.

The ATS enclosed in R5s070068.zip [1] contains the proposed modifications.

For the ATS modifications as identified by the 'Change labels' as defined in the subsequent subclauses, the following principles apply:

a)
If there are new TTCN objects proposed they are marked 'New' in the ATS Reference in Annex A).

b)
All other changes on existing objects are explicitly described in this CR.

4.2
Presentation of the modifications

The modifications are presented by the use of 'Change Tables' as described below, and by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

In addition, if the reason for a change cannot be expressed in a few table lines, particular subclauses of clause 4 may be generated for detailed argumentation.

The 'Change Tables' have the format described in the example below (all entries in the second column are for demonstration purposes only):

Table 1: Example Change Table

	TTCN object
	tc_8_3_9_5

	Reference ATS
	IR_G_r3_wk29.mp [3]

	Change Label
	WA#2G3RRC0110

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	<GOTO fields to other change descriptions> (optional)

	ETSI comment
	

	R&S conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string 'WA#2G3RRC', followed by a 4‑digit number (e.g. WA#2G3RRC0110). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more GOTO fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem giving rise to the current Change Label.

ETSI comment:
This field may be used by ETSI colleagues giving a dedicated reply to the current CR document. Otherwise it is filled by the R&S 2G3 group when another kind of response is received from ETSI.

R&S conclusion:
Filled by the R&S 2G3 group when the ETSI answer does not indicate acceptance of the change request.

4.3
Modifications

4.3.1
Introduction

In certain circumstances (see 3GPP TS 44.060 [4]) the UE may send the PACKETSISTATUS message to request additional information. This has been observed particularly during the execution of TC 8.3.11.12. This message is not of particular interest for the test case, and is thus received in the default IntersystemGPRS, with return to the calling tree.

In order to return as expected, the constraint cr_PacketSIStatusAny must be matched. Now PACKETSISTATUS is a CSN.1 type defined in 3GPP TS 44.060 [4] subclause 11.2.17b. It has been defined in TTCN as a Tabular PDU type with sub-structured elements, also in Tabular form.

Constraint cr_PacketSIStatusAny contains only wildcards, except for the msgType field. Particularly it contains wildcards '?' for elements like 'rcvdSIList', which have a relatively deep substructure.

This has been excluded in 3GPP TS 34.123‑3 [3] subclause E.3.7, with reasons also given in this subclause.

The succeeding modifications transform the flat constraint into one taking care of the substructures.

4.3.2
SIMessageList

	TTCN object
	SIMessageList

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	SIMessageList explicitly refers to elements of substructures.

	Summary of change
	Redefine SIMessageList as a sequence (list) of elements of the same type, followed by fixed-length elements 'endingRepetition' and 'additionalMsgType' (see 3GPP TS 44.060 [4] subclause 11.2.17b).

	Other affected objects
	 GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.3
SIMessageEntry

	TTCN object
	SIMessageEntry

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	See description of SIMessageList.

	Summary of change
	Define new Structured Type SIMessageEntry as type of the list elements in SIMessageList.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.4
UnknownSIList

	TTCN object
	UnknownSIList

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	UnknownSIList explicitly refers to elements of substructures.

	Summary of change
	Redefine UnknownSIList as a sequence of substructured elements followed by fixed-length elements 'endingRepetition' and 'additionalMsgType' (see 3GPP TS 44.060 [4] subclause 11.2.17b).

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.5
UnknownSIEntry

	TTCN object
	UnknownSIEntry

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	See description of UnknownSIList.

	Summary of change
	Define new Structured Type UnknownSIEntry as type of the repeated elements in UnknownSIList.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.6
GlobalTFI

	TTCN object
	GlobalTFI

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	Although not syntactically false for Tabular Structured Types, the name of element 'TFImask' starts with a capital letter, which has in the past often lead to the erroneous situation of giving types and elements the same name.

	Summary of change
	Replace element identifier 'TFImask' by 'tTFImask'.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.7
cr_GlobalTFIAny

	TTCN object
	cr_GlobalTFIAny

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	A constraint is required for Structured Type GlobalTFI.

	Summary of change
	Define new constraint cr_GlobalTFIAny using wildcards.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.8
cr_SIMessageEntryAny

	TTCN object
	cr_SIMessageEntryAny

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	A constraint is required for new Structured Type SIMessageEntry.

	Summary of change
	Define new constraint cr_SIMessageEntryAny using wildcards.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.9
cr_SIMessageListAny

	TTCN object
	cr_SIMessageListAny

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	A constraint is required for new Structured Type SIMessageList.

	Summary of change
	Define new constraint cr_SIMessageListAny referring to Structured Type constraints for the list elements.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.10
cr_UnknownSIEntryAny

	TTCN object
	cr_UnknownSIEntryAny

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	A constraint is required for new Structured Type UnknownSIEntry.

	Summary of change
	Define new constraint cr_UnknownSIEntryAny using wildcards.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
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4.3.11
cr_UnknownSIListAny

	TTCN object
	cr_UnknownSIListAny

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	A constraint is required for new Structured Type UnknownSIList.

	Summary of change
	Define new constraint cr_UnknownSIListAny referring to Structured Type constraints for the list elements.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87511 cr_PacketSIStatusAny 

	ETSI comment
	

	R&S conclusion
	


[image: image10.png]Structured Type

Constraint Declaration

Canstraint Narme;
Group,

Type Name:
Derivation Path;
Encotling Variation
Comments:

or_UnknownSiListany.

UnknownSiList

WAF26IRRO0E7S

Element Name.

Element Value

Camments.

unknownSIEntry!
unknownSIEnty2
endingRepettion
additionallsgType

er_UnknownSIEniryany IF_PRESENT
er_UnknownSIEniryany IF_PRESENT
B

7

always





4.3.12
cr_PacketSIStatusAny

	TTCN object
	cr_PacketSIStatusAny

	Reference ATS
	

	Change Label
	WA#2G3RRC875

	Reason for change
	The contsaint for the PACKETSISTATUS message is now required to refer to Structured Type constraints for the elements with substructure.

	Summary of change
	Redefine cr_PacketSIStatusAny by referring to constraints cr_GlobalTFIAny, cr_SIMessageListAny and cr_UnknownSIListAny.

	Other affected objects
	 GOTOBUTTON BM_WA_C8751 SIMessageList ,  GOTOBUTTON BM_WA_C8752 SIMessageEntry ,  GOTOBUTTON BM_WA_C8753 UnknownSIList ,  GOTOBUTTON BM_WA_C8754 UnknownSIEntry ,  GOTOBUTTON BM_WA_C8755 GlobalTFI ,  GOTOBUTTON BM_WA_C8756 cr_GlobalTFIAny ,  GOTOBUTTON BM_WA_C8757 cr_SIMessageEntryAny ,  GOTOBUTTON BM_WA_C8758 cr_SIMessageListAny ,  GOTOBUTTON BM_WA_C8759 cr_UnknownSIEntryAny ,  GOTOBUTTON BM_WA_C87510 cr_UnknownSIListAny 

	ETSI comment
	

	R&S conclusion
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4.4
Changes referred to from previous CRs

N/A.

5
Supplementary information
5.1
ATS

The TTCN ATS containing all modifications is IR_U_R5_wk08_modified.mp.

6
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Annex A: List of change labels and affected TTCN objects
The following Table 2 lists all change labels being described in this document, together with the related affected TTCN objects, and the Reference ATS to which the change description applies. When no Reference ATS is present, the object is a new definition.

Table 2: List of change labels and related affected TTCN Objects and reference ATS

	Change Labels
	Affected TTCN Objects
	Ref. ATS

	WA#2G3RRC0875
	cr_GlobalTFIAny
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	cr_PacketSIStatusAny
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	cr_SIMessageEntryAny
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	cr_SIMessageListAny
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	cr_UnknownSIEntryAny
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	cr_UnknownSIListAny
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	GlobalTFI
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	SIMessageEntry
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	SIMessageList
	HSD_ENH_r5_wk08.mp [2]

	WA#2G3RRC0875
	UnknownSIEntry
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