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8.6.4.9
RLC Info

Upon reception of the IE "RLC Info", the UE shall:

1>
if both the IE "Uplink RLC mode" and the IE "Downlink RLC mode" are present in the IE "RLC info":

2>
configure the transmitting and receiving RLC entities in the UE for that radio bearer accordingly.

1>
else, if the IE "Uplink RLC mode" is present and the IE "Downlink RLC mode" is not present in the IE "RLC info":

2>
configure the transmitting RLC entity in the UE for that radio bearer accordingly and keep the configuration existing before the reception of the message for the receiving RLC entity.

1>
else, if the IE "Uplink RLC mode" is not present and the IE "Downlink RLC mode" is present in the IE "RLC info":

2>
configure the receiving RLC entity in the UE for that radio bearer accordingly and keep the configuration existing before the reception of the message for the transmitting RLC entity.
1>
if the IE "Polling info" is present in the IE "RLC info":

2>
for each present IE in the IE "Polling info":

3>
configure RLC to use the corresponding function according to the value of the IE.

2>
for each absent IE in the IE "Polling info":

3>
configure RLC to not use the corresponding function.

1>
if the IE "Polling info" is absent:

2>
configure RLC to not use the polling functionality.

1>
if the IE "Downlink RLC STATUS info" is present in the IE "RLC info" (this IE is present for AM RLC):

2>
for each present IE in the IE "Downlink RLC STATUS info":

3>
configure RLC to use the corresponding function according to value of the IE.

2>
for each absent IE in the IE "Downlink RLC STATUS info":

3>
configure RLC to not use the corresponding function.

1>
if the IE "Transmission RLC discard" is present:

2>
configure the discard procedure in RLC according to the IE "Transmission RLC discard"

1>
if the IE "Transmission RLC discard" is absent (only possible for TM RLC and UM RLC):

2>
do not configure SDU discard in RLC.
1>
if the IE "Uplink RLC mode" is present and is set to "AM RLC":

2>
if the IE "Use special value of HE field" is present:

3>
configure the uplink RLC entity to use the special value of the HE field to indicate the end of an SDU. 
2>
if the IE "Use special value of HE field" is not present:

3>
configure the uplink RLC entity to not use the special value of the HE field to indicate the end of an SDU.
1>
if the IE "Uplink RLC mode" is present and is set to "UM RLC":

2>
if the IE "Alternative E-bit interpretation" is present:

3>
configure the uplink RLC entity to use the alternative E-bit interpretation and corresponding LI's.

2>
if the IE "Alternative E-bit interpretation" is not present:

3>
configure the uplink RLC entity to use the normal E-bit interpretation and corresponding LI's.

1>
if the IE "Downlink RLC mode" is present and is set to "AM RLC":

2>
if IE "DL RLC PDU size" is not present:

3>
determining the downlink RLC PDU size will be handled at RLC level as described in [16], without any configuration from RRC.

NOTE:
The case where this mandatory IE is not present is meant to handle the interaction with a network using an earlier release of the specification.

2>
else, if the IE "DL RLC PDU size" is present and no downlink RLC PDU size is currently set in the RLC entity:

3>
configure the corresponding RLC entity with the downlink RLC PDU size.

2>
else, if the IE "DL RLC PDU size" is present and its value is different from the one currently set in the RLC entity:

NOTE:
The downlink RLC PDU size set in the RLC entity can either be explicitly configured or, in case no explicit configuration is provided, derived by the first received RLC PDU [16].

3>
if the IE "one sided RLC re-establishment" is set to TRUE:

4>
re-establish the receiving side of the corresponding RLC entity.

3>
else:

4>
re-establish the corresponding RLC entity.

3>
configure the corresponding RLC entity with the new downlink RLC PDU size;

3>
if the UE supports the lossless DL RLC PDU size change and PDCP was configured for that radio bearer with the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" set to TRUE:

4>
include the current DL PDCP receive sequence number and the radio bearer identity for that radio bearer in the variable PDCP_SN_INFO.

3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" for this radio bearer is set to "Started":

4>
if the RLC re-establishment is caused by a CELL UPDATE CONFIRM:

5>
if only the receiving side of the RLC entity was re-established:

6>
set the HFN values for the corresponding RLC entity in downlink equal to the value of the IE "START" included in the latest transmitted CELL UPDATE message for this CN domain.

5>
if the whole RLC entity was re-established:

6>
set the HFN values for the corresponding RLC entity in uplink and downlink equal to the value of the IE "START" included in the latest transmitted CELL UPDATE message for this CN domain.

4>
if the RLC re-establishment is caused by a reconfiguration message:

5>
if only the receiving side of the RLC entity was re-established:
6>
set the HFN values for the corresponding RLC entity in downlink equal to the value of the IE "START" that will be included in the reconfiguration complete message for this CN domain.

5>
if the whole RLC entity was re-established:

6>
set the HFN values for the corresponding RLC entity in uplink and downlink equal to the value of the IE "START" that will be included in the reconfiguration complete message for this CN domain.
2>
if the IE "Use special value of HE field" is present:

3>
configure the downlink RLC entity to use the special value of the HE field to indicate the end of an SDU.

2>
if the IE "Use special value of HE field" is not present:

3>
configure the downlink RLC entity to not use the special value of the HE field to indicate the end of an SDU.
1>
if the IE "Downlink RLC mode" is present and is set to "UM RLC":

2>
if the IE "DL UM RLC LI size" is not present:

3>
configure the corresponding RLC entity with an LI size of 7 bits;

NOTE:
The case where this mandatory IE is not present is meant to handle the interaction with a network using an earlier release of the specification.

2>
else:

3>
configure the corresponding RLC entity with the LI size indicated in the IE "DL UM RLC LI size".

2>
if the IE "DL Reception Window Size" is present:

3>
if the variable UE_CAPABILITY_TRANSFERRED indicates "Support of HS-PDSCH" as "Supported":

4>
configure the corresponding RLC entity to support out-of-sequence reception with the receive window size indicated in the IE.

3>
if the variable UE_CAPABILITY_TRANSFERRED indicates "Support of HS-PDSCH" as "Unsupported":

4>
the UE behaviour is not specified.

2>
else:

3>
configure the corresponding RLC entity without out-of-sequence reception.

NOTE:
If the "Uplink RLC mode" or the "Downlink RLC mode" of an existing radio bearer is modified by a reconfiguration message, the UE behaviour is unspecified.

2>
if the IE "Alternative E-bit interpretation" is present:

3>
configure the downlink RLC entity to use the alternative E-bit interpretation and corresponding LI's.

2>
if the IE "Alternative E-bit interpretation" is not present:

3>
configure the downlink RLC entity to use the normal E-bit interpretation and corresponding LI's.
<------------------------------ Next modified section ------------------------->
10.3.4.23
RLC info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Uplink RLC mode
	OP
	
	
	Indicates if Acknowledged, Unacknowledged or Transparent mode RLC shall be used. 
	

	>AM RLC
	
	
	
	
	

	>>Transmission RLC discard
	MP
	
	Transmission RLC discard 10.3.4.25
	
	

	>>Transmission window size
	MP
	
	Integer(1,8,16,32,64,128,256,512,768,1024,1536,2047,2560,3072,3584,4095)
	Maximum number of RLC PUs sent without getting them acknowledged. This parameter is needed if acknowledged mode is used. UE shall also assume that the UTRAN receiver window is equal to this value.
	

	>>Timer_RST
	MP
	
	Integer(50, 100, 150, 200, 250, 300, 350, 400, 450, 500, 550, 600, 700, 800, 900, 1000)
	Elapsed time in milliseconds. It is used to trigger the retransmission of RESET PDU.
	

	>>Max_RST
	MP
	
	Integer(1, 4, 6, 8, 12 16, 24, 32)
	Defined in [16]
	

	>>Polling info
	OP
	
	Polling info 10.3.4.4
	
	

	>UM RLC
	
	
	
	
	

	>>Transmission RLC discard
	OP
	
	Transmission RLC discard 10.3.4.25
	
	

	>TM RLC
	
	
	
	
	

	>>Transmission RLC discard
	OP
	
	Transmission RLC discard 10.3.4.25
	
	

	>>Segmentation indication
	MP
	
	Boolean
	TRUE indicates that segmentation is performed.
	

	CHOICE Downlink RLC mode
	OP
	
	
	Indicates if Acknowledged, Unacknowledged or Transparent mode RLC shall be used
	

	>AM RLC
	
	
	
	
	

	>>DL RLC PDU size
	MP
	
	Integer(16..5000 by step of 8)
	Unit is bits
	REL-5

	>>In-sequence delivery
	MP
	
	Boolean
	TRUE indicates that RLC shall preserve the order of higher layer PDUs when these are delivered.

FALSE indicates that receiving RLC entity could allow SDUs to be delivered to the higher layer in different order than submitted to RLC sublayer at the transmitting side.
	

	>>Receiving window size 
	MP
	
	Integer(1,8,16,32,64,128,256,512,768,1024,1536,2047,2560,3072,3584,4095)
	Maximum number of RLC PUs allowed to be received. This parameter is needed if acknowledged mode is used. UE shall also assume that the UTRAN transmitter window is equal to this value
	

	>>Downlink RLC status Info
	MP
	
	Downlink RLC status info

10.3.4.1
	
	

	>UM RLC
	
	
	
	
	

	>>DL UM RLC LI size
	MP
	
	Integer(7, 15)
	Size in bits to use for the downlink RLC UM LI.
	REL-5

	>>DL Reception Window Size
	CV-Not-SIB16o
	
	Integer(32, 48, 64, 80, 96, 112)
	
	REL-6

	>TM RLC
	
	
	
	
	

	>>Segmentation indication
	MP
	
	Boolean
	TRUE indicates that segmentation is performed.
	

	One sided RLC re-establishment
	MP
	
	Boolean
	TRUE indicates that only one side of the AM RLC entity is re-established. 
	REL-5

	Alternative E-bit interpretation
	CV-Not-SIB16o
	
	Enumerated (true)
	The absence of this IE implies: "normal E-bit interpretation".
	REL-6

	Use special value of HE field
	CV-Not-SIB16o
	
	Enumerated (true)
	The absence of this IE implies: “do not use special value of the HE field”
	REL-7


	Condition
	Explanation

	Not-SIB16o
	If included in System Information Block Type 16, this IE is not needed. Otherwise the IE is optional


NOTE:

This information element is included within IE "Predefined RB configuration".

<------------------------------ Next modified section ------------------------->

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


UE-RadioAccessCapabilityComp-r7,


UE-RadioAccessCapability-v7xyext,


UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-r7-ext,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UE-CapabilityContainer-IEs,


UE-HSPA-Identities-r6,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp2,

DL-PhysChCapabilityFDD-v380ext,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-SecurityInformation,


UE-SecurityInformation2,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DRAC-StaticInformationList,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters,

OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,


TimeslotList,


TimeslotList-r4,

TimingInfo-r7,


TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,

UL-TimingAdvanceControl-r7,
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


ThresholdSFN-GPS-TOW-us,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-Measurement-v7xyext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


VelocityEstimate,

UE-InternalMeasuredResults-r7,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,

ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-r7,


MBMS-ModifedServiceList-r6,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFreqRequest-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6

FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;


/ .. /

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************


/ .. /

CellUpdateConfirm-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



timingInfo





TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}


/ .. /

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************


/ .. /

HandoverToUTRANCommand-r7-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm-r7




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r7,





rab-InformationSetupList

RAB-InformationSetupList-r7

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r7,





ul-EDCH-Information-r7


UL-EDCH-Information-r7


OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}


/ .. /

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************


/ .. /

RadioBearerReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



timingInfo





TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v7xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}


/ .. /

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************


/ .. /

RadioBearerRelease-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



timingInfo





TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
RadioBearerRelease-v7xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}


/ .. /

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************


/ .. /

RadioBearerSetup-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r7


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r7


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





rab-Info





RAB-Info-r7,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



timingInfo





TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}


/ .. /

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************


/ .. /

RRCConnectionSetup-r7-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r7,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



timingInfo





TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL

}

RRCConnectionSetup-v7xyext-IEs ::= SEQUENCE {


-- User equipment IEs



capabilityUpdateRequirement-r7-ext
CapabilityUpdateRequirement-r7-ext

OPTIONAL

}


/ .. /

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************


/ .. /

TransportChannelReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



timingInfo





TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-v7xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}


/ .. /

11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************

AlgorithmSpecificInfo ::=


CHOICE {


rfc2507-Info





RFC2507-Info

}

AlgorithmSpecificInfo-r4 ::=

CHOICE {


rfc2507-Info





RFC2507-Info,


rfc3095-Info





RFC3095-Info-r4

}

CID-InclusionInfo-r4 ::=


ENUMERATED {











pdcp-Header,











rfc3095-PacketFormat }

-- Upper limit of COUNT-C is 2^32 - 1

COUNT-C ::=






INTEGER (0..4294967295)

-- Upper limit of COUNT-C-MSB is 2^25 - 1

COUNT-C-MSB ::=





INTEGER (0..33554431)

DefaultConfigIdentity ::=


INTEGER (0..10)

DefaultConfigIdentity-r4 ::=

INTEGER (0..12)

DefaultConfigIdentity-r5 ::=

INTEGER (0..13)

-- DefaultConfigIdentity-r6 values 23..31 are spare and shall not be used in this version of 

-- the protocol

DefaultConfigIdentity-r6 ::=

INTEGER (0..31)

DefaultConfigMode ::=



ENUMERATED {











fdd,











tdd }

DDI ::=







INTEGER (0..62)

DL-AM-RLC-Mode ::=




SEQUENCE {


inSequenceDelivery




BOOLEAN,


receivingWindowSize




ReceivingWindowSize,


dl-RLC-StatusInfo




DL-RLC-StatusInfo

}

DL-AM-RLC-Mode-r5 ::=




SEQUENCE {


dl-RLC-PDU-size





OctetModeRLC-SizeInfoType1,


inSequenceDelivery




BOOLEAN,


receivingWindowSize




ReceivingWindowSize,


dl-RLC-StatusInfo




DL-RLC-StatusInfo

}

DL-CounterSynchronisationInfo ::=

SEQUENCE {


rB-WithPDCP-InfoList




RB-WithPDCP-InfoList
OPTIONAL

}

DL-CounterSynchronisationInfo-r5 ::=
SEQUENCE {


rb-WithPDCP-InfoList




RB-WithPDCP-InfoList


OPTIONAL,


rb-PDCPContextRelocationList


RB-PDCPContextRelocationList
OPTIONAL
}

DL-LogicalChannelMapping ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMapping-r5 ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType-r5,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMappingList ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping

DL-LogicalChannelMappingList-r5 ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping-r5

DL-Reception-Window-Size-r6 ::=

ENUMERATED { size32, size48, size64, size80, size96, size112 }

DL-RFC3095-r4 ::=




SEQUENCE {

-- dummy is not used in this version of the specification and shall be ignored by the receiver.

dummy







CID-InclusionInfo-r4,

max-CID







INTEGER (1..16383)




DEFAULT 15,

reverseDecompressionDepth


INTEGER (0..65535)




DEFAULT 0
}
DL-RLC-Mode ::=





CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode,


dl-UM-RLC-Mode





NULL,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-Mode-r5 ::=




CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode-r5,


dl-UM-RLC-Mode





DL-UM-RLC-Mode-r5,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-Mode-r6 ::=




CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode-r5,


dl-UM-RLC-Mode





DL-UM-RLC-Mode-r6,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-StatusInfo ::=



SEQUENCE {


timerStatusProhibit




TimerStatusProhibit




OPTIONAL,


-- dummy is not used in this version of the specification, it should not be sent 


-- and if received they should be ignored.


dummy






TimerEPC






OPTIONAL,


missingPDU-Indicator




BOOLEAN,


timerStatusPeriodic




TimerStatusPeriodic




OPTIONAL

}

DL-TM-RLC-Mode ::=




SEQUENCE {


segmentationIndication




BOOLEAN

}

DL-TransportChannelType ::=


CHOICE {


dch








TransportChannelIdentity,


fach







NULL,


-- The choice “dsch” should not be used in FDD mode, and if received


-- the UE behaviour is unspecified.


dsch







TransportChannelIdentity,


-- The choice “dch-and-dsch” should not be used in FDD mode, and if received the UE


-- behaviour is unspecified


dch-and-dsch





TransportChannelIdentityDCHandDSCH

}

DL-TransportChannelType-r5 ::=


CHOICE {


dch








TransportChannelIdentity,


fach







NULL,


-- The choice “dsch” should not be used in FDD mode, and if received


-- the UE behaviour is unspecified.


dsch







TransportChannelIdentity,


-- The choice “dch-and-dsch” should not be used in FDD mode, and if received the UE 


-- behaviour is unspecified


dch-and-dsch





TransportChannelIdentityDCHandDSCH,


hsdsch







MAC-d-FlowIdentity,


dch-and-hsdsch





MAC-d-FlowIdentityDCHandHSDSCH

}

DL-UM-RLC-LI-size ::=




ENUMERATED {











size7, size15 }

DL-UM-RLC-Mode-r5 ::=




SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size

}

DL-UM-RLC-Mode-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size,


dl-Reception-Window-Size


DL-Reception-Window-Size-r6


OPTIONAL

}

ExpectReordering ::=



ENUMERATED {











reorderingNotExpected,











reorderingExpected }

ExplicitDiscard ::=




SEQUENCE {


timerMRW






TimerMRW,


timerDiscard





TimerDiscard,


maxMRW







MaxMRW

}

HeaderCompressionInfo ::=


SEQUENCE {


algorithmSpecificInfo



AlgorithmSpecificInfo

}

HeaderCompressionInfoList ::=

SEQUENCE (SIZE (1..maxPDCPAlgoType)) OF











HeaderCompressionInfo

HeaderCompressionInfo-r4 ::=

SEQUENCE {


algorithmSpecificInfo



AlgorithmSpecificInfo-r4

}

HeaderCompressionInfoList-r4 ::=
SEQUENCE (SIZE (1..maxPDCPAlgoType)) OF











HeaderCompressionInfo-r4

LogicalChannelIdentity ::=


INTEGER (1..15)

LosslessSRNS-RelocSupport ::=

CHOICE {


supported






MaxPDCP-SN-WindowSize,


notSupported





NULL

}

MAC-d-HFN-initial-value ::=


BIT STRING (SIZE (24))
MAC-LogicalChannelPriority ::= 

INTEGER (1..8)

MaxDAT ::=






ENUMERATED {











dat1, dat2, dat3, dat4, dat5, dat6,











dat7, dat8, dat9, dat10, dat15, dat20,











dat25, dat30, dat35, dat40 }

MaxDAT-Retransmissions ::=


SEQUENCE {


maxDAT







MaxDAT,


timerMRW






TimerMRW,


maxMRW







MaxMRW

}

MaxMRW ::=






ENUMERATED {











mm1, mm4, mm6, mm8, mm12, mm16,











mm24, mm32 }

MaxPDCP-SN-WindowSize ::=


ENUMERATED {











sn255, sn65535 }

MaxRST ::=






ENUMERATED {











rst1, rst4, rst6, rst8, rst12,











rst16, rst24, rst32 }

NoExplicitDiscard ::=



ENUMERATED {











dt10, dt20, dt30, dt40, dt50,











dt60, dt70, dt80, dt90, dt100 }

PDCP-Info ::=





SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList


OPTIONAL

}

PDCP-Info-r4 ::=




SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList-r4

OPTIONAL

}

PDCP-InfoReconfig ::=



SEQUENCE {


pdcp-Info






PDCP-Info,


-- dummy is not used in this version of the specification and


-- it should be ignored.


dummy







INTEGER (0..65535)

}

PDCP-InfoReconfig-r4 ::=


SEQUENCE {


pdcp-Info






PDCP-Info-r4

}

PDCP-PDU-Header ::=




ENUMERATED {











present, absent }

PDCP-ROHC-TargetMode ::=


ENUMERATED { o-Mode, r-Mode }
PDCP-SN-Info ::=




INTEGER (0..65535)

Poll-PDU ::=





ENUMERATED {











pdu1, pdu2, pdu4, pdu8, pdu16, 











pdu32, pdu64, pdu128 }

Poll-SDU ::=





ENUMERATED {











sdu1, sdu4, sdu16, sdu64 }

PollingInfo ::=





SEQUENCE {


timerPollProhibit




TimerPollProhibit




OPTIONAL,


timerPoll






TimerPoll






OPTIONAL,


poll-PDU






Poll-PDU






OPTIONAL,


poll-SDU






Poll-SDU






OPTIONAL,


lastTransmissionPDU-Poll


BOOLEAN,


lastRetransmissionPDU-Poll


BOOLEAN,


pollWindow






PollWindow






OPTIONAL,


timerPollPeriodic




TimerPollPeriodic




OPTIONAL

}

PollWindow ::=





ENUMERATED {











pw50, pw60, pw70, pw80, pw85, 











pw90, pw95, pw99 }

PredefinedConfigIdentity ::=

INTEGER (0..15)

PredefinedConfigValueTag ::=

INTEGER (0..15)

PredefinedRB-Configuration ::=

SEQUENCE {


re-EstablishmentTimer



Re-EstablishmentTimer,


srb-InformationList




SRB-InformationSetupList,


rb-InformationList




RB-InformationSetupList

}

PreDefRadioConfiguration ::=

SEQUENCE {


-- Radio bearer IEs



predefinedRB-Configuration


PredefinedRB-Configuration,


-- Transport channel IEs



preDefTransChConfiguration


PreDefTransChConfiguration,


-- Physical channel IEs



preDefPhyChConfiguration


PreDefPhyChConfiguration

}

PredefinedConfigStatusList ::=



SEQUENCE (SIZE (maxPredefConfig)) OF












PredefinedConfigStatusInfo

PredefinedConfigStatusInfo ::=

CHOICE {


storedWithValueTagSameAsPrevius

NULL,


other







CHOICE {



notStored






NULL,



storedWithDifferentValueTag


PredefinedConfigValueTag


}

}

PredefinedConfigStatusListComp ::= SEQUENCE {


setsWithDifferentValueTag


PredefinedConfigSetsWithDifferentValueTag,


otherEntries





PredefinedConfigStatusListVarSz



OPTIONAL

}

PredefinedConfigSetsWithDifferentValueTag ::= SEQUENCE (SIZE (1..2)) OF













PredefinedConfigSetWithDifferentValueTag

PredefinedConfigSetWithDifferentValueTag ::= SEQUENCE {


startPosition







INTEGER (0..10)

DEFAULT 0,


-- numberOfEntries






INTEGER (6..16),

-- numberOfEntries is covered by the size of the list in IE PredefinedConfigValueTagList


valueTagList







PredefinedConfigValueTagList

}

PredefinedConfigValueTagList ::=

SEQUENCE (SIZE (1..maxPredefConfig)) OF












PredefinedConfigValueTag

PredefinedConfigStatusListVarSz ::=

SEQUENCE (SIZE (1..maxPredefConfig)) OF












PredefinedConfigStatusInfo

RAB-Info ::=





SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator
OPTIONAL,


re-EstablishmentTimer



Re-EstablishmentTimer

}

RAB-Info-r6-ext ::=




SEQUENCE {


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL

}

RAB-Info-v6b0ext ::=



SEQUENCE {


mbms-ServiceIdentity



OCTET STRING (SIZE (3))

}

RAB-Info-r6 ::=





SEQUENCE {


rab-Identity





RAB-Identity,


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator

OPTIONAL,


re-EstablishmentTimer



Re-EstablishmentTimer

}

RAB-Info-r7 ::=





SEQUENCE {


rab-Identity





RAB-Identity,


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL,


mbms-ServiceIdentity



OCTET STRING (SIZE (3))



OPTIONAL,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator

OPTIONAL,


re-EstablishmentTimer



Re-EstablishmentTimer

}

RAB-InformationList ::=



SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-Info

RAB-InformationList-r6 ::=


SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-Info-r6

RAB-InformationReconfigList ::= 
SEQUENCE (SIZE (1.. maxRABsetup)) OF











RAB-InformationReconfig

RAB-InformationReconfig ::=


SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator

}

RAB-Info-Post ::=





SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator
OPTIONAL

}

RAB-InformationSetup ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList

}

RAB-InformationSetup-r4 ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList-r4

}

RAB-InformationSetup-r5 ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList-r5

}

RAB-InformationSetup-r6-ext ::=

SEQUENCE {


rab-Info-r6-ext





RAB-Info-r6-ext

}

RAB-InformationSetup-r6 ::=


SEQUENCE {


rab-Info






RAB-Info-r6,


rb-InformationSetupList



RB-InformationSetupList-r6

}

RAB-InformationSetup-v6b0ext ::=
SEQUENCE {


rab-Info-v6b0ext




RAB-Info-v6b0ext


OPTIONAL

}

RAB-InformationSetup-r7 ::=


SEQUENCE {


rab-Info






RAB-Info-r7,


rb-InformationSetupList



RB-InformationSetupList-r7
}

RAB-InformationSetupList ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup

RAB-InformationSetupList-r4 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r4

RAB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r5

RAB-InformationSetupList-r6 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r6

-- The IE 'RAB-InformationSetupList-r6-ext' provides elements of extension information, which

-- are added to the corresponding elements of the IE 'RAB-InformationSetupList/-r4/-r5'.

RAB-InformationSetupList-r6-ext ::= SEQUENCE (SIZE (1..maxRABsetup)) OF










RAB-InformationSetup-r6-ext
RAB-InformationSetupList-v6b0ext ::= SEQUENCE (SIZE (1..maxRABsetup)) OF










RAB-InformationSetup-v6b0ext
RAB-InformationSetupList-r7 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r7

RB-ActivationTimeInfo ::=


SEQUENCE {


rb-Identity






RB-Identity,


rlc-SequenceNumber




RLC-SequenceNumber

}


RB-ActivationTimeInfoList ::=

SEQUENCE (SIZE (1..maxRB)) OF











RB-ActivationTimeInfo

RB-COUNT-C-Information ::=


SEQUENCE {


rb-Identity






RB-Identity,


count-C-UL






COUNT-C,


count-C-DL






COUNT-C

}

RB-COUNT-C-InformationList ::=

SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-COUNT-C-Information

RB-COUNT-C-MSB-Information ::=

SEQUENCE {


rb-Identity






RB-Identity,


count-C-MSB-UL





COUNT-C-MSB,


count-C-MSB-DL





COUNT-C-MSB

}

RB-COUNT-C-MSB-InformationList ::=
SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-COUNT-C-MSB-Information

RB-Identity ::=





INTEGER (1..32)

RB-IdentityList ::=




SEQUENCE (SIZE (1..maxRB)) OF











RB-Identity

RB-InformationAffected ::=


SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationAffected-r5 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo-r5

}

RB-InformationAffected-r6 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo-r6

}

RB-InformationAffectedList ::= 

SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected

RB-InformationAffectedList-r5 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected-r5

RB-InformationAffectedList-r6 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected-r6

RB-InformationChanged-r6 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-Change






CHOICE {



release







NULL,



re-mapToDefaultRb




RB-Identity


}

}

RB-InformationChangedList-r6 ::= 

SEQUENCE (SIZE (1..maxRB)) OF












RB-InformationChanged-r6

RB-InformationReconfig ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig




OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r4 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r5 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info-r5






OPTIONAL,


rb-MappingInfo





RB-MappingInfo-r5




OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r6 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info-r6






OPTIONAL,


rb-MappingInfo





RB-MappingInfo-r6




OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}
RB-InformationReconfig-r7 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info-r7






OPTIONAL,


rb-MappingInfo





RB-MappingInfo-r6




OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}
RB-InformationReconfigList ::= 

SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig

RB-InformationReconfigList-r4 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r4

RB-InformationReconfigList-r5 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r5

RB-InformationReconfigList-r6 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r6

RB-InformationReconfigList-r7 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r7

RB-InformationReleaseList ::=

SEQUENCE (SIZE (1..maxRB)) OF











RB-Identity

RB-InformationSetup ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationSetup-r4 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationSetup-r5 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r5,


rb-MappingInfo





RB-MappingInfo-r5

}

RB-InformationSetup-r6 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r6,


rb-MappingInfo





RB-MappingInfo-r6

}

RB-InformationSetup-r7 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r7,


rb-MappingInfo





RB-MappingInfo-r6
}

RB-InformationSetupList ::=


SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup

RB-InformationSetupList-r4 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r4

RB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r5

RB-InformationSetupList-r6 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r6

RB-InformationSetupList-r7 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r7
RB-MappingInfo ::=




SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption

RB-MappingInfo-r5 ::=




SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption-r5

RB-MappingInfo-r6 ::=




SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption-r6

RB-MappingOption ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings


OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList

OPTIONAL

}

RB-MappingOption-r5 ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings


OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList-r5

OPTIONAL

}

RB-MappingOption-r6 ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings-r6

OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList-r5

OPTIONAL

}

RB-PDCPContextRelocation ::=


SEQUENCE {


rb-Identity







RB-Identity,


dl-RFC3095-Context-Relocation


BOOLEAN,


ul-RFC3095-Context-Relocation


BOOLEAN

}

RB-PDCPContextRelocationList ::=


SEQUENCE (SIZE (1..maxRBallRABs)) OF












RB-PDCPContextRelocation

RB-StopContinue ::=




ENUMERATED {











stopRB, continueRB }

RB-WithPDCP-Info ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-SN-Info





PDCP-SN-Info

}

RB-WithPDCP-InfoList ::=


SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-WithPDCP-Info

ReceivingWindowSize ::=



ENUMERATED {











rw1, rw8, rw16, rw32, rw64, rw128, rw256,











rw512, rw768, rw1024, rw1536, rw2047, 











rw2560, rw3072, rw3584, rw4095 }

RFC2507-Info ::=




SEQUENCE {


f-MAX-PERIOD





INTEGER (1..65535)




DEFAULT 256,


f-MAX-TIME






INTEGER (1..255)




DEFAULT 5,


max-HEADER






INTEGER (60..65535)




DEFAULT 168,


tcp-SPACE






INTEGER (3..255)




DEFAULT 15,


non-TCP-SPACE





INTEGER (3..65535)




DEFAULT 15,


-- TABULAR: expectReordering has only two possible values, so using Optional or Default


-- would be wasteful


expectReordering




ExpectReordering

}

RFC3095-Info-r4 ::=



SEQUENCE {


rohcProfileList





ROHC-ProfileList-r4,


ul-RFC3095






UL-RFC3095-r4





OPTIONAL,

dl-RFC3095






DL-RFC3095-r4





OPTIONAL
}

RLC-Info ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode






OPTIONAL

}

RLC-Info-r5 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode-r5





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN

}

RLC-Info-r6 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode-r6





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN,


altE-bitInterpretation



ENUMERATED { true }




OPTIONAL

}

RLC-Info-r7 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode-r6





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN,


altE-bitInterpretation



ENUMERATED { true }




OPTIONAL,

useSpecialValueOfHEField


ENUMERATED { true }




OPTIONAL
}

RLC-Info-MCCH-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size,


dl-UM-RLC-OutOSeqDelivery-Info

UM-RLC-OutOSeqDelivery-Info-r6

OPTIONAL

}

RLC-Info-MSCH-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size

}

RLC-Info-MTCH-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size,


dl-UM-RLC-DuplAvoid-Reord-Info

UM-RLC-DuplAvoid-Reord-Info-r6

OPTIONAL

}

RLC-InfoChoice ::=




CHOICE {


rlc-Info






RLC-Info,


same-as-RB






RB-Identity

}

RLC-InfoChoice-r5 ::=



CHOICE {


rlc-Info






RLC-Info-r5,


same-as-RB






RB-Identity

}

RLC-InfoChoice-r6 ::=



CHOICE {


rlc-Info






RLC-Info-r6,


same-as-RB






RB-Identity

}

RLC-InfoChoice-r7 ::=



CHOICE {


rlc-Info






RLC-Info-r7,


same-as-RB






RB-Identity

}

RLC-PDU-Size ::=




OctetModeRLC-SizeInfoType1

RLC-PDU-SizeList ::=



SEQUENCE (SIZE (1..maxRLCPDUsizePerLogChan)) OF










RLC-PDU-Size

RLC-SequenceNumber ::=



INTEGER (0..4095)

RLC-SizeInfo ::=




SEQUENCE {


rlc-SizeIndex





INTEGER (1..maxTF)

}

RLC-SizeExplicitList ::=


SEQUENCE (SIZE
(1..maxTF))
OF











RLC-SizeInfo

ROHC-Profile-r4 ::=




INTEGER (1..3)

ROHC-ProfileList-r4 ::=



SEQUENCE (SIZE
(1..maxROHC-Profile-r4))
OF











ROHC-Profile-r4

ROHC-PacketSize-r4 ::=



INTEGER (2..1500)

ROHC-PacketSizeList-r4 ::=


SEQUENCE (SIZE
(1..maxROHC-PacketSizes-r4))
OF











ROHC-PacketSize-r4

SRB-InformationSetup ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

SRB-InformationSetup-r5 ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r5,


rb-MappingInfo





RB-MappingInfo-r5

}

SRB-InformationSetup-r6 ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r6,


rb-MappingInfo





RB-MappingInfo-r6

}

SRB-InformationSetup-r7 ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r7,


rb-MappingInfo





RB-MappingInfo-r6
}

SRB-InformationSetupList ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup

SRB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup-r5

SRB-InformationSetupList-r6 ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup-r6

SRB-InformationSetupList-r7 ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup-r7
SRB-InformationSetupList2 ::=

SEQUENCE (SIZE (3..4)) OF











SRB-InformationSetup

SRB-InformationSetupList2-r6 ::=
SEQUENCE (SIZE (3..4)) OF











SRB-InformationSetup-r6

SRB-InformationSetupList2-r7 ::=
SEQUENCE (SIZE (3..4)) OF











SRB-InformationSetup-r7
TimerDAR-r6 ::=





ENUMERATED {











ms40, ms80, ms120, ms160, ms240, ms320, ms480, ms640,











ms960, ms1280, ms1920, ms2560, ms3840, ms5120 }

TimerDiscard ::=




ENUMERATED {











td0-1, td0-25, td0-5, td0-75,











td1, td1-25, td1-5, td1-75,











td2, td2-5, td3, td3-5, td4,











td4-5, td5, td7-5 }

TimerEPC ::=





ENUMERATED {











te50, te60, te70, te80, te90,











te100, te120, te140, te160, te180,











te200, te300, te400, te500, te700,











te900 }

TimerMRW ::=





ENUMERATED {











te50, te60, te70, te80, te90, te100, 











te120, te140, te160, te180, te200, 











te300, te400, te500, te700, te900 }

TimerOSD-r6 ::=





ENUMERATED {











ms40, ms80, ms120, ms160, ms240, ms320, ms480, ms640,











ms960, ms1280, ms1920, ms2560, ms3840, ms5120 }

TimerPoll ::=





ENUMERATED {











tp10, tp20, tp30, tp40, tp50,











tp60, tp70, tp80, tp90, tp100,











tp110, tp120, tp130, tp140, tp150,











tp160, tp170, tp180, tp190, tp200,











tp210, tp220, tp230, tp240, tp250,











tp260, tp270, tp280, tp290, tp300,











tp310, tp320, tp330, tp340, tp350,











tp360, tp370, tp380, tp390, tp400,











tp410, tp420, tp430, tp440, tp450,











tp460, tp470, tp480, tp490, tp500,











tp510, tp520, tp530, tp540, tp550,











tp600, tp650, tp700, tp750, tp800,











tp850, tp900, tp950, tp1000 }

TimerPollPeriodic ::=



ENUMERATED {











tper100, tper200, tper300, tper400,











tper500, tper750, tper1000, tper2000 }

TimerPollProhibit ::=



ENUMERATED {











tpp10, tpp20, tpp30, tpp40, tpp50,











tpp60, tpp70, tpp80, tpp90, tpp100,











tpp110, tpp120, tpp130, tpp140, tpp150,











tpp160, tpp170, tpp180, tpp190, tpp200,











tpp210, tpp220, tpp230, tpp240, tpp250,











tpp260, tpp270, tpp280, tpp290, tpp300,











tpp310, tpp320, tpp330, tpp340, tpp350,











tpp360, tpp370, tpp380, tpp390, tpp400,











tpp410, tpp420, tpp430, tpp440, tpp450,











tpp460, tpp470, tpp480, tpp490, tpp500,











tpp510, tpp520, tpp530, tpp540, tpp550,











tpp600, tpp650, tpp700, tpp750, tpp800,











tpp850, tpp900, tpp950, tpp1000 }

TimerRST ::=





ENUMERATED {











tr50, tr100, tr150, tr200, tr250, tr300, 











tr350, tr400, tr450, tr500, tr550,











tr600, tr700, tr800, tr900, tr1000 }

TimerStatusPeriodic ::=



ENUMERATED {











tsp100, tsp200,
tsp300, tsp400, tsp500,











tsp750, tsp1000, tsp2000 }

TimerStatusProhibit ::=



ENUMERATED {











tsp10,tsp20,tsp30,tsp40,tsp50,











tsp60,tsp70,tsp80,tsp90,tsp100,











tsp110,tsp120,tsp130,tsp140,tsp150,











tsp160,tsp170,tsp180,tsp190,tsp200,











tsp210,tsp220,tsp230,tsp240,tsp250,











tsp260,tsp270,tsp280,tsp290,tsp300,











tsp310,tsp320,tsp330,tsp340,tsp350,











tsp360,tsp370,tsp380,tsp390,tsp400,











tsp410,tsp420,tsp430,tsp440,tsp450,











tsp460,tsp470,tsp480,tsp490,tsp500,











tsp510,tsp520,tsp530,tsp540,tsp550,











tsp600,tsp650,tsp700,tsp750,tsp800,











tsp850,tsp900,tsp950,tsp1000 }

TransmissionRLC-Discard ::=


CHOICE {


timerBasedExplicit




ExplicitDiscard,


timerBasedNoExplicit



NoExplicitDiscard,


maxDAT-Retransmissions



MaxDAT-Retransmissions,


noDiscard






MaxDAT

}

TransmissionWindowSize ::=


ENUMERATED {











tw1, tw8, tw16, tw32, tw64, tw128, tw256,











tw512, tw768, tw1024, tw1536, tw2047, 











tw2560, tw3072, tw3584, tw4095 }

UL-AM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard,


transmissionWindowSize



TransmissionWindowSize,


timerRST






TimerRST,


max-RST







MaxRST,


pollingInfo






PollingInfo






OPTIONAL

}

UL-CounterSynchronisationInfo ::=

SEQUENCE {


rB-WithPDCP-InfoList




RB-WithPDCP-InfoList 
OPTIONAL,


startList







STARTList

}

UL-LogicalChannelMapping ::=

SEQUENCE {


-- TABULAR: UL-TransportChannelType contains TransportChannelIdentity as well.


ul-TransportChannelType



UL-TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL,


rlc-SizeList





CHOICE {



allSizes






NULL,



configured






NULL,



explicitList





RLC-SizeExplicitList


},


mac-LogicalChannelPriority


MAC-LogicalChannelPriority

}

UL-LogicalChannelMapping-r6 ::=

SEQUENCE {


ul-TrCH-Type





CHOICE {



dch-rach-usch





SEQUENCE {




-- TABULAR: UL-TransportChannelType contains TransportChannelIdentity as well.




ul-TransportChannelType



UL-TransportChannelType,




logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL,




rlc-SizeList





CHOICE {





allSizes






NULL,





configured






NULL,





explicitList





RLC-SizeExplicitList




}



},



e-dch







SEQUENCE {




logicalChannelIdentity



LogicalChannelIdentity,




e-DCH-MAC-d-FlowIdentity


E-DCH-MAC-d-FlowIdentity,




ddi








DDI,




rlc-PDU-SizeList




RLC-PDU-SizeList,




includeInSchedulingInfo



BOOLEAN



}


},


mac-LogicalChannelPriority


MAC-LogicalChannelPriority

}

UL-LogicalChannelMappingList ::=
SEQUENCE {


-- rlc-LogicalChannelMappingIndicator shall be set to TRUE in this version


-- of the specification


rlc-LogicalChannelMappingIndicator
BOOLEAN,


ul-LogicalChannelMapping


SEQUENCE (SIZE (maxLoCHperRLC)) OF











UL-LogicalChannelMapping

}

UL-LogicalChannelMappingList-r6 ::=
SEQUENCE {


-- rlc-LogicalChannelMappingIndicator shall be set to TRUE in this version


-- of the specification


rlc-LogicalChannelMappingIndicator
BOOLEAN,


ul-LogicalChannelMapping


SEQUENCE (SIZE (maxLoCHperRLC)) OF












UL-LogicalChannelMapping-r6

}

UL-LogicalChannelMappings ::=

CHOICE {


oneLogicalChannel




UL-LogicalChannelMapping,


twoLogicalChannels




UL-LogicalChannelMappingList

}

UL-LogicalChannelMappings-r6 ::=
CHOICE {


oneLogicalChannel




UL-LogicalChannelMapping-r6,


twoLogicalChannels




UL-LogicalChannelMappingList-r6

}

UL-RFC3095-r4 ::=




SEQUENCE {

-- dummy1 is not used in this version of the specification and shall be ignored by the receiver.

dummy1







CID-InclusionInfo-r4,

max-CID







INTEGER (1..16383)




DEFAULT 15,

-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy







ROHC-PacketSizeList-r4
}
UL-RLC-Mode ::=





CHOICE {


ul-AM-RLC-Mode





UL-AM-RLC-Mode,


ul-UM-RLC-Mode





UL-UM-RLC-Mode,


ul-TM-RLC-Mode





UL-TM-RLC-Mode,


spare







NULL

}

UL-TM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard



OPTIONAL,


segmentationIndication



BOOLEAN

}

UL-UM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard



OPTIONAL

}

UL-TransportChannelType ::=


CHOICE {


dch








TransportChannelIdentity,


rach







NULL,


-- dummy is not used in this version of the specification and


-- if received the UE behaviour is not specified.


dummy







NULL,


usch







TransportChannelIdentity

}

UM-RLC-DuplAvoid-Reord-Info-r6 ::=
SEQUENCE {


timer-DAR






TimerDAR-r6,


widowSize-DAR





WindowSizeDAR-r6

}

UM-RLC-OutOSeqDelivery-Info-r6 ::=
SEQUENCE {


timer-OSD






TimerOSD-r6






OPTIONAL,


windowSize-OSD





WindowSizeOSD-r6

}

WindowSizeDAR-r6 ::=



ENUMERATED {











ws4, ws8, ws16, ws32, ws40, ws48,











ws56, ws64 }

WindowSizeOSD-r6 ::=



ENUMERATED {











ws8, ws16, ws32, ws40, ws48,











ws56, ws64 }

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRCConnectionSetupComplete-r3-add-ext-IEs,


RRC-FailureInfo,


TransportChannelReconfiguration,


UECapabilityInformation-r3-add-ext-IEs
FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


PhysicalChannelCapability-r7,


RadioFrequencyBandTDDList,


RF-Capability-r7,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v7xyext,


UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,

UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,

-- Radio Bearer IEs :


PredefinedConfigStatusList,


PredefinedConfigValueTag,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RB-Identity,


SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-AddReconfTransChInfoList,

UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,

-- Physical Channel IEs :


PrimaryCPICH-Info,


TPC-CombinationIndex,


ScramblingCodeChange,


TGCFN,


TGPSI,


TGPS-ConfigurationParams,
-- Measurement IEs :


Event1j-r6,

Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,

IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,

MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


AdditionalMeasurementID-List,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,

-- MBMS IEs :


MBMS-JoinedInformation-r6,


MBMS-SelectedServiceInfo,
-- Other IEs :


GERANIu-RadioAccessCapability,


GSM-MS-RadioAccessCapability,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-RadioAccessCapability-v690ext,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT

FROM InformationElements


maxCNdomains,

maxNoOfMeas,


maxRB,


maxRBallRABs,


maxRFC3095-CID,


maxSRBsetup,


maxRL,


maxTGPS
FROM Constant-definitions

;

/ .. /

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************

/ .. /

SRNC-RelocationInfo-r7-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING







(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING







(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r7



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r7,



rab-InformationList



RAB-InformationSetupList-r7


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

SRNC-RelocationInfo-v7xyext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v7xyext
UE-RadioAccessCapability-v7xyext

OPTIONAL,


thresholdSFN-GPS-TOW-us



ThresholdSFN-GPS-TOW-us




OPTIONAL
}
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