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1
Introduction

This document contains the list of Change Requests that were agreed (or technically endorsed) by TSG-RAN WG2 and which are presented for approval to TSG-RAN #36.

The companion document RP-070518 provides the status report of TSG-RAN WG2.

2
Discussions on decisions from RAN WG2 (agenda item 7.3.2)

2.1
Alternative A - Technically endorsed 25.306, 25.331 Rel-7 CRs on UE capabilities for Rel-7,
with 'improved L2' optional
The following CRs are in RP-070634:

	R2-073875
	UE capabilities for Rel-7, with 'improved L2' optional
	25.306
	0168
	1
	Rel-7
	B
	7.4.0
	TEI7

	R2-073877
	UE Capabilities for Rel-7, with 'improved L2' optional
	25.331
	3082
	2
	Rel-7
	B
	7.5.0
	TEI7


2.2
Alternative B - Technically endorsed 25.306, 25.331 Rel-7 CRs on UE capabilities for Rel-7,
with 'improved L2' mandatory
The following CRs are in RP-070635:

	R2-073876
	UE capabilities for Rel-7, with 'improved L2' mandatory
	25.306
	0170
	1
	Rel-7
	B
	7.4.0
	TEI7

	R2-073878
	UE Capabilities for Rel-7, with "improved L2" mandatory
	25.331
	3117
	1
	Rel-7
	B
	7.5.0
	TEI7


3
Approval of CRs to R'99, Rel-4, Rel-5 and Rel-6 with linked CRs (agenda item 7.3.3)

3.1
25.301, 25.321, 25.331, 25.993 Rel-6/Rel-7 CRs on FDD Enhanced Uplink
The following CRs are in RP-070623:
	R2-073864
	Clarification on E-DCH Logical Channel Identities
	25.301
	0086
	3
	Rel-6
	F
	6.4.0
	EDCH-L23

	R2-073865
	Clarification on E-DCH and HS-DSCH Logical Channel Identities
	25.301
	0087
	4
	Rel-7
	F
	7.2.0
	EDCH-L23,
RANimp-L2DataRates

	R2-073022
	Correction on E-DCH compress mode
	25.321
	0332
	 
	Rel-6
	F
	6.13.0
	EDCH-L23

	R2-073023
	Correction on E-DCH compress mode
	25.321
	0333
	 
	Rel-7
	A
	7.5.0
	EDCH-L23

	R2-073681
	Serving grant 'HOLD'
	25.321
	0344
	 
	Rel-6
	F
	6.13.0
	EDCH-L23

	R2-073682
	Serving grant 'HOLD'
	25.321
	0345
	 
	Rel-7
	A
	7.5.0
	EDCH-L23

	R2-073683
	Correction to quantisation requirements in E-TFC selection
	25.321
	0346
	 
	Rel-6
	F
	6.13.0
	EDCH-L23

	R2-073684
	Correction to quantisation requirements in E-TFC selection
	25.321
	0347
	 
	Rel-7
	A
	7.5.0
	EDCH-L23

	R2-073824
	Reference_ETPR definition alignment
	25.321
	0363
	 
	Rel-6
	F
	6.13.0
	EDCH-L23

	R2-073825
	Reference_ETPR definition alignment
	25.321
	0364
	 
	Rel-7
	A
	7.5.0
	EDCH-L23

	R2-073653
	Correction to E-DCH STTD operation
	25.331
	3046
	1
	Rel-6
	F
	6.14.0
	EDCH-L23

	R2-073654
	Correction to E-DCH STTD operation
	25.331
	3047
	1
	Rel-7
	A
	7.5.0
	EDCH-L23

	R2-073866
	Clarification on logical channel multiplexing
	25.331
	3067
	1
	Rel-6
	F
	6.14.0
	HSDPA-L23, EDCH-L23

	R2-073867
	Clarification on logical channel multiplexing
	25.331
	3068
	1
	Rel-7
	F
	7.5.0
	HSDPA-L23, EDCH-L23, RANimp-L2DataRates

	R2-073780
	The range of E-TFCI_ed,switch
	25.331
	3093
	 
	Rel-7
	F
	7.5.0
	EDCH-L23

	R2-073838
	HSUPA and HSDPA with SRBs on 13.6 kbps DCH
	25.993
	0098
	 
	Rel-7
(Rel-6 affected)
	B
	7.3.0
	HSDPA-L23 and
EDCH-L23


3.2
25.331, 25.993 Rel-5/Rel-6/Rel-7 CRs on TEI, TEI5 and TEI6
The following CRs are in RP-070624:

	R2-073377
	START values in cell update before security is enabled
	25.331
	3049
	 
	Rel-6
	F
	6.14.0
	TEI6

	R2-073379
	START values in cell update before security is enabled
	25.331
	3050
	 
	Rel-7
	A
	7.5.0
	TEI6

	R2-073783
	F-DPCH TPC error rate target
	25.331
	3095
	 
	Rel-6
	F
	6.14.0
	TEI6

	R2-073784
	F-DPCH TPC error rate target
	25.331
	3096
	 
	Rel-7
	A
	7.5.0
	TEI6

	R2-073785
	Correction to CTFC for default configuration 14
	25.331
	3097
	 
	Rel-6
	F
	6.14.0
	TEI6

	R2-073786
	Correction to CTFC for default configuration 14
	25.331
	3098
	 
	Rel-7
	A
	7.5.0
	TEI6

	R2-073787
	Correction to default configuration 16
	25.331
	3099
	 
	Rel-6
	F
	6.14.0
	TEI6

	R2-073788
	Correction to default configuration 16
	25.331
	3100
	 
	Rel-7
	A
	7.5.0
	TEI6

	R2-073789
	Security correction on PS handover to UTRAN
	25.331
	3101
	 
	Rel-6
	F
	6.14.0
	TEI6

	R2-073790
	Security correction on PS handover to UTRAN
	25.331
	3102
	 
	Rel-7
	A
	7.5.0
	TEI6

	R2-073870
	Corrections in the default radio configurations 11/12/13
	25.331
	3118
	 
	Rel-5
	F
	5.19.0
	TEI5

	R2-073871
	Corrections in the default radio configurations 11/12/13
	25.331
	3119
	 
	Rel-6
	A
	6.14.0
	TEI5

	R2-073872
	Corrections in the default radio configurations 11/12/13
	25.331
	3120
	 
	Rel-7
	A
	7.5.0
	TEI5

	R2-073873
	Miscellaneous corrections in the default radio configurations
	25.331
	3121
	 
	Rel-6
	F
	6.14.0
	TEI6

	R2-073874
	Miscellaneous corrections in the default radio configurations
	25.331
	3122
	 
	Rel-7
	A
	7.5.0
	TEI6

	R2-073689
	Add references to additional combinations on PRACH adopted in 34.108
	25.993
	0100
	 
	Rel-7
(R'99 affected)
	F
	7.3.0
	TEI

	R2-073803
	Additional DCH RAB Combination
	25.993
	0101
	 
	Rel-7 (Rel-5 affected)
	F
	7.3.0
	TEI5

	R2-073805
	Very low bit rate WB-AMR configuration
	25.993
	0102
	 
	Rel-7
(Rel-5 affected)
	B
	7.3.0
	TEI5

	R2-073806
	Additional DCH RAB combination
	25.993
	0103
	 
	Rel-7
(R'99 affected)
	F
	7.3.0
	TEI


3.3
25.331, 25.346, 25.993 Rel-6/Rel-7 CRs on MBMS
The following CRs are in RP-070625:
	R2-073665
	MBMS UE Capability for mapping MTCH/MSCH to legacy S-CCPCH
	25.306
	0165
	 
	Rel-6
	F
	6.11.0
	MBMS-RAN

	R2-073666
	MBMS UE Capability for mapping MTCH/MSCH to legacy S-CCPCH
	25.306
	0166
	 
	Rel-7
	A
	7.4.0
	MBMS-RAN

	R2-073802
	Requirement on MICH reading
	25.331
	3048
	1
	Rel-7
	F
	7.5.0
	MBMS-RAN

	R2-073826
	MBMS Counting completion in RRC
	25.331
	3063
	1
	Rel-6
	F
	6.14.0
	MBMS-RAN

	R2-073827
	MBMS Counting completion in RRC
	25.331
	3064
	1
	Rel-7
	F
	7.5.0
	MBMS-RAN

	R2-073829
	MBMS ptp service change
	25.331
	3065
	1
	Rel-6
	F
	6.14.0
	MBMS-RAN

	R2-073830
	MBMS ptp service change
	25.331
	3066
	1
	Rel-7
	F
	7.5.0
	MBMS-RAN

	R2-073663
	Integrity Protection and MBMS: Correction to Procedural Text  (alignment with ASN.1) 
	25.331
	3071
	 
	Rel-6
	F
	6.14.0
	MBMS-RAN

	R2-073664
	Integrity Protection and MBMS: Correction to Procedural Text  (alignment with ASN.1) 
	25.331
	3072
	 
	Rel-7
	A
	7.5.0
	MBMS-RAN

	R2-073687
	MBMS services naming
	25.331
	3073
	 
	Rel-6
	F
	6.14.0
	MBMS-RAN

	R2-073688
	MBMS services naming
	25.331
	3074
	 
	Rel-7
	A
	7.5.0
	MBMS-RAN

	R2-073661
	MBMS Counting completion (stage 2)
	25.346
	0031
	 
	Rel-6
	F
	6.11.0
	MBMS-RAN

	R2-073662
	MBMS Counting completion (stage 2)
	25.346
	0032
	 
	Rel-7
	A
	7.4.0
	MBMS-RAN

	R2-073685
	MBMS services naming
	25.346
	0033
	 
	Rel-6
	F
	6.11.0
	MBMS-RAN

	R2-073686
	MBMS services naming
	25.346
	0034
	 
	Rel-7
	A
	7.4.0
	MBMS-RAN

	R2-073669
	 References to radio bearer for MCCH and MTCH testing
	25.993
	0099
	 
	Rel-7
(Rel-6 affected)
	F
	7.3.0
	MBMS-RAN


4
CRs to closed Release 7 Work items (agenda item 8)
Note 1:  25.306(CR0173), 25.308(CR0025), 25.321(CR0361), 25.331(CR3094) Rel-7 CRs on Introduction of multi-frequency operation for LCR TDD are presented by RAN WG1 in RP-070650 (contains also RAN WG1 and RAN WG3 CRs).
Note 2: 25.305 CR0111 on "SAS-Centric A-GPS - UE requesting additional Assistance Data" is presented by RAN WG3 in RP-070577
(contains also 25.453 CR 104rev7).
4.1
25.301, 25.321, 25.322, 25.331 Rel-7 CRs on 'Improved L2'
The following CRs are in RP-070626:
	R2-073746
	Correction to the introduction of Improved L2 support for high data rates
	25.301
	0090
	 
	Rel-7
	F
	7.2.0
	RANimp-L2DataRates

	R2-073104
	Correction to operation of SI field in reassembly entity
	25.321
	0338
	 
	Rel-7
	F
	7.5.0
	RANimp-L2DataRates

	R2-073741
	Enhanced L2 processing
	25.321
	0349
	 
	Rel-7
	B
	7.5.0
	RANimp-L2DataRates

	R2-073747
	Correction to MAC-ehs PDU definition
	25.321
	0350
	 
	Rel-7
	F
	7.5.0
	RANimp-L2DataRates

	R2-073834
	Defining of reordering SDU and correction to the definition of the SI field
	25.321
	0351
	1
	Rel-7
	F
	7.5.0
	RANimp-L2DataRates

	R2-073099
	Correction on POLL SUFI
	25.322
	0313
	 
	Rel-7
	F
	7.3.0
	RANimp-L2DataRates

	R2-073843
	Lossless reconfiguration between fixed and flexible RLC PDU size
	25.331
	3055
	1
	Rel-7
	F
	7.5.0
	RANimp-L2DataRates

	R2-073792
	IE Common RB mapping info
	25.331
	3103
	 
	Rel-7
	F
	7.5.0
	RANimp-L2DataRates

	R2-073793
	Common-MAC-ehs-ReorderingQueues
	25.331
	3104
	 
	Rel-7
	F
	7.5.0
	RANimp-L2DataRates


4.2
25.306, 25.308, 25.321, 25.331 Rel-7 CRs on CPC (and MIMO, Cell_FACH Enhancement)

The following CRs are in RP-070627:
	R2-073849
	Specification of HS-SCCH less memory requirement
	25.306
	0171
	2
	Rel-7
	F
	7.4.0
	RANimp-CPC

	R2-073196
	L1 parameter name changes
	25.308
	0023
	 
	Rel-7
	F
	7.3.0
	RANimp-CPC

	R2-073137
	MAC DTX timing start restrictions & compressed mode
	25.321
	0339
	 
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073756
	Handling of long preambles in CPC
	25.321
	0340
	1
	Rel-7
	F
	7.5.0
	EDCH-L23, RANimp-CPC

	R2-073197
	L1 parameter name changes
	25.321
	0341
	 
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073811
	Clarification on the HARQ procedure for HS-SCCH less operation
	25.321
	0352
	1
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073763
	Clarifications of CPC Grant Channel Monitoring
	25.321
	0354
	 
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073764
	Avoid unnecessarily decreasing UE DRX possibility
	25.321
	0355
	 
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073758
	Correction to CPC UL DTX for addition of a new cell in the active set
	25.331
	3083
	 
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073847
	Handling of DPCCH Slot Format 4
	25.331
	3084
	1
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073761
	Correction to the related IEs of DTX-DRX operation in RRC
	25.331
	3085
	 
	Rel-7
	F
	7.5.0
	RANimp-CPC

	R2-073850
	Restriction of HS-SCCH less operation and MIMO
	25.331
	3086
	1
	Rel-7
	F
	7.5.0
	RANimp-CPC, MIMO-L23

	R2-073832
	HS-SCCH less virtual IR buffer size
	25.331
	3087
	1
	Rel-7
	F
	7.5.0
	RANimp-CPC,
RANimp-Enhstate

	R2-073848
	Correction to CPC Parameters
	25.331
	3105
	2
	Rel-7
	F
	7.5.0
	RANimp-CPC


4.3
25.302 and 25.331 Rel-7 CRs on GNSS

The following CRs are in RP-070628:
	R2-073809
	Adding GANSS related services within the list of services provided by the physical layer
	25.302
	0180
	1
	Rel-7
	B
	7.4.0
	LCS3-GNSS-UTRAN

	R2-073801
	Update of GANSS elements improving GANSS ambiguity resolution
	25.331
	3108
	 
	Rel-7
	F
	7.5.0
	A-GNSS

	R2-073816
	Introduction of SIB type extension for SIB type 15.8
	25.331
	3113
	 
	Rel-7
	F
	7.5.0
	LCS3-GNSS-UTRAN, TEI7


4.4
25.319, 25.321, 25.331, 25.402, 25.427 (RAN2, RAN3) Rel-7 CRs on 3.84/7.68 Mcps TDD E-DCH

The following CRs are in RP-070629:
	R2-073770
	Timing Advance Corrections for 3.84/7.68 Mcps TDD E-DCH
	25.319
	0007
	 
	Rel-7
	F
	7.2.0
	EDCHTDD-L23, 
RANimp-VHCRTDD-EDCH
	RAN WG2

	R2-073768
	Timing Advance Corrections for 3.84/7.68 Mcps TDD EDCH
	25.321
	0356
	 
	Rel-7
	F
	7.5.0
	EDCHTDD-L23, 
RANimp-VHCRTDD-EDCH
	RAN WG2

	R2-073769
	Timing Advance Corrections for 3.84/7.68 Mcps TDD E-DCH
	25.331
	3088
	 
	Rel-7
	F
	7.5.0
	EDCHTDD-L23, 
RANimp-VHCRTDD-EDCH
	RAN WG2

	R3-071449
	Timing Advance Corrections for 3.84/7.68 Mcps TDD EDCH
	25.402
	0064
	
	Rel-7
	F
	7.3.0
	EDCHTDD-IurIub,
RANimp-VHCRTDD-EDCH
	RAN WG3

	R3-071450
	Timing Advance Corrections for 3.84/7.68 Mcps TDD EDCH
	25.427
	0142
	
	Rel-7
	F
	7.4.0
	EDCHTDD-IurIub,
RANimp-VHCRTDD-EDCH
	RAN WG3


4.5
25.331, 25.423, 25.433 (RAN2, RAN3) Rel-7 CRs on the number of MIMO processes

The following CRs are in RP-070630:

	R2-073193
	Restriction on the number of MIMO processes
	25.331
	3056
	 
	Rel-7
	F
	7.5.0
	MIMO-L23

	R3-071769
	HARQ memory partioning for MIMO
	25.423
	1306
	2
	Rel-7
	F
	7.5.0
	MIMO-IurIub

	R3-071770
	HARQ memory partioning for MIMO
	25.433
	1397
	2
	Rel-7
	F
	7.5.0
	MIMO-IurIub


:
4.6
25.321, 25.331 Rel-7 CRs on 7.68 Mcps TDD, 1.28/3.84/7.68 Mcps TDD Enhanced Uplink and MIMO

The following CRs are in RP-070631:
	R2-073771
	3.84/7.68 Mcps TDD EDCH: Sending Scheduling Information Periodically
	25.321
	0357
	 
	Rel-7
	F
	7.5.0
	E-DCHTDD,  RANimp-VHCRTDD-EDCH

	R2-073333
	Corrections to Tabular (alignment with ASN.1) 
	25.331
	3059
	 
	Rel-7
	F
	7.5.0
	VHCRTDD-L23

	R2-073202
	CR implementation issues 25.331 v7.4.0 (2007-03)
	25.331
	3060
	 
	Rel-7
	F
	7.5.0
	RANimp-CPC, MIMO-L23, VHCRTDD-L23, LCRTDD-EDCH-L23, TEI7

	R2-073772
	3.84/7.68 Mcps TDD EDCH Sending Scheduling Information Periodically
	25.331
	3089
	 
	Rel-7
	F
	7.5.0
	EDCHTDD-L23,  RANimp-VHCRTDD-EDCH


4.7
25.331, 25.346 Rel-7 CRs on MBMS RAN physical layer improvements (all variants)

The following CRs are in RP-070632:
	R2-073798
	Correction to MBSFN TDM
	25.331
	3058
	1
	Rel-7
	F
	7.5.0
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD

	R2-073799
	Change Request for 25.331 ASN.1 for MBMS TDD and FDD Physical Layer Improvements
	25.331
	3107
	 
	Rel-7
	F
	7.5.0
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD

	R2-073800
	Editorial Corrections concerning non MBSFN dedicated TDD carriers
	25.346
	0036
	 
	Rel-7
	F
	7.4.0
	MBMSE-RANPhysTDD,  MBMSE-RANPhysLCRTDD


4.8
25.306, 25.321, 25.331 Rel-7 CRs on 64QAM, MIMO,16QAM and Improved L2
The following CRs are in RP-070670:
	R2-073775
	Introduction of HS-DSCH category for combined MIMO and DL64QAM
	25.306
	0163
	1
	Rel-7
	B
	7.4.0
	RANimp-64QamDownlink, MIMO-L23

	R2-073562
	Code rate limitation for UE HSDPA Categories 13 and 15
	25.306
	0164
	 
	Rel-7
	B
	7.4.0
	RANimp-64QamDownlink, MIMO-L23

	R2-073742
	HSPA+ L2 Buffering 
	25.306
	0167
	 
	Rel-7
	B
	7.4.0
	RANimp-64QamDownlink, MIMO-L23

	R2-073593
	Correction to HS-DSCH transport block size table
	25.321
	0337
	 
	Rel-7
	F
	7.5.0
	RANimp-64QamDownlink, MIMO-L23

	R2-073778
	Removing MIMO requirements from MAC-hs
	25.321
	0343
	1
	Rel-7
	B
	7.5.0
	MIMO-L23, RANimp-L2DataRates

	R2-073813
	Correction to HARQ operation in MIMO
	25.321
	0358
	1
	Rel-7
	F
	7.5.0
	MIMO-L23

	R2-073781
	Calculation of ‘Scheduled Grant Payload’ in Rel-7
	25.321
	0360
	 
	Rel-7
	F
	7.5.0
	RANimp-16QamUplink

	R2-073024
	Correction on 16 QAM Category
	25.331
	3057
	 
	Rel-7
	F
	7.5.0
	RANimp-16QamUplink

	R2-073774
	Correction on 64QAM and MIMO UE capability in RRC
	25.331
	3090
	 
	Rel-7
	F
	7.5.0
	RANimp-64QamDownlink, MIMO-L23

	R2-073833
	Starting and stopping operation in 16QAM mode
	25.331
	3092
	1
	Rel-7
	F
	7.5.0
	RANimp-16QamUplink


4.9
25.304, 25.321, 25.331 Rel-7 CRs on Cell_Fach Enhancement
The following CRs are in RP-070671:
	R2-073695
	H-RNTI selection
	25.304
	160
	 
	Rel-7
	F
	7.2.0
	RANimp-Enhstate

	R2-073693
	Periodic MAC-ehs reset and setting of the expected TSN
	25.321
	348
	 
	Rel-7
	F
	7.5.0
	RANimp-Enhstate

	R2-073696
	Clarification on Enhanced CELL_FACH State
	25.331
	3053
	1
	Rel-7
	F
	7.5.0
	RANimp-Enhstate

	R2-073198
	Correction of UTRAN MOBILITY INFORMATION extension
	25.331
	3054
	 
	Rel-7
	F
	7.5.0
	RANimp-Enhstate

	R2-073692
	Removal of RRC padding on BCCH and PCCH carried on HS-DSCH
	25.331
	3077
	 
	Rel-7
	F
	7.5.0
	RANimp-Enhstate

	R2-073694
	Periodic MAC-ehs reset 
	25.331
	3078
	 
	Rel-7
	F
	7.5.0
	RANimp-Enhstate

	R2-073697
	Correction to UE behavior to disable HS-DSCH operation when HS-DSCH reception is unavailable
	25.331
	3079
	 
	Rel-7
	F
	7.5.0
	RANimp-Enhstate

	R2-073738
	Cell reselection issues during RRC connection establishment procedure
	25.331
	3080
	 
	Rel-7
	F
	7.5.0
	RANimp-Enhstate

	R2-073739
	Additional cases of MAC-ehs reset for UEs operating in Enhanced CELL_FACH
	25.331
	3081
	 
	Rel-7
	F
	7.5.0
	RANimp-Enhstate


5
Radio interface improvement feature (agenda item 9.1)

5.1
UMTS in 1500 MHz band (agenda item 9.1.1)
5.1.1
25.307, 25.331 CRs on the introduction of UMTS 1500 (Rel-8)
The following CRs are in RP-070633:

	R2-073672
	Introduction of Band XI
	25.307
	0061
	 
	R99
	B
	3.9.0
	RInImp8-UMTS1500

	R2-073673
	Introduction of Band XI
	25.307
	0062
	 
	Rel-4
	B
	4.9.0
	RInImp8-UMTS1500

	R2-073674
	Introduction of Band XI
	25.307
	0063
	 
	Rel-5
	B
	5.8.0
	RInImp8-UMTS1500

	R2-073675
	Introduction of Band XI
	25.307
	0064
	 
	Rel-6
	B
	6.5.0
	RInImp8-UMTS1500

	R2-073676
	Introduction of Band XI
	25.307
	0065
	 
	Rel-7
	B
	7.1.0
	RInImp8-UMTS1500

	R2-073677
	Introduction of Band XI
	25.307
	0066
	 
	Rel-8
	B
	7.1.0
	RInImp8-UMTS1500

	R2-073678
	Introduction of Band XI
	25.331
	3069
	 
	Rel-8
	B
	7.5.0
	RInImp8-UMTS1500


6
Technical Small Enhancements and Improvements (agenda item 9.4)
Note 1:  25.306, 25.308, 25.321, 25.331 Rel-7 CRs on Introduction of multi-frequency operation for LCR TDD are presented by RAN WG1 in RP-070650
(contains also RAN WG1 and RAN WG3 CRs).

Note 2: 25.305 CR0111 on "SAS-Centric A-GPS - UE requesting additional Assistance Data" is presented by RAN WG3 in RP-070577
(contains also RAN WG3 25.453 CR 0104rev7).
6.1
25.308, 25.321, 25.322, 25.323, 25.331 Rel-7 CRs on TEI7
The following CRs are in RP-070636:
	R2-073818
	General update of the 25.308
	25.308
	0024
	1
	Rel-7
	F
	7.3.0
	TEI7

	R2-073822
	Addition of an SI trigger when UE grant <> 0 and at least one process is activated
	25.321
	0362
	 
	Rel-7
	C
	7.5.0
	TEI7

	R2-073101
	Special HE value setting
	25.322
	0314
	 
	Rel-7
	F
	7.3.0
	TEI7

	R2-073815
	Incorrect reference to RFC number for Header Compression packet formats
	25.323
	0305
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073819
	Correction for configuration of RFC3095 header compression
	25.323
	0306
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073109
	Incomplete exception description in UE-based OTDOA
	25.331
	3061
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073204
	Correction of inconsistency in 25.331 related to UE-sending of capabilities
	25.331
	3062
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073807
	Corrections to DRX schemes in URA_PCH and CELL_PCH
	25.331
	3109
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073814
	Clarification on reconfiguration of T305
	25.331
	3112
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073820
	Correction for configuration of RFC2507 header compression
	25.331
	3114
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073821
	Correction for CS call type
	25.331
	3115
	 
	Rel-7
	F
	7.5.0
	TEI7

	R2-073823
	Add the frequency infor to identify the neighbour cells when report the OTDOA measurement results
	25.331
	3116
	 
	Rel-7
	F
	7.5.0
	TEI7


7
3G Long Term Evolution: Radio interface Layer 2 and 3 Protocol Aspects, eUTRAN interfaces (agenda items 9.23.4 and 9.23.5)
7.1
TS 36.300 Rel-8 CRs
The following CRs are in RP-070637:

	R2-073863
	Update on Security, System Information, Mobility, MBMS and DRX 
	36.300
	0004
	1
	Rel-8
	C
	8.1.0
	LTE-L23

	R2-073880
	Correction of synchronization, handover, trace, eMBMS architecture, and S1 common functions and procedures
	36.300
	0005
	1
	Rel-8
	F
	8.1.0
	LTE-interfaces
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