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8.5.1.2
MBMS PTP Session Start at MCCH Notification in CELL_PCH / MBMS Selected Service
8.5.1.2.1
Definition
This test is applicable for all UEs that support MBMS broadcast services.

8.5.1.2.2
Conformance requirement
The MBMS notification procedure is used by the UE to respond to a notification provided by UTRAN, indicating a change applicable for one or more MBMS services the UE has joined. The procedure applies to all UEs supporting MBMS, irrespective of their state (idle and connected mode: URA_PCH, CELL_PCH, CELL_FACH and CELL_DCH). The actual notification mechanism to be used depends on the UE state.

…

The UE shall:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state:

2>
if receiving an MBMS service that is provided via a p-t-m radio bearer; or
2>
if not receiving an MBMS service that is provided via a p-t-m radio bearer and not monitoring MICH:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

….

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

…

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

…

2>
if the UE is in URA_PCH, Cell_PCH, or CELL_FACH states:

3>
perform a cell update procedure with cause "MBMS ptp RB request", as specified in subclause 8.3.1.2, unless the UE has already requested p-t-p RB establishment in the current modification period.

…

A UE shall initiate the cell update procedure in the following cases:

....

1>
MBMS ptp RB request:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in 8.6.9.6:

3>
perform cell update using the cause "MBMS ptp RB request".

…

The UE shall set the IEs in the CELL UPDATE message as follows:

…

1>
if the UE performs cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates ptp radio bearer request:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise, if the UE performs cell update for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

Reference

3GPP TS 25.331 clauses 8.7.3.1, 8.7.3.3.1, 8.6.9.6, 8.3.1.2, 8.3.1.3
8.5.1.2.3
Test purpose
To verify that the UE in Cell_PCH state, correctly handle the Notification procedure after receiving the MODIFIED SERVICES INFORMATION message via MCCH. 

<<START OF MODIFIED SECTION>>
8.5.1.2.4
Method of test

Initial condition
System Simulator:

1 MBMS cell
User Equipment: 


The UE is in CELL_PCH state as specified in clause 7.6 of TS 34.108.


The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statements

-
MBMS Broadcast service application available on UE
Yes/No.


Test procedure
1)
The UE in Cell_PCH, shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION including the IE “MBMS required UE action” set to “Request PTP RB”.
2)
The UE shall perform a cell update procedure with cause "MBMS ptp RB request". The UE transmits a CELL UPDATE message including the IE "MBMS Selected Service ID" of the concerned MBMS Selected service within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity". 

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The UE is in Cell_PCH state.

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB". 

	2
	(
	CELL UPDATE
	The UE enters the CELL_FACH state. UE performs cell update procedure. The CELL UPDATE message shall contain the value "Cell Update Cause" set to "MBMS ptp RB request" and 
the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	3
	(
	CELL UPDATE CONFIRM
	

	3a
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	4
	(
	RADIO BEARER SETUP
	

	5
	(
	RADIO BEARER SETUP COMPLETE
	

	5a
	(
	MBMS MODIFICATION REQUEST
	

	6
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific message contents

All messages have the same content as defined in 34.108 clause 9.1.1 with the following exceptions:

MBMS modified services Information (Step 1) 
	Information Element
	Value/remark

	Modified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	request PTP RB 


CELL UPDATE (Step 2) 

	Information Element
	Value/remark

	Cell update cause
	MBMS ptp RB request

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has activated

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


CELL UPDATE CONFIRM (Step 3) 

	Information Element
	Value/remark

	New C-RNTI
	'1010 1010 1010 1010'

	
	


RADIO BEARER SETUP (Step 4)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9, with the condition B4.
MBMS MODIFICATION REQUEST (step 5a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.


<<END OF MODIFIED SECTION>>
8.5.1.2.5
Test requirements

At step 2, the UE shall initiate a cell update procedure for MBMS ptp radio bearer request.

<<TEXT SKIPPED HERE>>
8.5.1.13
MBMS PTP Session Start at MCCH Notification in CELL_FACH / MBMS Selected Service
8.5.1.13.1
Definition
This test is applicable for all UEs that support MBMS broadcast services.

8.5.1.13.2
Conformance requirement
The MBMS notification procedure is used by the UE to respond to a notification provided by UTRAN, indicating a change applicable for one or more MBMS services the UE has joined. The procedure applies to all UEs supporting MBMS, irrespective of their state (idle and connected mode: URA_PCH, CELL_PCH, CELL_FACH and CELL_DCH). The actual notification mechanism to be used depends on the UE state.

…

The UE shall:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state:

2>
if not monitoring MICH:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

….

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

…

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

…

2>
if the UE is in URA_PCH, Cell_PCH or CELL_FACH states:

3>
indicate to upper layers to initiate a service request procedure [5] to receive the concerned MBMS service;

3>
perform the cell update procedure with cause "MBMS ptp RB request", as specified in subclause 8.3.1.2, unless the UE has already requested p-t-p RB establishment in the current modification period.

…

A UE shall initiate the cell update procedure in the following cases:

....

1>
MBMS ptp RB request:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in 8.6.9.6:

3>
perform cell update using the cause "MBMS ptp RB request".

…

The UE shall set the IEs in the CELL UPDATE message as follows:

…

1>
if the UE performs cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise, if the UE performs cell update for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

…

If the IE "MBMS short transmission ID" is included the UE shall:

1>
if the value of the "MBMS short transmission ID" is less than or equal to the number of services identified by the IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION message acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

2>
consider the "MBMS short transmission ID" to be an index to the list of services contained in the IE "Modified services list" and apply the MBMS transmission identity specified for this entry.

1>
otherwise:

2>
compile a list of available MBMS services, as included in the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

3>
concatenate the services contained in IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION and the services contained in IE "Unmodified services list" included in the MBMS UNMODIFIED SERVICES INFORMATION.

2>
consider the "MBMS short transmission ID" to be the index of the entry in the list of available services and apply the MBMS transmission identity specified for this entry.

…

The UE shall calculate the identity of a Modification period as follows:

MP identity= (SFNMP div MPlen) mod 2

With
SFNMP being the SFN corresponding with the frame in which the concerned Modification Period starts

MPlen being the length of the Modification Period, that is indicated by the IE "Modification period coefficient" that is included in System Information Block type 5 and 5bis.

Reference

3GPP TS 25.331 clauses 8.7.3.1, 8.7.3.3.1, 8.6.9.6, 8.3.1.2, 8.3.1.3, 8.6.9.8,  8.5.29.
8.5.1.13.3
Test purpose
To verify that the UE receives the MBMS info in Cell_FACH state and correctly triggers the P-t-p request procedure.

<<START OF MODIFIED SECTION>>
8.5.1.13.4
Method of test

Initial condition
System Simulator:

1 MBMS cell.

User Equipment:


The UE is in CELL_FACH state as specified in clause 7.6 of TS 34.108.


The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test procedure 

1)
The UE is in Cell_FACH state, shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION including the IE “MBMS required UE action” set to “Request PTP RB”.
2)
The UE shall perform a cell update procedure with cause "MBMS ptp RB request". In case of  MBMS Selected service, the UE transmits a CELL UPDATE message including the IE "MBMS Selected Service ID" of the concerned MBMS Selected service within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity".

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB". 

	2
	(
	CELL UPDATE
	UE performs cell update procedure. The CELL UPDATE message shall contain the value "Cell Update Cause" set to "MBMS ptp RB request" 

	3
	(
	CELL UPDATE CONFIRM
	RRC State Indicator is set to CELL_FACH

	4
	(
	UPLINK DIRECT TRANSFER (SERVICE REQUEST)
	Service Type is set as ‘MBMS Broadcast Service Reception’

	5
	(
	DOWNLINK DIRECT TRANSPER(SERVICE ACCEPT)
	

	6
	(
	RADIO BEARER SETUP
	RRC State Indicator is set to CELL_DCH

	7
	(
	RADIO BEARER SETUP COMPLETE
	

	7a
	(
	MBMS MODIFICATION REQUEST
	

	8
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific message contents

MBMS modified services Information (Step 1) 
	Information Element
	Value/remark

	Modified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	request PTP RB 


CELL UPDATE (Step 2) 

	Information Element
	Value/remark

	Cell update cause
	MBMS ptp RB request

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


SERVICE REQUEST (Step 4)

	Information Element
	Value/remark

	Service Type
	MBMS Broadcast Service Reception


RADIO BEARER SETUP (Step 6)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9 with the condition B4.
MBMS MODIFICATION REQUEST (step 7a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.


<<END OF MODIFIED SECTION>>
8.5.1.13.5
Test requirements

At step 2, the UE shall initiate a cell update procedure for MBMS ptp radio bearer request. The UE shall include in the transmitted CELL_UPDATE message the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity" in case of  MBMS Selected service.
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