Page 1



3GPP TSG RAN WG R5 Meeting #38
(
 R5-080090
Malaga, Spain, 28 Jan - 1 Feb 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.229-2
	CR
	24
	(

rev
	-
	(

Current version:
	7.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update references in TS 34.229-2

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	MTSI-UEConfTest
	
	Date: (

	18/1/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8 
Rel-9
(Release 9)

	
	

	Reason for change:
(

	A number of RFCs from TS 24.229 release 7 are missing 

	
	

	Summary of change:
(

	Add RFC 4032, 4145, draft-ietf-mmusic-ice-17, 4583,  4566 and 3267

	
	

	Consequences if 
(

not approved:
	References will be missing when SDP applicability tables are updated according to release 7

	
	

	Clauses affected:
(

	Clause 2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of first modified section>
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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For a Release 5 UE, references to 3GPP documents are to version 5.x.y, when available
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For a Release 6 UE, references to 3GPP documents are to version 6.x.y, when available

-
For a Release 7 UE, references to 3GPP documents are to version 7.x.y, when available
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[8]
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[15]
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[18]
3GPP TR 23.981: "Interworking aspects and migration scenarios for IPv4-based IP Multimedia Subsystem (IMS) implementations".

[19]
3GPP TS 24.147: "Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3".

[20]
RFC 3455: "Private Header (P-Header) Extensions to the Session Initiation Protocol (SIP) for the 3rd-Generation Partnership Project (3GPP)"

[21]
RFC 3608: "Session Initiation Protocol (SIP) Extension Header Field for Service Route Discovery During Registration".

[22]
RFC 3327: "Session Initiation Protocol Extension Header Field for Registering Non-Adjacent Contacts".

[23]
RFC 3329: "Security Mechanism Agreement for the Session Initiation Protocol (SIP)".

[24]
RFC 3680: "A Session Initiation Protocol (SIP) Event Package for Registrations".

[25]
RFC 3486: “Compressing the Session Initiation Protocol (SIP)”

[26]
RFC 3312: "Integration of Resource Management and Session Initiation Protocol (SIP)".

[27]
RFC 3262: "Reliability of provisional responses in Session Initiation Protocol (SIP)".

[28]
RFC 3265: "Session Initiation Protocol (SIP) Specific Event Notification".

[29]
RFC 3515: "The Session Initiation Protocol (SIP) REFER method".

[30]
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[31]
RFC 3313: "Private Session Initiation Protocol (SIP) Extensions for Media Authorization".

[32]
RFC 3323: "A Privacy Mechanism for the Session Initiation Protocol (SIP)".

[33]
RFC 3325: "Private Extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks".

[34]
RFC 3428: "Session Initiation Protocol (SIP) Extension for Instant Messaging".

[35]
RFC 3326: "The Reason Header Field for the Session Initiation Protocol (SIP)".

[36]
RFC 3841: "Caller Preferences for the Session Initiation Protocol (SIP)"

[37]
RFC 3903: "An Event State Publication Extension to the Session Initiation Protocol (SIP)".

[38]
RFC 4028: "Session Timers in the Session Initiation Protocol (SIP)".

[39]
RFC 3892: "The Session Initiation Protocol (SIP) Referred-By Mechanism".

[40]
RFC 3891: "The Session Inititation Protocol (SIP) "Replaces" Header".

[41]
RFC 3911: "The Session Inititation Protocol (SIP) "Join" Header".

[42]
RFC 3840: "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)"

[43]
RFC 3857: "A Watcher Information Event Template Package for the Session Initiation Protocol (SIP)".

[44]
RFC 3856: "A Presence Event Package for the Session Initiation Protocol (SIP)".

[45]
draft-ietf-sipping-config-framework-07 (July 2005): "A Framework for Session Initiation Protocol User Agent Profile Delivery".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[46]
draft-ietf-sipping-conference-package-12 (July 2005): "A Session Initiation Protocol (SIP) Event Package for Conference State"

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[47]
RFC 2403 "The Use of HMAC-MD5-96 within ESP and AH".

[48]
RFC 2404 "The Use of HMAC-SHA-1-96 within ESP and AH".

[49]
RFC 3388: "Grouping of Media Lines in Session Description Protocol".

[50]
RFC 3524: "Mapping of Media Streams to Resource Reservation Flows".

[51]
RFC 3556: "Session Description Protocol (SDP) Bandwidth Modifiers for RTP Control Protocol (RTCP) Bandwidth".

[52]
3GPP TR 33.978: "Security aspects of early IP Multimedia Subsystem (IMS)".

[53]
RFC 2451: "The ESP CBC-Mode Cipher Algorithms".

[54]
RFC 3602: "The AES-CBC Cipher Algorithm and Its Use with IPsec".

[55]
3GPP TS 24.173: "IMS Multimedia Telephony Communication Service and supplementary services; stage 3"
[56]
3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".

[57]
RFC 4032 (March 2005): "Update to the Session Initiation Protocol (SIP) Preconditions Framework"
[58] 
RFC 4145 (September 2005): "TCP-Based Media Transport in the Session Description Protocol (SDP)".
[59]
draft-ietf-mmusic-ice-17 (July 2007): "Interactive Connectivity Establishment (ICE): A Protocol for Network Address Translator (NAT) Traversal for Offer/Answer Protocols".
[60]
RFC 4583 (November 2006): "Session Description Protocol (SDP) Format for Binary Floor Control Protocol (BFCP) Streams".
[61]
RFC 4566 (June 2006): "SDP: Session Description Protocol".
[62]
RFC 3267 (June 2002): "Real-Time Transport Protocol (RTP) Payload Format and File Storage Format for the Adaptive Multi-Rate (AMR) and Adaptive Multi-Rate Wideband (AMR-WB) Audio Codecs".
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