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	Reason for change:
(

	The MBMS PTP bearer may be on DPCH or HS-PDSCH, dependent on the UE capability and network configuration. The RAB combinations with MBMS PTP on HS-PDSCH are defined in sections 7.4.31 and 7.4.32 in TR 25.993. For the PS Streaming PS RAB combinations on DPCH in section 7.1 with DL 64, 128 and 256 kbps a note is added which clarifies that this RAB combination is applicable for Streaming MBMS PTP.  

	
	

	Summary of change:
(

	In sections 7.1.73, 7.1.73a, 7.1.74, 7.1.83, 7.1.95, 7.1.113, and 7.1.114 a note is added which clarifies that this RAB combination is applicable for Streaming MBMS PTP.  
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not approved:
	Some ambiguity may exist which RAB combinations with MBMS PTP on DPCH apply. 
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	7.1.73, 7.1.73a, 7.1.74, 7.1.83, 7.1.95, 7.1.113, and 7.1.114. 
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<Start of first modified section>
7.1.73
Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
NOTE: This RAB combination is also applicable for Streaming MBMS PTP.
7.1.73.1 Uplink
…
<End of first modified section>

<Start of next modified section>
7.1.73a
Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH – Alternative

This configuration optimises the flexibility of the Transport Format Selection by adding an omitted Transport Format, to the transport channel parameters given in the reference subclause 6.10.2.4.1.58 of [1], for the downlink,transport channel Streaming / unknown / DL:64 kbps PS RAB.

The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps plus support for 5 AM entities.

This is supported in Release ‘99.

NOTE: This RAB combination is also applicable for Streaming MBMS PTP.
7.1.73a.1
Uplink
…
<End of next modified section>

<Start of next modified section>
7.1.74
Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps, DL: 128kbps.

This is supported in Release '99.
NOTE: This RAB combination is also applicable for Streaming MBMS PTP.
7.1.74.1
Uplink
…
<End of next modified section>

<Start of next modified section>
7.1.83
Streaming / unknown / UL:32 DL:256 kbps / PS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps, DL: 384kbps. 
This is supported in Release '99.

NOTE: This RAB combination is also applicable for Streaming MBMS PTP.
7.1.83.1
Uplink
…
<End of next modified section>

<Start of next modified section>
7.1.95
Conversational / speech / UL:12.2 DL:12.2 kbps + Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL: 128 kbps.

This is supported in release '99.
NOTE: This RAB combination is also applicable for Streaming MBMS PTP.
7.1.95.1
Uplink
…
<End of next modified section>

<Start of next modified section>
7.1.113
Conversational / speech / UL:12.2 DL:12.2 kbps + Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL: 128 kbps.

This is supported in release '99.
NOTE: This RAB combination is also applicable for Streaming MBMS PTP.
7.1.113.1
Uplink
…
<End of next modified section>

<Start of next modified section>
7.1.114
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:32 DL:256 kbps / PS RAB +  Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps plus support for 'Maximum number of AM entities' = 5 and 'Maximum number of TFC' = 48, DL: 128 kbps plus support for 'Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval' = 16 and 'Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)' = 9600.

This is supported in release '99.

NOTE: This RAB combination is also applicable for Streaming MBMS PTP.
7.1.114.1
Uplink
…
<End of next modified section>
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