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Introduction

Total Number of CRs agreed for this WI: 13. TSs being affected:

· 34.108 - 
02 CR(s)

· 34.121-1 - 
00 CR(s)

· 34.121-2 - 
00 CR(s)

· 34.122 - 
01 CR(s)

· 34.123-1 - 
10 CR(s)

· 34.123-2 - 
00 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-083075
	34.108
	0687
	
	F
	Rel-8
	8.3.0
	Addition of combinations on HS-DSCH and E-PUCH to typical radio parameter sets for 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083076
	34.123-1
	2315
	
	F
	Rel-8
	8.3.0
	Addition of combinations on DPCH, HS-DSCH and E-PUCH to radio bearer tests for for 3.84Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083077
	34.123-1
	2316
	
	F
	Rel-8
	8.3.0
	Addition of combinations on DPCH, HS-DSCH and E-PUCH to radio bearer tests for for 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083078
	34.123-1
	2317
	
	F
	Rel-8
	8.3.0
	Addition of generic information for radio bearer tests for E-DCH and HS-DSCH for 3.84Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083079
	34.123-1
	2318
	
	F
	Rel-8
	8.3.0
	Addition of generic information for radio bearer tests for E-DCH and HS-DSCH for 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083080
	34.123-1
	2319
	
	F
	Rel-8
	8.3.0
	Addition of new MAC tests for E-DCH operation of 3.84Mcps and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083081
	34.123-1
	2320
	
	F
	Rel-8
	8.3.0
	Update of physical channel reconfiguration tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083082
	34.123-1
	2321
	
	F
	Rel-8
	8.3.0
	Update of radio bearer reconfiguration tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083083
	34.123-1
	2322
	
	F
	Rel-8
	8.3.0
	Update of RRC connection mobility procedure tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083457
	34.123-1
	2362
	
	F
	Rel-8
	8.3.0
	Update of RRC connection establishment tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083458
	34.123-1
	2363
	
	F
	Rel-8
	8.3.0
	Update of implementation and conformance statement to include E-DCH tests for 3.84Mcps TDD and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083825
	34.108
	0705
	
	F
	Rel-8
	8.3.0
	Addition of radio bearer set-up default messages for RF testing for E-DCH and HSDPA operation for 3.84Mcps TDD and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH

	R5-083826
	34.122
	0285
	
	F
	Rel-7
	7.5.0
	Update of Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) and Demodulation of E-DCH Absolute Grant Channel (E-AGCH) tests for 3.84Mcps and 7.68Mcps TDD
	RANimp-UEConTest_EDCHTDH
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