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	Reason for change:
(

	The specified conditions for selecting HS-DSCH DATA FRAME TYPE 2 or HS-DSCH DATA FRAME TYPE 3 are not correct.

	
	

	Summary of change:
(

	In the Enhanced Cell_FACH state feature, according to TS 25.331 either only IE HS-DSCH Common System Information is present or both IE HS-DSCH Common System Information and IE HS-DSCH Paging System Information are present.
It is specified that HS-DSCH DATA FRAME TYPE 2 is selected if the IE HS-DSCH Common System Information is present. However, HS-DSCH DATA FRAME TYPE 3 can also be used in this condition in case both IE HS-DSCH Common System Information and IE HS-DSCH Paging System Information are present and the UE is in Cell_PCH or URA_PCH state.

It is also specified that HS-DSCH DATA FRAME TYPE 3 is selected if the IE HS-DSCH Paging System Information is present. This is not always the case, since under this condition, HS-DSCH DATA FRAME TYPE 2 will still be used for UEs in Cell_FACH state.

	
	

	Consequences if 
(

not approved:
	Incorrect usage of HS-DSCH DATA FRAME TYPE 2 and HS-DSCH DATA FRAME TYPE 3 may result in IOT problems.
Impact assessment towards the previous version of the specification (same release):  

This CR has isolated impact towards the previous version of the specification (same release) because the changes are introduced for Enhanced FACH/PCH functionality only. The use of HS-DSCH DATA FRAME TYPE 2 for a UE in Cell_PCH state will result in failure to reach the UE (due to absence of PI). The use of HS-DSCH DATA FRAME TYPE 3 for a UE in Cell_FACH state results in unnecessary PICH transmission.

Impact assessment towards the previous release of the specification :  
This CR has isolated impact towards the previous release of the specification because the changes are related to Rel7 function.
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5.1.6
High Speed Downlink Shared Channels

The Data Transfer procedure is used to transfer a HS-DSCH DATA FRAME (TYPE 1, TYPE 2 [FDD - or TYPE3]) from the CRNC to a Node B. HS-DSCH DATA FRAME TYPE 2 is selected if the IE HS-DSCH MAC-d PDU Size Format in NBAP [6] is present and set to ‘Flexible MAC-d PDU Size’ [FDD - or if the IE HS-DSCH Common System Information is present and the UE is in Cell_FACH state. HS-DSCH DATA FRAME TYPE 3 is selected if the IE HS-DSCH Paging System Information in NBAP [6] is present and the UE is in Cell_PCH state or URA_PCH state]. HS-DSCH DATA FRAME TYPE 1 is selected in any other case.
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