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Reason for change:
(

Testcase 12.3.1.5 should not be applicable for UEs which do not support Switch On/Off, i.e for UEs for which the PICS pc_SwitchOnOff is set to FALSE.

In lt_TestBody, after the ts_MMI_UE_SwitchOff (the MMI “Please switch off the UE”), there is a test step ts_RRC_ConnEst used to expect the RRC CONNECTION REQUEST sent by the UE with the cause “Detach”. 

UEs which do not support Switch On/Off will not send this RRC Connection Request. So It is suggested to add the PICS pc_SwitchOnOff to the selection expression of the testcase, similar to the testcase 12.3.1.1. 






Summary of change:
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Created a new Selection Reference (GMM_SelExpOpA_SwitchOnOff) which is based on the current Selection Reference (GMM_SelExpOpA) and included support for switch on/off (pc_SwitchonOff).
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Applicability for test case 12.3.1.5 will not be correct.
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2 Correction to Selection Expression for test cases 12.3.1.5
2.1 Test Case Selection Expression Definitions

Test step name
Test Case Selection Expression Definitions

Reason for change
Testcase 12.3.1.5 should not be applicable for UEs which do not support Switch On/Off, i.e for UEs for which the PICS pc_SwitchOnOff is set to FALSE.

In lt_TestBody, after the ts_MMI_UE_SwitchOff (the MMI “Please switch off the UE”), there is a test step ts_RRC_ConnEst used to expect the RRC CONNECTION REQUEST sent by the UE with the cause “Detach”. 

UEs which do not support Switch On/Off will not send this RRC Connection Request. So It is suggested to add the PICS pc_SwitchOnOff to the selection expression of the testcase, similar to the testcase 12.3.1.1. 



Summary of change
Created a new Selection Reference (GMM_SelExpOpA_SwitchOnOff) which is based on the current Selection Reference (GMM_SelExpOpA) and included support for switch on/off (pc_SwitchonOff).

Source of change
Modification
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