Page 1



3GPP TSG-RAN2 Meeting #63 
(
R2-083857
Jeju, South Korea, 18th  Aug– 22nd Aug 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	25.308
	CR
	0039
	(

rev
	-
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Editorial correction to HS-DSCH frame protocol header field.

	
	

	Source to WG:
(

	NEC

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	RANimp-Enhstate
	
	Date: (

	07/08/2008

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(
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RNC informs NodeB about UE measurements on RACH and does not indicate transmit power level either reported from UE or from RNC itself.

	
	

	Summary of change:
(

	"Transmit Power Level" field is replaced with “RACH Measurement Result”. 

	
	

	Consequences if 
(

not approved:
	The mismatch of a field may result in misunderstanding.

	
	

	Clauses affected:
(

	14.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


14.2
Initial link adaptation

The UE includes available, i.e. UE does not delay reporting due to performing measurements, measurement results on RACH to uplink RRC messages based on configuration parameters set in SIB11/12. The UE includes the measurement results on RACH in Cell Update message when performing Cell update procedure. If UE has valid C-RNTI and H-RNTI the UE sends the Measurement Report message on SRB#2.
The HS-DSCH data frame header includes a “RACH Measurement Result”  field to which the RNC can include the received measurement results on RACH. The Node B HS-DSCH scheduler can use this information to determine the MCS and DL transmit power for the HS-SCCH and HS-PDSCH transmissions.
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Figure 14.2-1: Link adaptation based on measurement results on RACH
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