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	Feature / Item:
	Support of UTRA HNB

	Affects:
	UE/MS: Yes
	CN: No
	UTRAN: Yes
	GERAN: No

	Expected Completion Date:
	March 2009

	Service(s) impacted:
	UTRA HNB

	Specification(s) affected:
	TS 25.331, 25.304, 25.367

	Task(s) within work which are not complete:
	Some issues of alignment between 25.304 and 36.304 remain to be completed - manual selection, autonomous selection procedures. 

	Consequences if not included in Release 8:
	UTRA HNB will be delayed


Abstract of document:
Stage 3 work is completed via the CR to 25.331 (agreed by RAN2#64 and submitted to RAN#42 for approval). A fairly stable CR to 25.304 is available. However certain details need to be resolved with regard to inter-freq reselection to CSG cell, reselection to CSG cell, manual CSG selection, autonomous CSG selection and measurement Rules for CSG Cells. The issue of achieving alignment between 25.304 and 36.304 has also been raised and some further revision to the 25.304 CR maybe required. It is anticipated that a RAN2 agreed CR to 25.304 will be submitted to RAN#43 for approval. TS 25.367 “Mobility Procedures for HNB: Stage 2” is stable and is provided as V1.0.0 for information. It is not anticipated that further changes to TS 25.367 will impact 25.331 or 25.304 CRs.
Contentious Issues:

None

