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	title
	source in RAN2
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	CR number
	current spec version
	new spec version
	rev
	cat.
	release
	SI/WI

	R2-086722
	Introduce Intra-SecondaryFrequency Indicator for LCR TDD
	ZTE
	25.331
	3431
	7.10.0
	7.11.0
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-086723
	Introduce Intra-SecondaryFrequency Indicator for LCR TDD
	ZTE
	25.331
	3432
	8.4.0
	8.5.0
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-086857
	Clarification of E-RUCCH transmission in 25.321
	TD Tech
	25.321
	0456
	7.10.0
	7.11.0
	1
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-086858
	Clarification of E-RUCCH transmission in 25.321
	TD Tech
	25.321
	0457
	8.3.0
	8.4.0
	1
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-086871
	Clarification of RX-TIMER reset in 25.321 for 1.28Mcps TDD
	TD Tech
	25.321
	0474
	7.10.0
	7.11.0
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-086872
	Clarification of RX-TIMER reset in 25.321 for 1.28Mcps TDD
	TD Tech
	25.321
	0475
	8.3.0
	8.4.0
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-087243
	Clarification of Persistence Value (Pi) for E-RUCCH in LCR TDD
	CATT, RITT, TD Tech, Spreadtrum Comm, ZTE
	25.331
	3500
	7.10.0
	7.11.0
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-087244
	Clarification of Persistence Value (Pi) for E-RUCCH in LCR TDD
	CATT, RITT, TD Tech, Spreadtrum Comm, ZTE
	25.331
	3501
	8.4.0
	8.5.0
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-087442
	Modification of E-RUCCH uplink sync transmission for 1.28Mcps TDD
	TD Tech
	25.321
	0479
	7.10.0
	7.11.0
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-087258
	Modification of E-RUCCH uplink sync transmission for 1.28Mcps TDD
	TD Tech
	25.321
	0478
	8.3.0
	8.4.0
	-
	A
	REL-8
	LCRTDD-EDCH-L23
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