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WG: 4
E-mail address rapporteurs: 
ralf.michanikl@andrew.com, Alf.Ahlstrom@pwav.com 
Progress Report since the last TSG:
Two RAN WG4 meetings have been held since then: RAN4#49bis and RAN4#50
RAN4#49bis:
5 contributions were agreed; [1], [2], [3], [4], [5]
RAN4#50:
13 contributions were agreed; [6] to [18]
List of Completed elements (for complex work items):
List of open issues:

36.106: EVM: Minimum requirement
Adjacent Channel Rejection Ratio (ACRR) for co-existence with UTRA TDD; a narrow band requirement and protection of GSM-R is for further study

36.143: EVM: Test requirement, maximum test system uncertainty, test stimulus signal, test tolerance
Repeater stimulus signal: time difference
Output intermodulation: Selection of test model
Adjacent Channel Rejection Ratio (ACRR) for co-existence with UTRA TDD; a narrow band requirement and protection of GSM-R is for further study


Estimates of the level of completion (when possible):

Core specification TS36.106: approved
Test specification TS36.143: 95%

WI completion date:
RAN#43, March 2009
There are open issues of some LTE FDD Repeater core and test specifications as listed above. However, LTE FDD Repeater rapporteurs have identified that there are not so many open issues and can be treated as category ‘F’ CRs, even if changes of the specifications are needed to fix the open issues after RAN#43. The open issues of core specifications and test specifications listed above should be treated in the WG4.

Test specification for LTE FDD Repeater TS36.143 of RAN4 is to be approved in RAN#43. Further work will be continued to complete the specifications.

Considering above status of the LTE FDD Repeater specifications, the LTE FDD Repeater rapporteurs propose to:
· Continue further work for RAN4 specifications open issues of core and test specification to complete them as Release 8 specifications.
· Close the WI LTE FDD repeaters
References:
[1] R4-090014 TS36.143 Clean up, e.g. alignments with core spec 36.106
[2] R4-080015 Introduction of EVM

[3] R4-080018 TS36.143 Adding test tolerances to the requirements
[4] R4-080019 LTE Repeater test spec 36.143 V1.1.0

[5] R4-090368 Clarification of PHS band including the future plan in 36.143
[6] R4-090441 Alignment with 36.143
[7] R4-090487 Clarification of PHS band including the future plan in 36.106
[8] R4-090572 Test model consideration for  LTE Repeater testing
[9] R4-090573 TS36.143 Introducing E-TM into output power measurements

[10] R4-090574 TS36.143 Introducing E-TM into operating band unwanted emission measurements

[11] R4-090575 TS36.143 Introducing E-TM into spurious emission measurements

[12] R4-090576 TS36.143 Clause 4: TP Manufacturer declaration
[13] R4-090579 TS36.143 TP EVM
[14] R4-080931 LTE Repeater test spec 36.143 V1.2.0

[15] R4-080966 Introduction of EVM
[16] R4-080967 LTE Repeater test spec 36.143 V1.3.0

[17] R4-080977 Clarification of EARFCN for 36.106
[18] R4-080979 Clarification of EARFCN for 36.143
