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	Reason for change:
(

	In subclause 5.9 describing the MAC reset procedure, the UE considers the time alignment timer expired and performs related actions specified in subclause 5.2:
-
when the Time Alignment Timer expires:

-
flush all HARQ buffers and consider the next transmission for each process as the very first transmission;
-
notify RRC of PUCCH/SRS release;
-
clear any configured downlink assignments and uplink grants.

Considering the above, there is thus duplicate text in subclause 5.9 for flushing of UL HARQ buffers, for considering next UL transmission as the first and for releasing configured grants/assignments which should be removed.

	
	

	Summary of change:
(

	· “if running”, being related to stopping of the timer, is moved accordingly;

· The word “subclause” is added in front of “5.2”;
· One extra “.” is removed;
· Duplicate text is removed from subclause 5.9;
· For DL HARQ process, wording is aligned with subclause 5.3.2.2.
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	Other comments:
(

	CR 00274 removes the editor’s note in this subclause.


------------------------------------------------------ Unmodified Sections Omitted -----------------------------------------------------
-------------------------------------------------------------- FIRST CHANGE -----------------------------------------------------------
5.9
MAC Reset

Editor’s note:
This subclause describes the procedure for resetting MAC [FFS]; e.g. at handover.
If a reset of the MAC entity is requested by upper layers, the UE shall:
-
initialize Bj for each logical channel to zero;

-
stop (if running) and reset all timers;
-
consider the Time Alignment Timer as expired and perform the corresponding actions in subclause 5.2;
-
stop, if any, ongoing RACH procedure;

-
flush Msg3 buffer;

-
cancel, if any, triggered Scheduling Request procedure;

-
cancel, if any, triggered Buffer Status Reporting procedure;

-
cancel, if any, triggered Power Headroom Reporting procedure;


-
flush the soft buffers for all DL HARQ processes;

-
for each DL HARQ process, consider the next received transmission for a TB as the very first transmission;


-
release, if any, Temporary C-RNTI.
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