Page 1



3GPP TSG-RAN2 Meeting #65 
( R2-090977
Athens, Greece, February 9th-13th, 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(
	36.321
	CR
	262
	(
rev
	-
	(
Current version:
	8.4.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(
	Corrections to power control and random access

	
	

	Source to WG:
(
	Ericsson

	Source to TSG:
(
	R2

	
	

	Work item code:
(
	LTE-L23
	
	Date: (
	14/01/2009

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(
	L1 need certain input from MAC to setup up the power control for msg3. The information needed includes the preambleInitialReceivedTargetPower and how much the UE has ramped during RACH. 
The parameter preambleInitialReceivedTargetPower is specified in L1 specification as signalled from higher layers (5.1.1.1 in 36.213 v8.5.0), but this is not captured in current version of 36.321 (MAC). 

	
	

	Summary of change:
(
	Adds the indication of  PREAMBLE_INITIAL_RECEIVED_TARGET_POWER to lower layers

	
	

	Consequences if 
(
not approved:
	Inadequate information for setting up power control for msg3 in L1.

	
	

	Clauses affected:
(
	5.1.4

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


------------------------------------------------------ Unmodified Sections Omitted -----------------------------------------------------
5.1.4
Random Access Response reception

Once the Random Access Preamble is transmitted and regardless of the possible occurrence of a measurement gap, the UE shall monitor the PDCCH for Random Access Response(s) identified by the RA-RNTI defined below, in the TTI window [RA_WINDOW_BEGIN—RA_WINDOW_END] which starts at the subframe that contains the end of the preamble transmission [7] plus three subframes and has length ra-ResponseWindowSize subframes. The RA-RNTI associated with the PRACH in which the Random Access Preamble is transmitted, is computed as:

RA-RNTI= t_id+10*f_id

Where t_id is the index of the first subframe of the specified PRACH (0≤ t_id <10), and f_id is the index of the specified PRACH within that subframe, in ascending order of frequency domain (0≤ f_id< 6). The UE may stop monitoring for Random Access Response(s) after successful reception of a Random Access Response containing Random Access Preamble identifiers that matches the transmitted Random Access Preamble.

-
If a downlink assignment for this TTI has been received on the PDCCH for the RA-RNTI and the received TB is successfully decoded, the UE shall regardless of the possible occurrence of a measurement gap:

-
if the Random Access Response contains a Backoff Indicator subheader:

-
set the backoff parameter value in the UE as indicated by the BI field of the Backoff Indicator subheader  and Table 7.2-1.

-
else, set the backoff parameter value in the UE to 0 ms.

-
if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble (see subclause 5.1.3), the UE shall:

-
consider this Random Access Response reception successful;

-
process the received Timing Advance Command (see subclause 5.2);

-
indicate the preambleInitialReceivedTargetPower and the amount of power ramping applied to the latest preamble transmission to lower layers (i.e., (PREAMBLE_TRANSMISSION_COUNTER-1) * POWER_RAMP_STEP );
-
process the received UL grant value and indicate it to the lower layers;

-
if the Random Access Preamble was explicitly signalled and the signalled random access preamble ID was not 000000 (i.e., not selected by MAC):

-
consider the Random Access procedure successfully completed.

-
else, if the Random Access Preamble was selected by UE MAC:

-
set the Temporary C-RNTI to the value received in the Random Access Response message no later than at the time of the first transmission corresponding to the UL grant provided in the Random Access Response message;

-
if this is the first successfully received Random Access Response within this Random Access procedure:

-
if the transmission is not being made for the CCCH logical channel, indicate to the Multiplexing and assembly entity to include a C-RNTI MAC control element in the subsequent uplink transmission;

-
obtain the MAC PDU to transmit from the "Multiplexing and assembly" entity and store it in the Msg3 buffer.

NOTE:
When an uplink transmission is required, e.g., for contention resolution, the eNB should not provide a grant smaller than 80 bits in the Random Access Response.

NOTE:
If within a Random Access procedure, an uplink grant provided in the Random Access Response for the  same group of Random Access Preambles has a different size than the first uplink grant allocated during that Random Access procedure, the UE behavior is not defined. 

If no Random Access Response is received within the TTI window [RA_WINDOW_BEGIN—RA_WINDOW_END], or if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble, the Random Access Response reception is considered not successful and the UE shall:

-
increment PREAMBLE_TRANSMISSION_COUNTER by 1;
-
If PREAMBLE_TRANSMISSION_COUNTER = PREAMBLE_TRANS_MAX + 1:

-
indicate a Random Access problem to upper layers.
-
if in this Random Access procedure, the Random Access Preamble was selected by MAC:
-
based on the backoff parameter in the UE, select a random backoff time according to a uniform distribution between 0 and the Backoff Parameter Value;

-
delay the subsequent Random Access transmission by the backoff time;

-
proceed to the selection of a Random Access Resource (see subclause 5.1.2).
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