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8.2.2
Performance requirements for UL timing adjustment

8.2.2.1
Definition and applicability

The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as 70% of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ re-transmissions.

In the tests for UL timing adjustment, two signals are configured, one being transmitted by moving UE and the other being transmitted by stationary UE. FRC parameters in Table A.7-1 and Table A.8-1 are applied for both UEs. The received power for both UEs is the same. The resource blocks allocated for both UEs are consecutive. In Scenario 2, Doppler shift is not taken into account.
A test for a specific channel bandwidth is only applicable if the BS supports it.

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable.

8.2.2.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.2.2.1.

8.2.2.3
Test Purpose

The test shall verify the receiver’s ability to achieve throughput under moving propagation conditions for a given SNR.
[text skipped here]

8.2.4
Performance requirements for High Speed Train conditions

8.2.4.1
Definition and applicability

The performance requirement of PUSCH for High Speed Train conditions is determined by a minimum throughput for a given SNR. The required throughput is expressed as 30% and 70% of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ retransmissions and are applied for normal CP.

A test for a specific channel bandwidth is only applicable if the BS supports it.

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable.

The performance requirements for High Speed Train conditions are optional.
8.2.4.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.2.3.1
8.2.4.3
Test Purpose

The test shall verify the receiver’s ability to achieve throughput under High Speed Train conditions for a given SNR.

8.2.4.4
Method of test

8.2.4.4.1
Initial Conditions

Test environment:
Normal, see subclause D.2.

RF channels to be tested:
M; see subclause 4.7.

1)
Connect the BS tester generating the wanted signal, channel simulators and AWGN generators to all BS antenna connectors (depending on HST scenario) via a combining network as shown in Annex I.3.2.

8.2.4.4.2
Procedure

1)
Adjust the AWGN generator, according to the channel bandwidth, defined in Table 8.2.4.4.2-1.

Table 8.2.4.4.2-1: AWGN power level at the BS input
	Channel bandwidth [MHz]
	AWGN power level [dBm/Channel BW]

	1.4
	-91.5

	3
	-88.2

	5
	-86

	10
	-83

	15
	-81.2

	20
	-80


2)
The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in Annex A and the test parameters in Table 8.2.4.4.2-2.
Table 8.2.4.4.2-2 Test parameters for High Speed Train conditions

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)

	Subframes in which PUSCH is transmitted
	subframe #0 and #8 in radio frames for which SFN mod 4 = 0

subframe #6 in radio frames for which SFN mod 4 = 1

subframe #4 in radio frames for which SFN mod 4 = 2

subframe #2 in radio frames for which SFN mod 4 = 3

	Subframes in which PUCCH is transmitted (Note1, Note 2)
	subframe #5 in radio frames

	Note 1. The configuration of PUCCH (format 2) is optional.
Note 2. The SNR values per antenna shall be set to [-4.5 dB and -1.5 dB] for Scenario 1 and 3, respectively.


3)
The channel simulators shall be configured according to the corresponding channel model defined in Annex B.3.

4)
Adjust the equipment so that required SNR specified in Table 8.2.4.5-1 is achieved at the BS input.

5)
For each of the reference channels in Table 8.2.4.5-1 applicable for the base station, measure the throughput, according to Annex E.

[text skipped here]
8.3.2
CQI missed detection for PUCCH format 2

8.3.2.1
Definition and applicability

The performance requirement of PUCCH for CQI missed detection is determined by the BLER probability of detection of CQI. The performance is measured by the required SNR at BLER probability of detection equal to 0.99.

The probability of detection of CQI is defined as conditional probability of detection of the CQI when the signal is present.

The test is applicable to all BS. A test for a specific channel bandwidth is only applicable if the BS supports it. 

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable.

8.3.2.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.3.3.1.

8.3.2.3
Test purpose

The test shall verify the receiver’s ability to detect CQI under multipath fading propagation conditions for a given SNR.
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