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<Start of modified section>
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (3.84 Mcps)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	RB information list
	
	2 entries in the list
	Rel-6

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	14
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	15
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	TrCh information for each TrCh
	
	2 entries in the list
	Rel-6

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	1
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	2
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	TrCh information for each CCTrCh
	
	Not Present
(Default TFCS applies for each CCTrCh)
	Rel-6

	PhyCh information
	
	2 entries in list
	Rel-6

	  - PhyCh identity
	
	
	

	    - MBMS Common PhyCh identity
	
	23
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps
	

	              - Timeslot number
	
	1
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	                - no data
	
	
	Rel-7

	          - CHOICE TDD option
	
	3.84Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	3.84 Mcps
	

	                  - Timeslot number
	
	8
	

	      - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	Rel-7

	  - PhyCh identity
	
	 
	Rel-6

	    - MBMS Common PhyCh identity
	
	27
	

	  - Secondary CCPCH info MBMS
	
	
	Rel-6

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps
	

	              - Timeslot number
	
	4
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	                - no data
	
	
	Rel-7

	          - CHOICE TDD option
	
	3.84Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	3.84 Mcps
	

	                  - Timeslot number
	
	11
	

	      - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	Rel-7


	Condition
	Explanation

	A1
	This IE is needed for RBs configured to use one timeslot. Refer to clause 6.10 "Parameter Set"

	A2 
	This IE is needed for RBs configured to use two timeslots. Refer to clause 6.10 "Parameter Set"


Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (1.28 Mcps)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	RB information list
	
	2 entries in the list
	Rel-6

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	14
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	15
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	TrCh information for each TrCh
	
	2 entries in the list
	Rel-6

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	1
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.11 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.11 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.11 "Parameter Set"
	

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	2
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.11 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.11 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.11 "Parameter Set"
	

	TrCh information for each CCTrCh
	
	Not Present
(Default TFCS applies for each CCTrCh)
	Rel-6

	PhyCh information
	
	2 entries in list
	Rel-6

	  - PhyCh identity
	
	
	

	    - MBMS Common PhyCh identity
	
	23
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.11 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps
	

	              - Timeslot number
	
	1
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Midamble Allocation Mode
	
	Common midamble
	Rel-7

	              - Midamble configuration
	
	2
	Rel-7

	          - CHOICE TDD option
	
	1.28Mcps TDD
	

	            - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	

	            - SS-TPC Symbols
	
	1
	

	            - Additional TPC-SS Symbols
	
	Not Present
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps
	

	                  - Timeslot number
	
	2
	

	      - MBSFN Special Time Slot
	
	TS7
	Rel-7

	      - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	Rel-7

	  - PhyCh identity
	
	 
	Rel-6

	    - MBMS Common PhyCh identity
	
	27
	

	  - Secondary CCPCH info MBMS
	
	
	Rel-6

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.11 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps
	

	              - Timeslot number
	
	4
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Midamble Allocation Mode
	
	Common midamble
	

	              - Midamble configuration
	
	2
	

	          - CHOICE TDD option
	
	1.28Mcps TDD
	

	            - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	

	            - SS-TPC Symbols
	
	1
	

	            - Additional TPC-SS Symbols
	
	Not Present
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps
	

	                  - Timeslot number
	
	4
	

	      - MBSFN Special Time Slot
	
	TS7
	Rel-7

	      - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	Rel-7

	LCR TDD MBSFN information
	
	Not Present
	Rel-7


	Condition
	Explanation

	A1
	This IE is needed for RBs configured to use one timeslot. Refer to clause 6.11 "Parameter Set"

	A2 
	This IE is needed for RBs configured to use two timeslots. Refer to clause 6.11 "Parameter Set"


Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (7.68 Mcps)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-7

	RB information list
	
	2 entries in the list
	Rel-7

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	14
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	15
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	TrCh information for each TrCh
	
	2 entries in the list
	Rel-7

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	1
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	2
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	            - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	            - CHOICE mode
	
	TDD
	

	              - Transmission Time Interval
	
	Not Present
	

	          - CHOICE Logical Channel List
	
	ALL
	

	            - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	TrCh information for each CCTrCh
	
	Not Present
(Default TFCS applies for each CCTrCh)
	Rel-7

	PhyCh information
	
	2 entries in list
	Rel-7

	  - PhyCh identity
	
	
	

	    - MBMS Common PhyCh identity
	
	23
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	7.68 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes VHCR
	
	
	

	        - First Individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps option
	

	                  Timeslot number
	
	1
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	

	                - no data
	
	Default
	

	          - CHOICE TDD option
	
	7.68Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes VHCR
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	7.68 Mcps
	

	                  - Timeslot number
	
	8
	

	         - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	

	  - PhyCh identity
	
	 
	

	    - MBMS Common PhyCh identity
	
	27
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	7.68 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	         - 2nd interleaving mode
	
	Frame
	

	         - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	         - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes VHCR
	
	
	

	        - First Individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps option
	

	              - Timeslot number
	
	4
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	

	                - no data
	
	Default
	

	          - CHOICE TDD option
	
	7.68 Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes VHCR
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	7.68 Mcps
	

	                  - Timeslot number
	
	11
	

	         - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	


	Condition
	Explanation

	A1
	This IE is needed for RBs configured to use one timeslot. Refer to clause 6.10 "Parameter Set"

	A2 
	This IE is needed for RBs configured to use two timeslots. Refer to clause 6.10 "Parameter Set"
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