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<Start of 1st modified section>

4.4.2
Simulated cells

Editor’s Note: It is FFS how many simultaneous cells are needed for testing.

NOTE: For NAS test cases, see sub clause 6.3.2.

Test frequencies and simulated cells are defined in table 4.4.2-1. For E-UTRA cells, f1 is the default test frequency. For UTRA cells, f8 is the default test frequency. For GERAN cells, f11 is the default test frequency. For CDMA2000 cells, f14 is the default test frequency.

Default parameters for simulated cells are specified in table 4.4.2-1A and table 4.4.2-2.
Common parameters for simulated cells are specified in subclauses 4.4.3 to 4.4.6.


Other cell specific parameters are specified in sub clause 4.4.7.

Table 4.4.2-1: Definition of test frequencies and simulated cells

	Test frequency
	RAT
	Operating band
	Range
	Simulated cells

	f1
	E-UTRA
	Operating band under test
	Mid
	Cell 1, Cell 2, Cell 4, Cell 11

	f2
	E-UTRA
	Operating band under test
	High
	Cell 3, Cell 12

	f3
	E-UTRA
	Operating band under test
	Low
	Cell 6, Cell 13

	f4
	E-UTRA
	Operating band under test
	[FFS]
	Cell 14

	f5
	E-UTRA
	Operating band for inter-band cells
	Mid
	Cell 10

	f6
	E-UTRA
	Operating band for inter-band cells
	High
	

	f7
	E-UTRA
	Operating band for inter-band cells
	Low
	

	f8
	UTRA
	Operating band for UTRA cells
	Mid
	Cell 5, Cell 7, Cell 8, Cell 9

	f9
	UTRA
	Operating band for UTRA cells
	High
	

	f10
	UTRA
	Operating band for UTRA cells
	Low
	

	f11
	GERAN
	Operating band for GERAN cells
	Mid
	

	f12
	GERAN
	Operating band for GERAN cells
	High
	

	f13
	GERAN
	Operating band for GERAN cells
	Low
	

	f14
	CDMA2000
	Operating band for CDMA2000 cells
	Mid
	

	f15
	CDMA2000
	Operating band for CDMA2000 cells
	High
	

	f16
	CDMA2000
	Operating band for CDMA2000 cells
	Low
	


Table 4.4.2-1A: Default E-UTRA parameters for simulated cells
	cell ID
	E-UTRAN Cell Identifier
	Physical layer cell identity

	
	eNB Identifier
	Cell Identity
	

	Cell 1
	'0000 0000 0000 0000 0001'B
	'0000 0001'B
	1

	Cell 2
	'0000 0000 0000 0000 0001'B
	'0000 0010'B
	2

	Cell 3
	'0000 0000 0000 0000 0010'B
	'0000 0011'B
	3

	Cell 4
	'0000 0000 0000 0000 0011'B
	'0000 0100'B
	4

	Cell 6
	'0000 0000 0000 0000 0100'B
	'0000 0110'B
	6

	Cell 10
	'0000 0000 0000 0000 0101'B
	'0000 1010'B
	10

	Cell 11
	'0000 0000 0000 0000 0110'B
	'0000 1011'B
	11

	Cell 12
	'0000 0000 0000 0000 0010'B
	'0000 1100'B
	12

	Cell 13
	'0000 0000 0000 0000 0100'B
	'0000 1101'B
	13

	Cell 14
	'0000 0000 0000 0000 0111'B
	'0000 1110'B
	14


Table 4.4.2-2: Default NAS parameters for simulated cells

	cell ID
	Tracking Area
	TA# list

(Note 1)
	GUTI (Note 2)

	
	TA#
	PLMN
	TAC
	
	MME Identifier
	M-TMSI

	
	
	MCC
	MNC
	
	
	MME Group ID
	MME Code
	

	Cell 1
	TAI-1
	(Note 3)
	1
	TAI-1
	1
	1
	Arbitrarily selected according to TS 23.003 subclause 2.8 [2].

	Cell 2
	TAI-1
	(Note 3)
	1
	TAI-1
	1
	1
	

	Cell 3
	TAI-1
	(Note 3)
	1
	TAI-1
	1
	1
	

	Cell 4
	TAI-1
	(Note 3)
	1
	TAI-1
	1
	1
	

	Cell 6
	TAI-1
	(Note 3)
	1
	TAI-1
	1
	1
	

	Cell 10
	TAI-1
	(Note 3)
	1
	TAI-1
	1
	1
	

	Cell 11
	TAI-2
	(Note 3)
	2
	TAI-2
	2
	1
	

	Cell 12
	TAI-1
	002
	11
	1
	TAI-1
	1
	1
	

	Cell 13
	TAI-1
	003
	21
	1
	TAI-1
	1
	1
	

	Cell 14
	TAI-1
	004
	31
	1
	TAI-1
	1
	1
	

	NOTE 1:
The value(s) in the column TA# list indicates TAI(s) included in the response messages of the registration procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the registration procedure on a corresponding cell.
NOTE 2:
The value in the column GUTI indicates GUTI included in the response messages of the registration procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the registration procedure on a corresponding cell.
NOTE 3:
Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card (subclause 4.9.3).


<End of 1st modified section>
<Start of 2nd modified section>

4.4.4
Common parameters for simulated UTRA cells

The parameters specified in this subclause apply to all simulated UTRA cells unless otherwise specified.


Default UTRA parameters for simulated cells are specified in table 4.4.4-1 and table 4.4.4-2.

Other parameters are specified in TS 34.108 [5].
Table 4.4.4-1: Default parameters for simulated UTRA cells
	cell ID
	Primary scrambling code for FDD
	Cell parameters ID for TDD

	Cell 5
	100
	FFS

	Cell 7
	150
	FFS

	Cell 8
	200
	FFS

	Cell 9
	250
	FFS


Table 4.4.4-2: Default NAS parameters for simulated UTRA cells
	
	PLMN
	Location Area Identification
	Routing Area Identification
	TMSI
	P-TMSI signature

	
	MCC
	MNC
	LA#
	LAC
	RA#
	RAC
	
	

	Cell 5
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	Arbitrarily selected according to TS 23.003 

subclause 2.4 [2].
	Arbitrarily selected according to TS 23.003 

subclause 2.7 [2].

	Cell 7
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	
	

	Cell 8
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	
	

	Cell 9
	(Note 1)
	LAI-1
	1
	RAI-1
	1
	
	

	Note 1:
Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card (subclause 4.9.3).


<End of 2nd modified section>
<Start of 3rd modified section>
4.4.7
Default parameters specific for simulated cells

Default parameters specific for simulated cells are specified in this subclause.
Editor's Note: This section is reserved for cell specific default parameters.




























<End of 3rd modified section>
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