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1. Introduction
Compliance template for ITU-R submission was endorsed in RAN1#58. The template was reviewed by ITU ad hoc and some editorial updates were made. In addition, the following revisions were made after RAN1#58 in Shenzhen.
· Values in cell- and cell-edge user spectral efficiencies were updated due to the correction of overhead assumptions (PBCH overhead, the TDD overhead calculation for DL CCH duration of one OFDM symbol). The correction was approved in RAN1 in the e-mail reflector after the Shenzhen meeting (R1-093739, R1-093740).
· Values in the peak spectral efficiencies were revised due to the following reason. Original version of the compliance template captured the peak spectral efficiencies of eight-layer and four-layer spatial multiplexing for downlink and uplink transmission, respectively from Tables 16.1-1 to 16.1-4 in TR36.912. However, the condition in the ITU documents (M.2134, M.2135) for peak spectrum efficiency calculation is up to 4 Tx/Rx antennas at BS and up to 2Tx/4Rx antenna at UE. Thus, in the revised compliance template, the peak spectral efficiencies of four-layer and two-layer spatial multiplexing were captured for downlink and uplink transmission, respectively from Tables 16.1-1 to 16.1-4 in TR36.912.
2. Proposal

It is proposed that the attached template be submitted to ITU-R WP5D in October 2009.
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