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Start of changes:

A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	At least one bearer service
	22.002, 3
	R99
	
	

	2
	At least one supplementary service
	22.004, 4
	R99
	
	

	3
	Inter-system measurement for GSM
	25.331, 8.4
	R99
	pc_IntSysMsr
	Used in Low priority test case

	4
	At least one MO circuit switched basic service
	24.008, 5.3.4.2.1
	R99
	pc_MO_Serv
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	30
	Support auto-calling more B-party numbers than the number of B-party numbers that can be stored in the list of blacklisted numbers
	22.001, Annex E
	R99
	pc_AutocallingMoreB
	Used in Low priority test case

	31
	 UE capable of displaying short messages in PS mode
	TBD
	R99
	
	

	32
	Support of Follow On Proceed


	24.008, 4.4.4.6

	R99
	
	

	33
	Void
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	75
	Automatic attach procedure when UE identity cannot be derived by the network
	24.008, 4.7.5.1.4
	R99
	pc_AutomaticAttachUEIDnotDerived
	

	76
	GMM Information Supported
	24.008, 4.7.12
	R99
	pc_GMM_InformationSupported
	

	77
	Multiplexer protocol supported
	27.010, Introduction
	R99
	pc_MUX_Support
	

	78
	Support of Automatic MBMS Service Reception
	23.246, 4.4.3.2
	Rel-6
	pc_MBMS_AutomaticSessionReception
	


End of changes.
