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5
Test environment for RF test

· 
· 
· 
· 
This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test cases defined in TS 36.521-1 [21].
5.1
Requirements of test equipment
No common RF test environment requirements are specified in addition to the common requirements described in clause 4.2. Specific RF requirements are indicated within the test cases defined in TS 36.521-1 [21].
5.2
RF/RRM Reference system configurations
5.2.1
Common parameters for simulated E-UTRA cells
5.2.1.1

Combinations of system information blocks

The combinations of system information blocks for test cases in TS 36.521-1 [21] is defined in table 5.2-1.1-1.
Table 5.2.1.1-1: Combinations of system information blocks

	
	System information block type

	Combination No.
	SIB2
	SIB3
	SIB4
	SIB5
	SIB6
	SIB7
	SIB8
	SIB9
	SIB10
	SIB11

	1
	X
	X
	
	
	
	
	
	
	
	

	2
	X
	X
	X
	
	
	
	
	
	
	

	3
	X
	X
	
	X
	
	
	
	
	
	

	4
	X
	X
	
	
	X
	
	
	
	
	

	5
	X
	X
	
	
	
	X
	
	
	
	

	6
	X
	X
	
	
	
	
	X
	
	
	


5.2.1.2
Scheduling of system information blocks

The scheduling configurations for combinations of system information blocks are defined in the following tables. SIB1 will be transmitted during subframes#5 which SFN mod 2 = 0, and SIB2+SIB3 will be transmitted during subframes#5 which SFN mod 2 = 1 with 8 radio frames periodicity.
Table 5.2.1.2-1: Scheduling for combination 1

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3


Table 5.2.1.2-2: Scheduling for combination 2

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3

	2
	64
	SIB4


Table 5.2.1.2-3: Scheduling for combination 3
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3

	2
	64
	SIB5


Table 5.2.1.2-4: Scheduling for combination 4
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3

	2
	64
	SIB6


Table 5.2.1.2-5: Scheduling for combination 5
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3

	2
	64
	SIB7


Table 5.2.1.2-6: Scheduling for combination 6
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3

	2
	64
	SIB8


5.2.1.2
Common contents of system information messages

-
MasterInformationBlock

As defined in Table 4.4.3.2-1 without exceptions.
-
SystemInformation

As defined in Table 4.4.3.2-2 without exceptions.
-
SystemInformationBlockType1

As defined in Table 4.4.3.2-3 with the following exceptions:
Table 5.2.1.2-1: SystemInformationBlockType1 exceptions
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	…
	
	
	

	  si-WindowLength
	ms40
	
	

	…
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