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14.4.6n
129.6 kbps RB for MTCH with 80 ms TTI / MBMS Broadcast Service in MBSFN mode

14.4.6n.1
Conformance Requirement

Same conformance requirement as in clause 14.4.6.1.

14.4.6n.2
Test purpose

Same test purpose as in clause 14.4.6.2.

14.4.6n.3
Method of Test

Initial conditions

System Simulator: 
-
MBSFN carrier: 1 cell, Cell 31 (PLMN1).  In addition to broadcasting System Information, MCCH messages are transmitted by the SS on Cell 31 using MBMS configuration C1 and Default1 MCCH scheduling (No ongoing session) according to subclause 11.2 of TS 34.108.

-
Unicast carrier : 1 cell, Cell 1 with default parameters.

User Equipment:

-
On the unicast carrier cell the UE is in registered Idle Mode on PS (state 3) if the UE only supports PS domain or registered Idle Mode on CS/PS (state 7) if the UE supports both CS and PS domains, as specified in clause 7.2.2 of TS 34.108.

-
The UE is in MBSFN Idle mode with one activated service as specified in clause 7.6.4 of TS 34.108. The UE has selected (i.e. it is included in MBMS_ACTIVATED_SERVICES variable) a national service for which a session will start on MBSFN Cell 31 (see TS 34.108 clause 11.2.4) during the test.
Related ICS/IXIT statements
-
MBMS Broadcast services in MBSFN mode application available on UE
Yes/No.

-
Support of transmit and receive functions available on UE
Yes/No.

-
Support of MBSFN receive only function available on UE
Yes/No.

Test Procedure
See 14.1.5m for test procedure.
Same Downlink TFS, Downlink TFCS and Sub-tests as in clause 14.4.6.3
14.4.6n.4
Test Requirements

Same test requirements as in clause 14.4.6.4.
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