Page 1



3GPP TSG-RAN5 Meeting #44 
(
R5-094948
Shenzhen, China, 24-28 August 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	34.121-1
	CR
	1183
	(

rev
	-
	(

Current version:
	8.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Inclusion of DC-HSDPA into sections 3 and 4 of TS 34.121-1

	
	

	Source to WG:
(

	Nokia

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	RANimp-UEConTest DCHSDPA
	
	Date: (

	10/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	RAN4 has completed its work on DC-HSDPA and the corresponding requirements and test cases need to be transferred from TS 25.101 into TS 34.121-1. This CR adds all DC-HSDPA releted issues into section 3 (Definitions, symbols, abbreviations and equations) and into section 4 (Frequency bands and channel requirements).

	
	

	Summary of change:
(

	DC-HSDPA releted abbreviations have been added. At a same time some other  missing abbreviations are copied from TS 25.101

Equations have been extended to cover DC-HSDPA feature.
Channel Spacing section has been extended to cover DC-HSDPA feature

	
	

	Consequences if 
(

not approved:
	DC-HSDPA releted definitions are missing from sections 3 and 4 of TS 34.121.

	
	

	Clauses affected:
(

	3.1, 3.3, 3.4 and 4.4.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to Rel-8 and later UEs
1st revision from R5-094235 to R5-094948


3
Definitions, symbols, abbreviations and equations

Definitions, symbols, abbreviations and equations used in the present document are listed in TR 21.905 [5] and TR 25.990 [6].

Terms are listed in alphabetical order in this clause.

3.1
Definitions

For the purpose of the present document, the following additional terms and definitions apply:

Maximum Output Power: This is a measure of the maximum power the UE can transmit (i.e. the actual power as would be measured assuming no measurement error) in a bandwidth of at least (1+  times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot.
Nominal Maximum Output Power: This is the nominal power defined by the UE power class.

Mean power: When applied to a W-CDMA modulated signal this is the power (transmitted or received) in a bandwidth of at least (1+  times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot unless otherwise stated.

RRC filtered mean power: The mean power as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated W-CDMA signal is 0.246 dB lower than the mean power of the same signal.

NOTE 2:
The roll-off factor  is defined in 25.101 clause 6.8.1.

RegDTX: Regular DTX. These are the times when the HS-DPCCH ACK/NACK is not expected to be transmitted due to an Inter-TTI period greater than 1

statDTX: Statistical DTX. These are the times when the HS-DPCCH is expected to transmit an ACK or NACK but none is transmitted due to the UE not being able to decode consistent control information from the HS_SCCH.

Throughput:
 Number of information bits per second excluding CRC bits successfully received on HS-DSCH by a HSDPA capable UE.

Enhanced performance requirements type 1: This defines performance requirements which are optional for the UE. The requirements are based on UEs which utilise receiver diversity.

Enhanced performance requirements type 2:  This defines performance requirements which are optional for the UE. The requirements are based on UEs which utilise a chip equaliser receiver structure.
Enhanced performance requirements type 3:  This defines performance requirements which are optional for the UE. The requirements are based on UEs which utilise a chip equaliser receiver structure with receiver diversity.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken

3.3
Abbreviations

For the purpose of the present document, the following additional abbreviations apply:

ACLR
Adjacent Channel Leakage power Ratio
ACS
Adjacent Channel Selectivity
AFC
Automatic Frequency Control
AICH
Acquisition Indication Channel
ASD
Acceleration Spectral Density

ATT
Attenuator 

BER
Bit Error Ratio

BLER
Block Error Ratio

BTFD
Blind Transport Format Detection

CQI
Channel Quality Indicator
CW
Continuous Wave (un-modulated signal)

DCH
Dedicated Channel, which is mapped into Dedicated Physical Channel. 
DIP
Dominant Interferer Proportion ratio 

DL
Down Link (forward link)
DTX
Discontinuous Transmission
DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel
DPDCH
Dedicated Physical Data Channel

DC-HSDPA
Dual Cell HSDPA

E-DCH
Enhanced Dedicated Channel

E-AGCH
E-DCH Absolute Grant Channel

E-HICH
E-DCH HARQ ACK Indicator Channel

E-RGCH
E-DCH Relative Grant Channel

EIRP
Effective Isotropic Radiated Power
EVM
Error Vector Magnitude 
FACH
Forward Access Channel

FDD
Frequency Division Duplex
FDR
False transmit format Detection Ratio. A false Transport Format detection occurs when the receiver detects a different TF to that which was transmitted, and the decoded transport block(s) for this incorrect TF passes the CRC check(s).
HARQ
Hybrid Automatic Repeat Request
HSDPA
High Speed Downlink Packet Access

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel
HS-SCCH
High Speed Shared Control Channel

HYB
Hybrid
Information Data Rate
Rate of the user information, which must be transmitted over the Air Interface. For example, output rate of the voice codec.
IM
Intermodulation

ITP
Initial Transmission Power control mode
MBSFN
MBMS over a Single Frequency Network

MER
Message Error Ratio
MIMO
Multiple Input Multiple Output
Node B
A logical node responsible for radio transmission / reception in one or more cells to/from the User Equipment. Terminates the Iub interface towards the RNC
OBW
Occupied Bandwidth

OCNS
Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink

PAR
Peak to Average Ratio

P-CCPCH
Primary Common Control Physical Channel
PCH
Paging Channel
P-CPICH
Primary Common Pilot Channel
PCDE
Peak Code Domain Error
PICH
Paging Indicator Channel

PPM
Parts Per Million
R
Number of information bits per second excluding CRC bits successfully received on HS-DSCH by a HSDPA capable UE.
RACH
Random Access Channel

RBW
Resolution Bandwidth
PRBS
Pseudo Random Bit Sequence

regDTX
Regular DTX

RRC
Root-Raised Cosine 

S-CCPCH
Secondary Common Control Physical Channel

S-CPICH
Secondary Common Pilot Channel

SCH
Synchronisation Channel consisting of Primary and Secondary synchronisation channels
SG
Serving Grant
SIR
Signal to Interference ratio
SML
Soft Metric Location (Soft channel bit)
SS
System Simulator; see Annex A for description
statDTX
Statistical DTX
STTD
Space Time Transmit Diversity
TDD
Time Division Duplexing

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator
TGCFN
Transmission Gap Connection Frame Number

TGD
Transmission Gap Distance

TGL
Transmission Gap Length

TGPL
Transmission Gap Pattern Length

TGPRC
Transmission Gap Pattern Repetition Count

TGSN
Transmission Gap Starting Slot Number
TPC
Transmit Power Control

TSTD
Time Switched Transmit Diversity

UE
User Equipment
UL
Up Link (reverse link)

UTRA

UMTS Terrestrial Radio Access

3.4
Equations

For the purpose of the present document, the following additional equations apply:
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CPICH
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The ratio of the received energy per PN chip of the CPICH to the total transmit power spectral density at the Node B (SS) antenna connector.
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DPCH


Average energy per PN chip for DPCH.
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DPCH
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The ratio of the transmit energy per PN chip of the DPCH to the total transmit power spectral density at the Node B (SS) antenna connector.
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DPCCH
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The ratio of the transmit energy per PN chip of the DPCCH to the total transmit power spectral density at the Node B (SS) antenna connector.
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The ratio of the transmit energy per PN chip of the DPDCH to the total transmit power spectral density at the Node B (SS) antenna connector.
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Average energy per PN chip.
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The ratio of the average transmit energy per PN chip for different fields or physical channels to the total transmit power spectral density.
Fuw
Frequency of unwanted signal. This is specified in bracket in terms of an absolute frequency(s) or a frequency offset from the assigned channel frequency. For DC-HSDPA, negative offsets refer to the assigned channel frequency of the lowest carrier frequency used and positive offsets refer to the assigned channel frequency of the highest carrier frequency used.
INode_B
Interference signal power level at Node B in dBm, which is broadcasted on BCH.
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The total received power spectral density, including signal and interference, as measured at the UE antenna connector.
Ioac
The power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the adjacent frequency channel as measured at the UE antenna connector.

Ioc
The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited white noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.
Ioc’
The received power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of the summation of the received power spectral densities of the two strongest interfering cells plus Ioc as measured at the UE antenna connector.  The respective power spectral density of each interfering cell relative to Ioc’ is defined by its associated DIP value.
Ior
The total transmit power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the downlink signal at the Node B antenna connector. For DC-HSDPA [image: image9.wmf]or

I

is defined for each of the cells individually and is assumed to be equal for both cells unless explicitly stated per cell.
Îor
The received power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the downlink signal as measured at the UE antenna connector. For DC-HSDPA [image: image10.wmf]or

I
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 is defined for each of the cells individually and is assumed to be equal for both cells unless explicitly stated per cell.
Iotx
The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited white noise source (simulating Node B transmitter impairments) as measured at the Node B transmit antenna connector(s). For DC-HSDPA 
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 is defined for each of the cells individually and is assumed to be equal for both cells unless explicitly stated per cell.
Iouw
Unwanted signal power level.
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OCNS


Average energy per PN chip for the OCNS.
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OCNS


The ratio of the average transmit energy per PN chip for the OCNS to the total transmit power spectral density.
P-CCPCH_Ec
Average (note) energy per PN chip for P-CCPCH.
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The ratio of the received P-CCPCH energy per chip to the total received power spectral density at the UE antenna connector.
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The ratio of the average (note) transmit energy per PN chip for the P-CCPCH to the total transmit power spectral density.

P-CPICH_Ec
Average (note) energy per PN chip for P-CPICH.

PICH_Ec
Average (note) energy per PN chip for PICH.
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The ratio of the received energy per PN chip of the PICH to the total transmit power spectral density at the Node B (SS) antenna connector.

R
Number of information bits per second excluding CRC bits successfully received on HS-DSCH by a HSDPA capable UE.

<REFSENS>
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Secondary Common Control Physical Channel.
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Average energy per PN chip for S-CCPCH.
SCH_Ec
Average (note) energy per PN chip for SCH.

S-CPICH_Ec
Average (note) energy per PN chip for S-CPICH.

NOTE:
Averaging period for energy/power of discontinuously transmitted channels should be defined. 

NOTE: 
The units of Power Spectral Density (PSD) are extensively used in this document. PSD is a function of power versus frequency and when integrated across a given bandwidth, the function represents the mean power in such a bandwidth. When the mean power is normalised to (divided by) the chip-rate it represents the mean energy per chip. Some signals are directly defined in terms of energy per chip, (DPCH_Ec and P-CPICH_Ec) and others defined in terms of PSD (Ioac, Ioc, and Îor). There also exist quantities that are a ratio of energy per chip to PSD (DPCH_Ec/Ior, Ec/Ior etc.). This is the common practice of relating energy magnitudes in communication systems.


It can be seen that if both energy magnitudes in the ratio are divided by time, the ratio is converted from an energy ratio to a power ratio, which is more useful from a measurement point of view. It follows that an energy per chip of X dBm/3.84 MHz can be expressed as a mean power per chip of X dBm. Similarly, a signal PSD of Y dBm/3.84 MHz can be expressed as a signal power of Y dBm.

4
Frequency bands and channel arrangement

4.1
General

The information presented in this clause is based on a chip rate of 3,84 Mcps. The normative reference for the frequency bands and channel arrangement are defined is TS 25.101 [1] clause 5 and TS 25.307 [26].

NOTE:
Other chip rates may be considered in future releases.

4.2
Frequency bands

a)
UTRA/FDD is designed to operate in either of the following paired bands:

	Operating Band
	UL Frequencies

UE transmit, Node B receive
	DL frequencies

UE receive, Node B transmit

	I
	1920 – 1980 MHz
	2110 – 2170 MHz

	II
	1850 –1910 MHz
	1930 – 1990 MHz

	III
	1710 -1785 MHz
	1805 - 1880 MHz

	IV
	1710 -1755MHz
	2110 - 2155MHz

	V
	824 - 849MHz
	869 - 894MHz

	VI
	830 - 840 MHz

	875 - 885 MHz

	VII
	2500 - 2570 MHz
	2620 - 2690 MHz

	VIII
	880 – 915 MHz
	925 – 960 MHz

	IX
	1749.9 - 1784.9 MHz
	1844.9 - 1879.9 MHz

	X
	1710 – 1770 MHz
	2110 – 2170 MHz

	XI
	1427.9 - 1452.9 MHz
	1475.9 - 1500.9 MHz

	XII
	698 – 716 MHz
	728 – 746 MHz

	XIII
	777 – 787 MHz
	746 – 756 MHz

	XIV
	788 – 798 MHz
	758 – 768 MHz

	XV
	Reserved
	Reserved

	XVI
	Reserved
	Reserved

	XVII
	Reserved
	Reserved

	XVIII
	Reserved
	Reserved

	XIX
	830 – 845 MHz
	875 – 890 MHz

	XIV
	788 – 798 MHz
	758 – 768 MHz


b)
Deployment in other frequency bands is not precluded.

4.3
TX–RX frequency separation

a)
UTRA/FDD is designed to operate with the following TX-RX frequency separation.

	Operating Band
	TX-RX frequency separation

	I
	190 MHz

	II
	80 MHz

	III
	95 MHz

	IV
	400 MHz

	V
	45 MHz

	VI
	45 MHz

	VII
	120 MHz

	VIII
	45 MHz

	IX
	95 MHz

	X
	400 MHz

	XI
	48 MHz

	XII
	30 MHz

	XIII
	31 MHz

	XIV
	30 MHz

	XIX
	45 MHz


b)
UTRA/FDD can support both fixed and variable transmit to receive frequency separation.

c)
The use of other transmit to receive frequency separations in existing or other frequency bands shall not be precluded.
d)
When configured to operate on dual cells, the TX-RX frequency separation shall be applied to UL and DL with the serving HS-DSCH cell. For band XII, XIII and XIV, the TX-RX frequency separation shall be the minimum spacing between UL and any of DL carriers.
4.4
Channel arrangement

4.4.1
Channel spacing

The nominal channel spacing is 5 MHz, but this can be adjusted to optimise performance in a particular deployment scenario. In DC-HSDPA mode, the UE receives two cells simultaneously. In context of DC-HSDPA, a cell is characterized by a combination of scrambling code and a carrier frequency, see TR 21.905 [5].
4.4.2
Channel raster

The channel raster is 200 kHz, for all bands which means that the centre frequency must be an integer multiple of 200 kHz.   In addition a number of additional centre frequencies are specified according to table 4.1a, which means that the centre frequencies for these channels are shifted 100 kHz relative to the general raster.
4.4.3
Channel number

The carrier frequency is designated by the UTRA Absolute Radio Frequency Channel Number (UARFCN). For each operating Band, the values of the UARFCN are defined as follows.

Uplink:

NU = 5 * (FUL – FUL_Offset),
for the carrier frequency range FUL_low FUL    FUL_high
Downlink:
ND = 5 * (FDL – FDL_Offset),
for the carrier frequency range FDL_low FDL    FDL_high
For each operating Band, FUL_Offset, FUL_low FUL_high, FDL_Offset,, FDL_lowand FDL_high are defined in Table 4.1 for the general UARFCN. For the additional UARFCN, FUL_Offset, FDL_Offset and the specific FUL and FDL are defined in Table 4.1A.

Table 4.1: UARFCN definition (general)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency (FUL) range [MHz] 
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency (FDL) range [MHz]

	
	
	FUL_low
	FUL_high
	
	FDL_low
	FDL_high

	I
	0
	1922.4
	1977.6
	0
	2112.4
	2167.6

	II
	0
	1852.4
	1907.6
	0
	1932.4
	1987.6

	III
	1525
	1712.4
	1782.6
	1575
	1807.4
	1877.6

	IV
	1450
	1712.4
	1752.6
	1805
	2112.4
	2152.6

	V
	0
	826.4
	846.6
	0
	871.4
	891.6

	VI
	0
	832.4
	837.6
	0
	877.4
	882.6

	VII
	2100
	2502.4
	2567.6
	2175
	2622.4
	2687.6

	VIII
	340
	882.4
	912.6
	340
	927.4
	957.6

	IX
	0
	1752.4
	1782.4
	0
	1847.4
	1877.4

	X
	1135
	1712.4
	1767.6
	1490
	2112.4
	2167.6

	XI
	733
	1430.4
	1450.4
	736
	1478.4
	1498.4

	XII
	-22
	700.4
	713.6
	-37
	730.4
	743.6

	XIII
	21
	779.4
	784.6
	-55
	748.4
	753.6

	XIV
	12
	790.4
	795.6
	-63
	760.4
	765.6

	XIX
	770
	832.4
	842.6
	735
	877.4
	887.6


Table 4.1a: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency [MHz]

(FUL))
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency [MHz]

(FDL))

	I
	-
	-
	-
	-

	II
	1850.1
	1852.5, 1857.5, 1862.5, 1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5
	1850.1
	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5

	III
	-
	-
	-
	-

	IV
	1380.1
	1712.5, 1717.5, 1722.5, 1727.5, 1732.5, 1737.5 1742.5, 1747.5, 1752.5
	1735.1
	2112.5, 2117.5, 2122.5, 2127.5, 2132.5, 2137.5, 2142.5, 2147.5, 2152.5

	V
	670.1
	826.5, 827.5, 831.5, 832.5, 837.5, 842.5
	670.1
	871.5, 872.5, 876.5,

877.5, 882.5, 887.5

	VI
	670.1
	832.5, 837.5
	670.1
	877.5, 882.5

	VII
	2030.1
	2502.5, 2507.5, 2512.5,

2517.5, 2522.5, 2527.5,

2532.5, 2537.5, 2542.5,

2547.5, 2552.5, 2557.5,

2562.5, 2567.5
	2105.1
	2622.5, 2627.5, 2632.5,

2637.5, 2642.5, 2647.5,

2652.5, 2657.5, 2662.5,

2667.5, 2672.5, 2677.5,

2682.5, 2687.5

	VIII
	-
	-
	-
	-

	IX
	-
	-
	-
	-

	X
	1075.1
	1712.5, 1717.5, 1722.5, 

1727.5, 1732.5, 1737.5, 

1742.5, 1747.5, 1752.5, 

1757.5, 1762.5, 1767.5
	1430.1
	2112.5, 2117.5, 2122.5, 

2127.5, 2132.5, 2137.5,

 2142.5, 2147.5, 2152.5, 2157.5, 2162.5, 2167.5

	XI
	-
	-
	-
	-

	XII
	-39.9
	700.5, 701.5, 706.5,

707.5, 712.5, 713.5
	-54.9
	730.5, 731.5, 736.5, 

737.5, 742.5, 743.5

	XIII
	11.1
	779.5, 784.5
	-64.9
	748.5, 753.5

	XIV
	2.1
	790.5, 795.5
	-72.9
	760.5, 765.5

	XIX
	755.1
	832.5, 837.5, 842.5
	720.1
	877.5, 882.5, 887.5


4.4.4
UARFCN

The following UARFCN range shall be be supported for each paired band.

Table 4.2: UTRA Absolute Radio Frequency Channel Number
	Band
	Uplink (UL)

UE transmit, Node B receive
	Downlink (DL)

UE receive, Node B transmit

	
	General
	Additional
	General
	Additional

	I
	9612 to 9888
	-
	10562 to 10838
	

	II
	9262 to 9538
	12, 37, 62, 

87, 112, 137, 

162, 187, 212, 

237, 262, 287
	9662 to 9938
	412, 437, 462, 

487, 512, 537, 

562, 587, 612, 

637, 662, 687

	III
	937 to 1288 
	-
	1162 to 1513 
	-

	IV
	1312 to 1513 
	1662, 1687, 1712, 1737, 1762, 1787, 1812, 1837, 1862 
	1537 to 1738 
	1887, 1912, 1937, 1962, 1987, 2012, 2037, 2062, 2087 

	V
	4132 to 4233
	782, 787, 807, 

812, 837, 862
	4357 to 4458
	1007, 1012, 1032, 

1037, 1062, 1087

	VI
	4162 to 4188 
	812, 837
	4387 to 4413 
	1037, 1062

	VII
	2012 to 2338 
	2362, 2387, 2412, 2437, 2462, 2487, 2512, 2537, 2562, 2587, 2612, 2637, 2662, 2687 
	2237 to 2563 
	2587, 2612, 2637, 2662, 2687, 2712, 2737, 2762, 2787, 2812, 2837, 2862, 2887, 2912 

	VIII
	2712 to 2863
	-
	2937 to 3088
	-

	IX
	8762 to 8912
	-
	9237 to 9387
	-

	X
	2887 to 3163
	3187, 3212, 3237, 3262, 3287, 3312, 3337, 3362, 3387, 3412, 3437, 3462
	3112 to 3388
	3412, 3437, 3462, 3487, 3512, 3537, 3562, 3587, 3612, 3637, 3662, 3687

	XI
	3487 to 3587
	-
	3712 to 3812
	-

	XII
	3612 to 3678
	3702, 3707, 3732, 3737, 3762, 3767
	3837 to 3903
	3927, 3932, 3957, 3962, 3987, 3992

	XIII
	3792 to 3818

	3842, 3867

	4017 to 4043

	4067, 4092


	XIV
	3892 to 3918

	3942, 3967

	4117 to 4143

	4167, 4192


	XIX
	312 to 363
	387, 412, 437
	712 to 763
	787, 812, 837


NOTE:
If the UE is on a network with Mobile Country Code set to Japan then it may assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band VI. If the UE is on a network with a Mobile Country Code other than Japan then it may assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band V.
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