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Recommended test case applicability

<Text skipped>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	---------
	
	
	
	
	

	
	
	
	
	
	

	6.1.2.1
	Cell reselection
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.1a
	Cell reselection for inter-band operation
	R99
	C481
	UE supporting FDD and multiple FDD bands simultaneously
	1 Execution: CS+PS preferred

	6.1.2.2
	Cell reselection using Qhyst, Qoffset and Treselection
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.3
	HCS cell reselection
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.4
	HCS cell reselection using reselection timing parameters for the H criterion
	R99
	C01
	UEs supporting FDD.
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.5
	HCS Cell reselection using reselection timing parameters for the R criterion
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.6
	Emergency calls
	R99
	C04
	UEs supporting FDD and emergency speech call
	1 Execution: CS+PS preferred

	
	
	
	C208
	UEs supporting TDD and emergency speech call
	

	6.1.2.7
	Void
	
	
	
	

	
	
	
	
	
	

	6.1.2.8
	Cell reselection: Equivalent PLMN
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.9
	Void
	
	
	
	

	
	
	
	
	
	

	6.1.2.9a
	Cell reselection using cell status and cell reservations – Type “A” USIM
	R99
	C01

C02
	UEs supporting FDD

UEs supporting TDD
	1 Execution: CS+PS preferred

	6.1.2.9b
	Cell reselection using cell status and cell reservations – Type “B” USIM
	R99
	C01

C02
	UEs supporting FDD

UEs supporting TDD
	1 Execution: CS+PS preferred

	6.1.2.10
	HCS inter-frequency cell reselection
	Rel-5
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.2.10a
	HCS inter-frequency cell reselection for inter-band operation
	Rel-5
	C481
	UE supporting FDD and multiple FDD bands simultaneously
	1 Execution: CS+PS preferred

	6.1.2.11
	Cell reselection in shared network environment
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	---------
	
	
	
	
	

	6.1.3.1
	MBSFN only service recognition
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	----------
	
	
	
	
	

	6.3.2.1
	Intra-frequency cell reselection from a non-CSG cell to an allowed CSG cell
	Rel-8
	        C642
	UEs supporting FDD and  CSG
	


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	-------


	C638
IF A.1/1 AND A.18a/33 THEN R ELSE N/A

	C639
IF A.1/1 AND A.18a/29 AND A.18f/3 THEN R ELSE N/A

	C640
IF (A.15/3 OR A.15/15 OR A.15/16 OR A.15/22 OR A.15/24 OR A.15/25 OR A.15/26) AND ([52] A.1/1 OR [52] A.1/2 OR [52] A.1/4) THEN R ELSE N/A

	C641
IF ((A.15/2 OR A.15/18 OR A.15/19) AND ([52] A.1/18 OR [52] A.1/55)) OR ((A.15/3 OR A.15/15 OR A.15/16 OR A.15/22 OR A.15/24 OR A.15/25 OR A.15/26) AND ([52] A.1/1 OR [52] A.1/2 OR [52] A.1/4)) THEN R ELSE N/A

	C642         IF A.1/1 AND A.10/12 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


[-------]

A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities

	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	pc_3G324M
	

	2
	Alternate speech/facsimile group 3
	22.003, A.1.4
	R99
	pc_AltSpeechFax_TS61
	

	3
	Automatic facsimile group 3
	22.003, A.1.5
	R99
	
	

	4
	MBMS broadcast services
	22.246
	Rel-6
	pc_MBMS_Broadcast
	

	5
	MBMS multicast services
	22.246
	Rel-6
	pc_MBMS_Multicast
	

	6
	IMS
	23.228
	Rel-5
	pc_IMS
	

	7
	Indicating whether a PLMN is present on a PLMN list stored on the USIM
	23.122, 4.4.3.1.2
	Rel-7
	pc_Indicating_PLMN_list
	

	8
	Last RPLMN
	23.122, 4.4.3.1
	Rel-7
	pc_Last_RPLMN
	

	9
	Exception to manual network selection mode at switch-on 
	23.122, 4.4.3.1
	Rel-7
	pc_Exception_ManSelectionMode
	

	9
	MBMS broadcast services in MBSFN mode
	25.306
	Rel-7
	pc_MBMS_MBSFN
	

	11
	NW selection mode at switch-on
	23.122, 4.4.3.1
	Rel-7
	pc_NWSelectionMode_SwitchOn
	

	12
	CSG Support
	25.304
	Rel-8
	pc_CSG
	


[-------]
<End of modified section>
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