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< first change>

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [9], 3GPP TR 25.990 [10] and the following apply:

AFC
Automatic Frequency Control

A-GPS
Assisted - Global Positioning System

AM
Acknowledgement Mode

ATT
ATTenuator

BCCH
Broadcast Control CHannel

CBS
Cell Broadcast Service

CC
Convolutional Coding

CCCH
Common Control CHannel

CCTrCH
Coded Composite Transport CHannel

CS
Circuit Switching

DCCH
Dedicated Control CHannel

DL
DownLink

DPCH
Dedicated Physical CHannel

DT
Direct transfer

DTCH
Dedicated Traffic CHannel

FTM
File Tunnelling Mode

GPS
Global Positioning System

GSS
GPS System Simulator

HYB
HYBrid
IMB 
Integrated Mobile Broadcast
NAS

Non-Access Stratum

OBW
Occupied BandWidth

OCNS
Orthogonal Channel Noise Simulator

NOTE:
A mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink.

PRACH

Physical Randome Access CHannel

PS
Packet Switching

RAB
Radio Access Bearer

RB
Radio Bearer

RRC
Radio Resource Control

NOTE:
(for sub-Layer of layer 3) but also Root-Raised Cosine (for Filter shape).

SCCPCH
Secondary Common Control Physical CHannel

SMS
Short Message Service

SRB
Signalling Radio Bearer

SS
System Simulator

SSD
Source Statistics Descriptor

TC
Turbo Coding

TLM
TeLeMetry word

NOTE:
It contains an 8-bits preamble (10001011).
TM
Transparent Mode

TOW
Time Of Week

TTFF
Time To First Fix

UL
UpLink

UM
Unacknowledgement Mode

< end of first change>

< next change>

4.2.1.2A
Supported Channels for MBSFN (FDD and TDD Mode)
4.2.1.2A.1
Logical channels

	Logical channel
	Minimum number
	Comments

	Control channels

	BCCH
	1
	Broadcast Control Channel: DL channel for broadcasting system control information.

	MCCH
	1
	MBMS point-to-multipoint Control Channel: A point-to-multipoint downlink channel used for transmitting control information from the network to the UE. This channel is only used by UEs that receive MBMS.

	MSCH
	1
	MBMS point-to-multipoint Scheduling Channel: A point-to-multipoint downlink channel used for transmitting scheduling control information, from the network to the UE, for one or several MTCHs carried on a CCTrCH. This channel is only used by UEs that receive MBMS.

	Traffic channels

	MTCH
	1
	MBMS point-to-multipoint Traffic Channel: A point-to-multipoint downlink channel used for transmitting traffic data from the network to the UE. This channel is only used for MBMS.


4.2.1.2A.2
Transport channels

	Transport channel
	Minimum number
	Comments

	BCH
	1
	Broadcast Channel: DL channel used to broadcast system and cell-specific information. 

	FACH
	2
	Forward Access Channel: Common downlink channel without closed-loop power control used for transmission of relatively small amounts of data. In addition FACH is used to carry broadcast and multicast data. 


4.2.1.2A.3
Physical channels (3.84/7.68 Mcps options)

	Physical channel
	Minimum number
	Comments

	P-CCPCH
	1
	Primary Common Control Physical channel: The BCH as described in clause 4.2.1 is mapped onto the P-CCPCH. The position (time slot / code) of the P-CCPCH is known from PSCH. 

	SCH
	1
	Synchronization Channel: Code group of a cell can be derived from the synchronization channel. In order not to limit the uplink/downlink asymmetry the SCH is mapped on one or two downlink slots per frame only.

	S-CCPCH
	2
	Secondary Common Control Physical channel: FACH as described in clause 4.2.1 is mapped onto one or more S-CCPCH. 

	MICH
	1
	MBMS Indicator Channel: Used to carry the MBMS notification indicators


4.2.1.2A.3A
Physical channels (3.84 Mcps TDD IMB option)

	Physical channel
	Minimum number
	Comments

	P-CPICH
	1
	Primary Common Pilot Channel using the Primary Scrambling Code for the Cell.

	T-CPICH
	1
	Time multiplexed Common Pilot Channel using the same Scrambling Code as P-CPICH for the Cell.

	P-CCPCH
	1
	Primary Common Control Physical channel: The BCH as described in clause 4.2.1.2A.2 is mapped onto the P-CCPCH. 

	SCH
	1
	Synchronization Channel (includes P-SCH and S-SCH)

	S-CCPCH
	1
	Secondary Common Control Physical channel: FACH carrying MCCH logical channel is mapped onto one S-CCPCH. 

	S-CCPCH Type 2
	1
	Secondary Common Control Physical CHannel Type 2: one or more FACH carrying MTCH logical channels is/are mapped onto one S-CCPCH Type 2

	MICH
	1
	MBMS Indicator Channel: Used to carry the MBMS notification indicators


< end change>
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