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	Offline comment was received, claiming that it is not clear, how throughput is measured in case of UL timing adjustment performance determination for E-UTRA BS. As two UEs (i.e. moving and stationary UE) are specified in the UL timing adjustment test, it was not clarified in the requirement description, that moving UE throughput shall be measured for performance verification purposes.
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	Modified description of the UL timing adjustment performance evaluation, by introduction of the wording clarifying that moving UE throughput shall be measured for UL timing adjustment performance verificcation. 
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------------------------- Changed section -----------------------

8.2.2
Requirements for UL timing adjustment
The performance requirement of UL timing adjustment is determined by a minimum required throughput for the moving UE at given SNR. The performance requirements assume HARQ retransmissions. The performance requirements for UL timing adjustment scenario 2 defined in Annex B.4 are optional. 
In the tests for UL timing adjustment, two signals are configured, one being transmitted by a moving UE and the other being transmitted by a stationary UE. FRC parameters in Table A.7-1 and Table A.8-1 are applied for both UEs. The received power for both UEs is the same. The resource blocks allocated for both UEs are consecutive. In Scenario 2, Doppler shift is not taken into account.
Table 8.2.2-1 Test parameters for testing UL timing adjustment

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)

	Subframes in which PUSCH is transmitted
	For FDD: subframe #0, #2, #4, #6, and #8 in radio frames

For TDD: subframe #2, #3, #7 and #8 in radio frames

	Subframes in which sounding RS is transmitted (Note 1)
	For FDD: subframe #1 in radio frames

For TDD: UpPTS in subframe #1 in radio frames

	Note 1. The configuration of SRS is optional.


8.2.2.1
Minimum requirements

The throughput shall be ≥ 70% of the maximum throughput of the reference measurement channel as specified in Annex A for the moving UE at the SNR given in table 8.2.2.1-1.
Table 8.2.2.1-1 Minimum requirements for UL timing adjustment
	Number of RX antennas
	Cyclic prefix
	Channel Bandwidth [MHz]
	Moving propagation conditions (Annex B)
	FRC
(Annex A)
	SNR

[dB]

	2
	Normal
	1.4
	Scenario 1
	A7-1
	13.1

	
	
	
	Scenario 2
	A8-1
	-1.9

	
	
	3
	Scenario 1
	A7-2
	13.4

	
	
	
	Scenario 2
	A8-2
	-1.5

	
	
	5
	Scenario 1
	A7-3
	13.2

	
	
	
	Scenario 2
	A8-3
	-1.6

	
	
	10
	Scenario 1
	A7-4
	13.8

	
	
	
	Scenario 2
	A8-4
	-1.8

	
	
	15
	Scenario 1
	A7-5
	14.0

	
	
	
	Scenario 2
	A8-5
	-1.8

	
	
	20
	Scenario 1
	A7-6
	13.9

	
	
	
	Scenario 2
	A8-6
	-1.8
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