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CRs for E-UTRAN IDLE State Mobility (36.133)

These CRs are available in package RP-090879
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.133
	214
	 1
	Rel-8
	Corrections to Measurements of HRPD cells and cdma2000 1X (R43-51 Endorsed CR in: R4-092242)
	F
	8.6.0
	R4-093477
	LTE-RF

	36.133
	215
	 1
	Rel-9
	Corrections to Measurements of HRPD cells and cdma2000 1X (R43-51Cat F Endorsed CR in: R4-092242)
	A
	9.0.0
	R4-093479
	LTE-RF

	36.133
	216
	 1
	Rel-8
	Corrections to E-UTRAN RRC_IDLE state mobility requirements (R43-51 Endorsed CR in: R4-092243)
	F
	8.6.0
	R4-093478
	LTE-RF

	36.133
	230
	 
	Rel-8
	CR reference correction (R43-51 Endorsed CR in: R4-092478)
	F
	8.6.0
	R4-092672
	LTE-RF

	36.133
	231
	 
	Rel-9
	CR reference correction (R43-51Cat F Endorsed CR in: R4-092478)
	A
	9.0.0
	R4-092673
	LTE-RF

	36.133
	234
	 1
	Rel-8
	Corrections to Measurements of GSM cells in RRC_IDLE (R43-51 Endorsed CR in: R4-092545)
	F
	8.6.0
	R4-093480
	LTE-RF

	36.133
	235
	 1
	Rel-9
	Corrections to Measurements of GSM cells in RRC_IDLE (R43-51Cat F Endorsed CR in: R4-092545)
	A
	9.0.0
	R4-093481
	LTE-RF

	36.133
	246
	 
	Rel-8
	Range of Idle Mode Es/Iot side conditions
	F
	8.6.0
	R4-092731
	LTE-RF

	36.133
	247
	 
	Rel-9
	Range of Idle Mode Es/Iot side conditions
	A
	9.0.0
	R4-092732
	LTE-RF

	36.133
	248
	 
	Rel-8
	Removal of [ ] from Tdetect, Tmeasure and Tevaluate
	F
	8.6.0
	R4-092733
	LTE-RF

	36.133
	249
	 
	Rel-9
	Removal of [ ] from Tdetect, Tmeasure and Tevaluate
	A
	9.0.0
	R4-092734
	LTE-RF

	36.133
	298
	 
	Rel-8
	CR Idle mode IF measurement condition
	F
	8.6.0
	R4-093139
	LTE-RF

	36.133
	299
	 
	Rel-8
	CR Idle mode IF measurement period
	F
	8.6.0
	R4-093140
	LTE-RF

	36.133
	244
	1
	Rel-8
	Clarification to applicability of RSRP side conditions in Idle mode
	F
	8.6.0
	R4-093289
	LTE-RF

	36.133
	245
	1
	Rel-9
	Clarification to applicability of RSRP side conditions in Idle mode
	A
	9.0.0
	R4-093290
	LTE-RF

	36.133
	317
	 
	Rel-9
	CR Idle mode IF measurement condition
	A
	9.0.0
	R4-093291
	LTE-RF

	36.133
	318
	 
	Rel-9
	CR Idle mode IF measurement period
	A
	9.0.0
	R4-093292
	LTE-RF

	36.133
	217
	2
	Rel-9
	Corrections to E-UTRAN RRC_IDLE state mobility requirements (R43-51Cat F Endorsed CR in: R4-092243)
	A
	9.0.0
	R4-093482
	LTE-RF
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