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	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095064
	Making feature “Using special value of HE field to indicate end of an SDU for RLC AM” optional,  and octet aligned HS-DSCH transport block table optional for non-64QAM UEs
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.306
	0243
	-
	F
	REL-7
	7.9.0
	7.10.0
	TEI7

	R2-095065
	Making features “Using special value of HE field to indicate end of an SDU for RLC AM” optional, “Removing the constraint that the same HS-SCCH should be used in contiguous TTIs” and octet aligned HS-DSCH transport block table optional for non-64QAM UEs
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.306
	0232
	-
	F
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095062
	Making feature “Using special value of HE field to indicate end of an SDU for RLC AM” optional and octet aligned HS-DSCH transport block table optional for non-64QAM UEs
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.331
	3724
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095259
	Making features “Using special value of HE field to indicate end of an SDU for RLC AM” optional, octet aligned HS-DSCH transport block table optional for non-64QAM UEs and “Removing the constraint that the same HS-SCCH should be used in contiguous TTIs” optional
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.331
	3728
	1
	F
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095078
	25.321 Feature to be made optional in release 7: SI trigger when grant <> 0
	Qualcomm Europe
	25.321
	0545
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095079
	25.321 Feature to be made optional in release 7: SI trigger when grant <> 0 - Rel-8 shadow
	Qualcomm Europe
	25.321
	0546
	-
	A
	REL-8
	8.6.0
	8.7.0
	TEI7

	R2-095251
	25.331 Features to be made optional in release 7: F-DPCH, Wait Time to CUC, Using special value of HE field to indicate end of an SDU for RLC AM
	Qualcomm Europe
	25.331
	3758
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7, RANimp-RABSE-CodeOptFDD

	R2-095252
	25.331 Features to be made optional in release 7: F-DPCH, Wait Time to CUC, Using special value of HE field to indicate end of an SDU for RLC AM - Rel-8 shadow
	Qualcomm Europe
	25.331
	3759
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI7, RANimp-RABSE-CodeOptFDD

	R2-095174
	Making feature “Two DRX schemes in URA_PCH and CELL_PCH” optional
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3763
	1
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095260
	Making feature “Two DRX schemes in URA_PCH and CELL_PCH” optional
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3764
	1
	A
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095357
	Making the bit of feature "UEA2/UIA2" reformulated
	NTT DOCOMO
	25.331
	3814
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095375
	Making the bit of feature "UEA2/UIA2" reformulated
	NTT DOCOMO
	25.331
	3815
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7


note: Company contributions available in RP-090898 to replace R2-095174 and RP-090899 to replace R2-095260.
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