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	Source to WG:
(

	NTT DOCOMO

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE-L2L3
	
	Date: (

	24/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
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D  (editorial modification)
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	Reason for change:
(

	To trigger reporting E-UTRA evnt-triggerd measurement, event 3x are used with indicating Inter-RAT measurement reporting criteria in MEASUREMENT CONTROL. For Inter-RAT measurement reporting criteria, The IE “Threshold other system” is defined with the value range (-115..0). On the otherhand RSRP-range(e.g. the IE “QrxlevminE-UTRA” in TS25.331) is defined with the varue range(-140..-40[dBm]). UTRA may desire to configure “Threshold other system”  nearby the value of Qrxlevmin. It should be aligned to EUTRA range.

	
	

	Summary of change:
(

	Change the value range of the IE “Threshold other system” only when E-UTRA measurement.

Impact analysis
Impacted functionality:

Measurement for E-UTRA function in connected mode. The change only impacts the corrected functionality.

Inter-operability:

1. If the network is implemented according to the CR and the UE is not, the UE perform the event-triggered E-UTRA measurement over the value indicated by the NW.  
2. If the UE is implemented according to the CR and the network is not, the UE perform the event-triggered E-UTRA measurement under the value indicated by the NW.

	
	

	Consequences if 
(

not approved:
	UTRA cannot configure “Threshold other system” nearby the value of Qrxlevmin. 

	
	

	Clauses affected:
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	Other comments:
(

	


10.3.7.30
Inter-RAT measurement reporting criteria
The triggering of the event-triggered reporting for an inter-RAT measurement. All events concerning inter-RAT measurements are labelled 3x where x is a,b,c, ...

Event 3a: The estimated quality of the currently used UTRAN frequency is below a certain threshold and the estimated quality of the other system is above a certain threshold.

Event 3b: The estimated quality of other system is below a certain threshold.

Event 3c: The estimated quality of other system is above a certain threshold.

Event 3d: Change of best cell in other system.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Parameters required for each event
	OP
	1 to <maxMeasEvent>
	
	

	>Inter-RAT event identity
	MP
	
	Inter-RAT event identity 10.3.7.24
	

	>Threshold own system
	CV–clause 0
	
	Integer (-115..0)
	

	>W
	CV–clause 0
	
	Real(0, 0.1..2.0 by step of 0.1)
	In event 3a

	>Threshold other system
	CV–clause 1
	
	Integer (-115..0)
	In event 3a, 3b, 3c
If the other system is EUTRA and measurement quantity is RSRP the actual value = Threshold other system - 25 [dBm]


	>Hysteresis
	MP
	
	Real(0..7.5 by step of 0.5)
	

	>Time to trigger
	MP
	
	Time to trigger 10.3.7.64
	Indicates the period of time during which the event condition has to be satisfied, before sending a Measurement Report.

	>Reporting cell status
	OP
	
	Reporting cell status 10.3.7.61
	


	Condition
	Explanation

	Clause 0
	The IE is mandatory present if the IE "Inter-RAT event identity" is set to "3a", otherwise the IE is not needed

	Clause 1
	The IE is mandatory present if the IE "Inter-RAT event identity" is set to 3a, 3b or 3c, otherwise the IE is not needed
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