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	Reason for change:
(

	 The current descriptions in section 8.5.51 and 8.6.6.45 are not complete as they  

 don’t cover all possible configuration cases:

· The description for reception of the IE "Downlink Secondary Cell Info FDD" with CHOICE "Configuration info" either set to "New configuration" or "Continue" is missing.
 Further, following inconsistencies have been spotted:

· In section 8.5.51 an unnecessary condition for determining the duplexing mode is specified.
· In section 8.5.51 a condition for clearing the IE “Downlink Secondary Cell Info FDD” is missing.
· In section 8.6.6.45 an action is specified in case the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE. To be consistent this action should be moved to 8.5.51.

	
	

	Summary of change:
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	· In section 8.5.51 the unnecessary condition for determining the duplexing mode is removed. Instead the title of section 8.5.51 is changed to “FDD only”.
· In section 8.5.51 a condition for clearing the IE “Downlink Secondary Cell Info FDD” is added.
· An action previously specified in section 8.6.6.45 is moved to 8.5.51.
· Description of section 8.6.6.45 is updated covering the cases where the IE "Downlink Secondary Cell Info FDD" is received with CHOICE "Configuration info" either set to "New configuration" or "Continue".
 Impact Analysis

 Impacted functionality:

 Dual cell HSDPA operation. The change only impacts the corrected functionality.

 Inter-operability:

 1. If the network is implemented according to the CR and the UE is not then 

 HSDPA operation on the secondary serving HS-DSCH cell can not be performed
 as UE would reject the received RRC configuration from network.
 2. If the UE is implemented according to the CR and the network is not then 
 HSDPA operation on the secondary serving HS-DSCH cell can not be performed 

 as UE would reject the received RRC configuration from network.
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8.5.51
Actions related to SECONDARY_CELL_HS_DSCH_RECEPTION variable (FDD only)
The variable SECONDARY_CELL_HS_DSCH_RECEPTION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the IE "Downlink Secondary Cell Info FDD" is not empty;
1>
the variable HS_DSCH_RECEPTION is set to TRUE.

If any of the above conditions is not met and the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
set the variable SECONDARY_CELL_HS_DSCH_RECEPTION to FALSE;

1> clear the IE "Downlink Secondary Cell Info FDD";
1>
flush the HARQ buffers of the HARQ entity associated to the secondary serving HS-DSCH cell;

1>
release HARQ resources associated to the secondary serving HS-DSCH cell.

Whenever the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
receive the HS-SCCH(s) according to the IE "Downlink Secondary Cell Info FDD" on the serving HS-DSCH radio link applying the scrambling code as received in the IE "DL Scrambling code";

1>
perform HS-DSCH reception procedures for the secondary serving HS-DSCH cell according to the stored HS-PDSCH configuration as stated in:

2>
subclause 8.6.3.1b for the IE "H-RNTI";

2>
subclause 8.6.5.6b for the IE "HARQ info";

2>
subclause 8.6.6.34 for the IE "Measurement Feedback Info";

2>
subclause 8.6.6.45 for the IE "Downlink Secondary Cell Info FDD".

1>
use the relevant CQI reporting table as stated in subclause 8.5.44.

Whenever the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to FALSE, the UE shall:

1>
not perform HS-SCCH reception procedures on the secondary serving HS-DSCH cell;

1>
not perform HS-DSCH reception procedures on the secondary serving HS-DSCH cell.
If the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the serving HS-DSCH cell was changed as a result of the received message or HS-SCCH order from the target cell, the UE shall instruct the physical layer to consider that the HS-SCCH orders from the serving cell were never received.
<Next modified section>
8.6.6.45
Downlink Secondary Cell Info FDD

If the IE "Downlink Secondary Cell Info FDD" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
if the CHOICE "Configuration info" is set to "New configuration":

2>
store the IE "Downlink Secondary Cell Info FDD", replacing any stored IE "Downlink Secondary Cell Info FDD".
1> if the CHOICE "Configuration info" is set to "Continue" and the UE has any stored IE "Downlink Secondary Cell Info FDD":
2>
keep the stored IE "Downlink Secondary Cell Info FDD".

1> if the IE "Downlink Secondary Cell Info FDD" is not included and the UE has any stored IE "Downlink Secondary Cell Info FDD":

2>
clear the stored IE "Downlink Secondary Cell Info FDD".


1>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.
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