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	Reason for change:
(

	As agreed in the previous RAN2 meeting, fixed RLC PDU size could be used for SRB, one ambigurities exist in the current spec of 25.331, as below:
1. In section 8.5.21, it is described as below:
1>
if that RB is using AM or UM and MAC-i/is is configured:
2>
indicate the largest RLC size applicable for uplink to the corresponding RLC entity;

2>
indicate the minimum RLC size applicable for the uplink to the correpsonding RLC entity.
From the description above, it can be seen that MAC-i/is can only support flexible RLC PDU size, as the consequence, MAC-i/is could not be used for SRB. 

	
	

	Summary of change:
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	1. Clarify that for SRB, MAC-i/is could be used together with fixed RLC PDU size.

Impact analysis

Impacted functionality:
The change only impacts the corrected functionality.


Inter-operability:
1. If the UE is implemented according to the CR and the network not, then MAC-i/is could not be used for SRB.
2. If the network is implemented according to the CR and the UE is not, then MAC-i/is could not be used for SRB.
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not approved:
	MAC-i/is could not be used for SRB.
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8.5.21
Actions related to Radio Bearer mapping

#Partially Omitted
1>
if that RB is using AM or UM; and
1>
MAC-i/is is configured and the RLC PDU size is set to "flexible size":

2>
indicate the largest RLC size applicable for uplink to the corresponding RLC entity;

2>
indicate the minimum RLC size applicable for the uplink to the correpsonding RLC entity.

1>
if that RB is using UM and MAC-i/is is not configured:

2>
indicate the largest RLC size applicable for uplink to the corresponding RLC entity.

1>
configure MAC multiplexing according to the selected multiplexing option (MAC multiplexing shall only be configured for a logical channel if the transport channel it is mapped on according to the selected multiplexing option is the same as the transport channel another logical channel is mapped on according to the multiplexing option selected for it);

1>
configure the MAC with the logical channel priorities according to selected multiplexing option;

1>
configure the MAC with the set of applicable RLC Sizes for each of the logical channels used for that RB;

1>
if there is no multiplexing option applicable for the transport channels, MAC-d flows and MAC-ehs reordering queues to be used:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if there is more than one multiplexing option applicable for the transport channels, MAC-d flows or MAC-ehs reordering queues to be used:

2>
set the variable INVALID_CONFIGURATION to TRUE.

If upon cell re-selection or upon moving to CELL_FACH state from CELL_DCH state to initiate cell update procedure the UE sets variable INVALID_CONFIGURATION to TRUE as a result of the actions defined in this subclause, the UE should:

1>
move to idle mode;

1>
release (locally) the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and the established radio access bearers (as stored in the variable ESTABLISHED_RABS) and indicate this to upper layers;

1>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2.
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