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H.2.3
System information blocks message contents exceptions for E-UTRAN inter-RAT cell re-selection

SystemInformationBlockType3: for inter-RAT EUTRAN FDD - UTRA FDD is of higher priority cell re-selection
Table H.2.3-1: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD – UTRA FDD is of higher priority cell re-selection 
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	 25 (50 dB)
	50 is actual value in dB (25 * 2 dB); for Cell 1 (E-UTRA)
	

	  threshServingLow
	18 (36 dB)
	36 is actual value in dB (18* 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD - UTRA FDD is of higher priority cell re-selection
Table H.2.3-2: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD – UTRA FDD is of higher priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-FDD ::= SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	   …
	
	
	

	    threshX-High
	20 (40 dB)
	40 is actual value in dB (20 * 2 dB)
	

	    q-RxLevMin
	-58 (-115 dBm)
	-115 is actual value in dBm (-58 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    q-QualMin
	-20 (-20 dB)
	
	

	    cellReselectionPriority[n]
	5
	UTRA is of higher priority than E-UTRAN
	

	 }
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN TDD - UTRA TDD is of higher priority cell re-selection
Table H.2.3-3: SystemInformationBlockType3: Inter-RAT E-UTRAN TDD – UTRA TDD is of higher priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	25 (50 dB)
	50 is actual value in dB (25 * 2 dB); for Cell 1 (E-UTRA)
	

	  threshServingLow
	12 (24 dB)
	24 is actual value in dB (12* 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN TDD - UTRA TDD is of higher priority cell re-selection
Table H.2.3-4: SystemInformationBlockType6: Inter-RAT E-UTRAN TDD – UTRA TDD is of higher priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-TDD ::= SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	……
	
	
	

	   threshX-High
	12 (24 dB) 
	24 is actual value in dB (12 * 2 dB)
	

	    q-RxLevMin
	-52 (-103 dBm)
	-103  is actual value in dBm (-52 * 2 + 1 dBm)
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    cellReselectionPriority[n]
	5
	UTRA is of higher priority than E-UTRAN
	

	}
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection 
Table H.2.3-5: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD – UTRA FDD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection  
Table H.2.3-6: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD/TDD – UTRA FDD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-FDD ::= SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    …
	
	
	

	    threshX-Low
	21 (42 dB) 
	42 is actual value in dB (21 * 2 dB)
	

	    q-RxLevMin
	-58 (-115 dBm)
	-115 is actual value in dBm (-58 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    q-QualMin
	-20 (-20 dB)
	
	

	 }
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
Table H.2.3-7: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD – UTRA TDD is of lower priority cell re-selection 
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	23 (46 dB)
	46 is actual value in dB (23 * 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
Table H.2.3-8: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD/TDD – UTRA TDD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-TDD ::= SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	…
	
	
	

	    threshX-Low
	12 (24 dB) 
	24 is actual value in dB (12 * 2 dB)
	

	    q-RxLevMin
	-52 (-103 dBm)
	-103 is actual value in dBm (-52 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	}
	
	
	


SystemInformationBlockType3: (FDD/TDD) for inter-RAT E-UTRAN - GSM cell re-selection
Table H.2.3-9: SystemInformationBlockType3: Inter-RAT E-UTRAN – GSM cell re-selection 
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	Not sent
	 
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	

	  cellReselectionPriority
	4
	
	


SystemInformationBlockType7: (FDD/TDD) for inter-RAT E-UTRAN - GSM cell re-selection
Table H.2.3-10: SystemInformationBlockType7: Inter-RAT E-UTRAN – GSM cell re-selection 
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   cellReselectionPriority
	0
	
	

	   ncc-Permitted
	‘11111111'B
	
	

	   q-RxLevMin
	5 (-105 dBm)
	-105 is actual value in dBm (5 * 2 - 115 dBm)
	

	   threshX-High 
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
	

	   threshX-Low
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
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