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6.2.3.2.3.2
Test procedure sequence

Tables 6.2.3.2.3.2-1 & 6.2.3.2.3.2-2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.2.3.2.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	OFF
	

	
	Qrxlevmin
	dBm
	-110
	

	
	Srxlev*
	dB
	N/A
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	

	
	Srxlev*
	dB
	30
	SrxlevCell 1  >THRESH_E-UTRAN_high

	Note:
Srxlev is calculated in the UE


Table 6.2.3.2.3.2-2: Time instances of cell power level and parameter changes for GERAN cells

	
	Parameter
	Unit
	Cell 24
	Remark

	T0
	RF Signal Level
	dBm
	-80
	Camping on Cell 24 is guaranteed

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	

	
	C1*
	dB
	21
	

	Note:
C1 is calculated in the UE


Table 6.2.3.2.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 according to the row "T1" in table 6.2.3.2.3.2-1.
	-
	-
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 1?
NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	1
	-

	Note:
GERAN cell priority is not allocated, hence it will be considered as the less than all allowed values of 1 to 8.


<TEXT SKIPPED HERE>

6.2.3.3.3.2
Test procedure sequence

Table 6.2.3.3.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1", "T2" and "T3" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.2.3.3.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-97
	

	
	Qrxlevmin
	dBm
	-106
	Default value

	
	Srxlev*
	dB
	9
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	

	
	Srxlev*
	dB
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA
S nonServingCell, Cell1 > Thresh Cell1,low

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-80
	

	
	Srxlev*
	dB
	26
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA
S nonServingCell, Cell1 > Thresh Cell1,high

	Note:
Srxlev is calculated in the UE


Table 6.2.3.3.3.2-2: Time instances of cell power level and parameter changes for UTRA cell

	
	Parameter
	Unit
	Cell 5
	Remark

	T0
	CPICH_Ec
	dBm/3.84 MHz
	-60
	The power levels are such that camping on Cell 5 is guaranteed.

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	The power levels are such that camping on Cell 5 is guaranteed. For TDD

	
	Qrxlevmin (FDD)
	dBm
	-79
	Default value

	
	Qrxlevmin(TDD)
	dBm
	-81
	Default value

	
	Srxlev*
	dB
	19
	

	T1
	CPICH_Ec
	dBm/3.84 MHz
	-90
	

	
	P-CCPCH
	dBm/1.28 MHz
	-92
	

	
	Srxlev*
	dB
	-11
	SrxlevServingCell  < Thresh Serving,low

	T2
	CPICH_Ec
	dBm/3.84 MHz
	-60
	

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	

	
	Srxlev*
	dB
	19
	

	T3
	CPICH_Ec
	dBm/3.84 MHz
	-70
	

	
	P-CCPCH
	dBm/1.28 MHz
	-72
	

	
	Srxlev*
	dB
	9
	

	Note :
Srxlev is calculated in the UE


Table 6.2.3.3.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 5 levels according to the row "T1" in table 6.2.3.3.3.2-1 and table 6.2.3.3.3.2-2.
	-
	-
	-
	-

	2
	Check: does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 1? 

NOTE: The UE performs a TAU procedure and the RRC Connection is released.
	-
	-
	1
	-

	3
	The SS changes Cell 1 and Cell 5 levels according to the row "T2" in table 6.2.3.3.3.2-1 and table 6.2.3.3.3.2-2.
	-
	-
	-
	-

	4
	The UE reselects Cell5 and camp on Cell5.
	-
	-
	-
	-

	5
	The SS changes the E-UTRA cell priority broadcast in system information.  
	-
	-
	-
	-

	6
	Notify UE change of System Information.
	<--
	PAGING TYPE 1
	-
	-

	7
	The SS changes Cell 1 and Cell 5 levels according to the row "T3" in table 6.2.3.3.3.2-1 and table 6.2.3.3.3.2-2.
	-
	-
	-
	-

	8
	Check: does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 1?
	-
	-
	2
	-


<TEXT SKIPPED HERE>

6.2.3.21
Inter-RAT cell reselection / From GPRS Packet_Transfer (NC0 mode) to E-UTRA

6.2.3.21.1
Test Purpose (TP)

(1)

with { UE in GPRS Registered state with active packet data transfer in NC0 mode }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority inter-RAT E-UTRA cell}

    then { UE reselects the cell which belongs to the higher priority inter-RAT E-UTRA cell }

            }

<TEXT SKIPPED HERE>

6.2.3.21.3.2
Test procedure sequence

Tables 6.2.3.21.3.2-1 & 6.2.3.21.3.2-2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after the preamble, while rows marked "T1" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.2.3.21.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	OFF
	

	
	Qrxlevmin
	dBm
	-106
	

	
	Srxlev*
	dB
	N/A
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	

	
	Srxlev*
	dB
	30
	SrxlevCell 1  >THRESH_E-UTRAN_high

	Note:
Srxlev is calculated in the UE


Table 6.2.3.21.3.2-2: Time instances of cell power level and parameter changes for GERAN cells

	
	Parameter
	Unit
	Cell 24
	Remark

	T0
	RF Signal Level
	dBm
	-80
	Camping on Cell 24 is guaranteed

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	

	
	C1*
	dB
	21
	

	Note:
C1 is calculated in the UE


Table 6.2.3.21.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Downlink TBF is established according to TS 51.010 clause 40.4.3.14
	-
	-
	-
	-

	2
	EXCEPTION: Step 3 and 4 are repeated 5 times.
	-
	-
	-
	-

	3
	The SS transmits DOWNLINK RLC DATA BLOCK
	<--
	DOWNLINK RLC DATA BLOCK
	-
	-

	4
	The UE transmits PACKET DOWNLINK ACK/NACK 
	-->
	PACKET DOWNLINK ACK/NACK
	-
	-

	5
	SS adjusts cell levels for Cell 1 according to row T1 of table 6.2.3.21.3.2-1 
	-
	-
	-
	-

	-
	EXCEPTION: Steps 6 and 7 are repeated until the parallel behaviour in table 6.2.3.21.3.2-4 takes place.
	-
	-
	-
	-

	6
	The SS transmits DOWNLINK RLC DATA BLOCK
	<--
	DOWNLINK RLC DATA BLOCK
	-
	-

	7
	The UE transmits PACKET DOWNLINK ACK/NACK 
	-->
	PACKET DOWNLINK ACK/NACK
	-
	-

	Note:
GERAN cell priority is not allocated, hence it will be considered as the less than all allowed values of 1 to 8.


Table 6.2.3.21.3.2-4: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 1?
	-
	-
	1
	-
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