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	R2-102682
	Corrections to CRC attachment entity in MAC-i/is
	Infineon Technologies
	25.319
	0065
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-102683
	Corrections to CRC attachment entity in MAC-i/is
	Infineon Technologies
	25.319
	0066
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-102684
	Corrections to CRC attachment entity in MAC-i/is
	Infineon Technologies
	25.319
	0067
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-103299
	Error correction on MAC-es PDU to MAC-is PDU
	LG Electronics Inc.
	25.319
	0068
	1
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-103300
	Error correction on MAC-es PDU to MAC-is PDU
	LG Electronics Inc.
	25.319
	0069
	1
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-103358
	Error correction on MAC-es PDU to MAC-is PDU
	LG Electronics Inc.
	25.319
	0071
	-
	A
	REL-10
	RANimp-UplinkL2dataRates

	R2-102693
	Corrections to MAC-i/is
	Infineon Technologies
	25.321
	0647
	-
	F
	REL-8
	RANimp-UplinkEnhState, RANimp-UplinkL2dataRates

	R2-102694
	Corrections to MAC-i/is
	Infineon Technologies
	25.321
	0648
	-
	A
	REL-9
	RANimp-UplinkEnhState, RANimp-UplinkL2dataRates

	R2-102696
	Scheduling Information transmission for Enhanced CELL_FACH
	Ericsson, ST-Ericsson
	25.321
	0650
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-102697
	Scheduling Information transmission for Enhanced CELL_FACH
	Ericsson, ST-Ericsson
	25.321
	0651
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-102740
	Clarification of UE Id handling after collision resolution
	Nokia Corporation, Nokia Siemens Networks
	25.321
	0652
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-102741
	Clarification of UE Id handling after collision resolution
	Nokia Corporation, Nokia Siemens Networks
	25.321
	0653
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-103373
	Correction of Poll SUFI handling for Improved L2 Uplink
	Nokia Corporation, Nokia Siemens Networks
	25.322
	0378
	2
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-103374
	Correction of Poll SUFI handling for Improved L2 Uplink
	Nokia Corporation, Nokia Siemens Networks
	25.322
	0379
	2
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-103261
	Clarification of DL MAC header type setting when MAC-i is configured
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4123
	1
	C
	REL-8
	RANimp-UplinkL2dataRates

	R2-102703
	Clarification of DL MAC header type setting when MAC-I is configured
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4124
	-
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-102704
	Clarification of Tx interruption after trigger handling for Enhanced Uplink in CELL_FACH state and Idle mode
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4125
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-102705
	Clarification of Tx interruption after trigger handling for Enhanced Uplink in CELL_FACH state and Idle mode
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4126
	-
	A
	REL-9
	RANimp-UplinkEnhState
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