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	Proposed change affects:
(
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	ME
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	Clarfication on CSG indicator (Release 9)
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	Work item code:
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	Category:
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	A
	
	Release: (
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	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
(

	According to the 25.331 description, the IE “CSG Indicator” can either be included in MIB and set to ‘True’ or can be absent from MIB. This IE cannot have “FALSE” value. Consequently, TS 25.304 doesn’t refer to any case where CSG indicator has a “FALSE” value.
Thus, this CR corrects the semantics description of “CSG Indicator” IE which incorrectly refers to the possiblity of CSG indicator having “FALSE” value.


	
	

	Summary of change:
(

	Reference to FALSE value from the semantics description of “CSG Indicator” IE is removed and UE behavior in the absence of CSG indicator is clarified.
Impact Analysis:

Impacted functionality:

Identification of CSG cell. The changes only impact the corrected functionality.

Inter-operability:
  No interoperability issue is expected. Specification is only clarified.

	
	

	Consequences if 
(

not approved:
	The semantics description of “CSG Indicator” IE would be incorrect.

	
	

	Clauses affected:
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	10.2.48.8.1
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	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
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**** first modified subclause(s) ****

10.2.48.8.1
Master Information Block
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Other information elements
	
	
	
	
	

	MIB Value tag
	MP
	
	MIB Value tag 10.3.8.9
	
	

	CN information elements
	
	
	
	
	

	Supported PLMN types
	MP
	
	PLMN Type 10.3.1.12
	
	

	PLMN Identity
	CV-GSM
	
	PLMN Identity 10.3.1.11
	
	

	Multiple PLMN List
	OP
	
	Multiple PLMN List 10.3.1.7a
	If present, this IE specifies the PLMNs of the cell. If absent, the IE “PLMN Identity” specifies the PLMN of the cell.
	REL-6

	ANSI-41 information elements
	
	
	
	
	

	ANSI-41 Core Network Information
	CV-ANSI-41
	
	ANSI-41 Core Network Information 10.3.9.1
	
	

	References to other system information blocks and scheduling blocks
	MP
	
	References to other system information blocks and scheduling blocks 10.3.8.14
	
	

	CSG Indicator
	OP
	
	Enumerated (TRUE)
	If present, the cell is a CSG cell (see [4]). If absent, the cell is not a CSG cell.
	REL-8


	Condition
	Explanation

	GSM
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'GSM-MAP' or 'GSM-MAP AND ANSI-41', and not needed otherwise

	ANSI-41
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'ANSI-41' or 'GSM-MAP AND ANSI-41', and not needed otherwise


**** End ****
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