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	There is inconsistency in section 4.2.2.4 as explained below:

It is stated in section 4.2.2.4:

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-frequency layers of higher, equal or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers shall be the same as that defined below for a lower or equal priority interfrequency layers.
The next para in the same section states: 

The UE shall be able to evaluate whether a newly detectable lower or equal priority inter-frequency cell meets the reselection criteria defined in TS36.304 within Kcarrier * Tdetect,EUTRAN_Inter  if at least carrier frequency information is provided for inter-frequency neighbour cells by the serving cells when Treselection = 0 provided that the reselection criteria is met by a margin of at least 5dB for reselections based on ranking or 6dB for reselections based on absolute priorities.

In order to prevent confusion the part of the sentence containing, ‘lower or equal priority’ is removed from the above sections (highlighted) since the requirement is valid for any inter-frequency cell regardless of its priority. Similar approach (as corrected in this CR) is used in inter-RAT cell reselection sections (4.2.2.5, 4.2.2.5.1), where there is no ambiguity.
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------------------------------BEGINNING OF MODIFICATION-------------------------

4.2.2.4
Measurements of inter-frequency E-UTRAN cells

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.
If the SServingCell of the E-UTRA serving cell is greater than Snonintrasearch then the UE shall search for inter-frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in section 4.2.2. 
If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-frequency layers of higher, equal or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers shall be the same as that defined below.
The UE shall be able to evaluate whether a newly detectable inter-frequency cell meets the reselection criteria defined in TS36.304 within Kcarrier * Tdetect,EUTRAN_Inter  if at least carrier frequency information is provided for inter-frequency neighbour cells by the serving cells when Treselection = 0 provided that the reselection criteria is met by a margin of at least 5dB for reselections based on ranking or 6dB for reselections based on absolute priorities. The parameter Kcarrier is the number of E-UTRA inter-frequency carriers indicated by the serving cell.  An inter-frequency cell is considered to be detectable if:

-
RSRP|dBm ( -124 dBm for Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -123 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 2, 5, 7, 17 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -121 dBm for Bands 3, 8, 12, 13, 14 and RSRP Ês/Iot ( -4 dB,
-
SCH_RP|dBm ( -124 dBm for Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP|dBm(-123 dBm for Band 9 and SCH Ês/Iot ( -4 dB, 
-
SCH_RP |dBm( -122 dBm for Bands 2, 5, 7, 17 and SCH Ês/Iot  ( -4 dB,
-
SCH_RP |dBm( -121 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot  ( -4 dB.
When higher priority cells are found by the higher priority search, they shall be measured at least every Tmeasure,E-UTRAN_Inter . If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection. However, the minimum measurement filtering requirements specified later in this section shall still be met by the UE before it makes any determination that it may stop measuring the cell. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.
The UE shall measure RSRP at least every Kcarrier * Tmeasure,EUTRAN_Inter (see table 4.2.2.3-1) for identified lower or equal priority inter-frequency cells. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.
The UE shall filter RSRP measurements of each measured higher, lower and equal priority inter-frequency cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least Tmeasure,EUTRAN_Inter/2. 
The UE shall not consider a E-UTRA neighbour cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.
For an inter-frequency cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that the inter-frequency cell has met reselection criterion defined TS 36.304 within Kcarrier * Tevaluate,E-UTRAN_Inter when Treselection = 0 as specified in table 4.2.2.4-1 provided that the reselection criteria is met by a margin of at least 5dB for reselections based on ranking or 6dB for reselections based on absolute priorities. When evaluating cells for reselection, the side conditions for RSRP and SCH apply to both serving and inter-frequency cells.

If Treselection timer has a non zero value and the inter-frequency cell is better ranked than the serving cell, the UE shall evaluate this inter-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.
Table 4.2.2.4-1 : Tdetect,EUTRAN_Inter, Tmeasure,EUTRAN_Inter and Tevaluate,E-UTRAN_Inter

	DRX cycle length [s]
	Tdetect,EUTRAN_Inter [s] (number of DRX cycles)
	Tmeasure,EUTRAN_Inter [s] (number of DRX cycles)
	Tevaluate,E-UTRAN_Inter

[s] (number of DRX cycles)

	0.32
	11.52 (36)
	1.28 (4)
	5.12 (16)

	0.64
	17.92 (28)
	1.28 (2)
	5.12 (8)

	1.28
	32(25)
	1.28 (1)
	6.4 (5)

	2.56
	58.88 (23)
	2.56 (1)
	7.68 (3)
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