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Title
List of CRs from RAN WG1

Source
TSG RAN WG1

Agenda Item
8.1.1
Agenda Item                        8.1.3
RP-100892
CRs to 25.211 to clarify PICH/HS-SCCH timing relation

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.211
	285
	1
	Rel-7
	Clarification of PICH/HS-SCCH timing relation
	F
	7.9.0
	R1-105089
	RANimp-EnhState
	 

	25.211
	286
	1
	Rel-8
	Clarification of PICH/HS-SCCH timing relation
	A
	8.6.0
	R1-105090
	RANimp-EnhState
	 

	25.211
	287
	1
	Rel-9
	Clarification of PICH/HS-SCCH timing relation
	A
	9.1.0
	R1-105091
	RANimp-EnhState
	 


Agenda Item                        8.1.3

RP-100893
CRs to 25.214 to clarify CQI definition in MIMO mode
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	602
	5
	Rel-7
	Clarification of the CQI definition when the UE is configured in MIMO mode
	F
	7.15.0
	R1-105002
	MIMO-Phys
	 

	25.214
	603
	5
	Rel-8
	Clarification of the CQI definition when the UE is configured in MIMO mode
	A
	8.9.0
	R1-105003
	MIMO-Phys
	 

	25.214
	604
	5
	Rel-9
	Clarification of the CQI definition when the UE is configured in MIMO mode
	A
	9.2.0
	R1-105004
	MIMO-Phys
	 


RP-100894
CRs to 25.214 to clarify E-AGCH/E-RGCH monitoring
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	612
	-
	Rel-7
	Clarification of E-AGCH/E-RGCH monitoring in a CM gap when DL_DRX_Active is TRUE
	F
	7.15.0
	R1-104154
	RANimp-CPC
	 

	25.214
	613
	-
	Rel-8
	Clarification of E-AGCH/E-RGCH monitoring in a CM gap when DL_DRX_Active is TRUE
	A
	8.9.0
	R1-104155
	RANimp-CPC
	 

	25.214
	614
	-
	Rel-9
	Clarification of E-AGCH/E-RGCH monitoring in a CM gap when DL_DRX_Active is TRUE
	A
	9.2.0
	R1-104156
	RANimp-CPC
	 


Agenda Item                        8.1.4.2
RP-100895
CRs to 25.221 correcting E-DCH Physical Uplink Channel  for LCRTDD
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	209
	-
	Rel-8
	Correction of E-DCH Physical Uplink Channel  for 1.28Mcps TDD
	F
	8.9.0
	R1-104826
	RANimp-L2DataRates
	 

	25.221
	210
	-
	Rel-9
	Correction of E-DCH Physical Uplink Channel  for 1.28Mcps TDD
	A
	9.2.1
	R1-104827
	RANimp-L2DataRates
	 


RP-100896
CRs to 25.224 clarifying HS-DSCH transmission in CELL_PCH or URA_PCH state for LCRTDD
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.224
	253
	2
	Rel-8
	Clarification on HS-DSCH transmission in CELL_PCH or URA_PCH state for 1.28Mcps TDD
	F
	8.7.0
	R1-104987
	RANimp-EnhState1.28TDD
	 

	25.224
	254
	2
	Rel-9
	Clarification on HS-DSCH transmission in CELL_PCH or URA_PCH state for 1.28Mcps TDD
	A
	9.1.0
	R1-104988
	RANimp-EnhState1.28TDD
	 


Agenda Item                        8.1.5.1
RP-100899
CR to 36.212 to clarify LTE MBMS operation
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	36.212
	99
	-
	Rel-9
	Clarify soft buffer size determination for MCH
	F
	9.2.0
	R1-104187
	MBMS_LTE
	 


RP-100900
CR to 36.213 to clarify Extended CP support with Transmission Mode 8

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	36.213
	269
	-
	Rel-9
	Clarification on Extended CP support with Transmission Mode 8
	F
	9.2.0
	R1-105013
	LTEimp-eDL
	 


Agenda Item                        8.1.5.2
RP-100897
CRs to 25.212, 25.213 & 25.214 (Rel-9) to clarify uplink frequencies and the variable “Secondary_Cell_Active” 
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.212
	287
	1
	Rel-9
	Clarification of uplink frequencies
	F
	9.2.0
	R1-104152
	RANimp-DC_HSUPA
	 

	25.213
	107
	1
	Rel-9
	Clarification of uplink frequencies
	F
	9.1.0
	R1-104153
	RANimp-DC_HSUPA
	 

	25.214
	616
	-
	Rel-9
	Clarification on Secondary_EDCH_Cell_Active upon reception of redundant HS-SCCH order
	F
	9.2.0
	R1-104371
	RANimp-DC_HSUPA
	 


RP-100898
CR to 25.214 (Rel-9) to clarify the interruption time for DB-HSDPA due to HS-SCCH order (de)activation
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	615
	2
	Rel-9
	Clarification on the interruption time for DB-HSDPA due to HS-SCCH order (de)activation
	F
	9.2.0
	R1-105105
	RANimp-MultiBand_DC_HSDPA
	 


Agenda Item                        10.2.2
RP-100901
Set of CRs for the introduction of MC HSUPA feature 

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.224
	257
	2
	Rel-10
	Introduction of MC-HSUPA for LCR TDD
	B
	9.1.0
	R1-105102
	TDD_MC_HSUPA
	 

	25.221
	211
	1
	Rel-10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	B
	9.2.1
	R1-105100
	TDD_MC_HSUPA
	

	25.223
	62
	1
	Rel-10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	B
	9.0.0
	R1-105101
	TDD_MC_HSUPA
	

	25.225
	99
	1
	Rel-10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	B
	9.2.0
	R1-105103
	TDD_MC_HSUPA
	


Agenda Item                        10.2.5.1
RP-100902
Set of CRs for the introduction of 4C HSDPA feature 

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.211
	284
	2
	Rel-10
	Introduction of 4C-HSDPA
	B
	9.1.0
	R1-105044
	4C_HSDPA
	

	25.212
	288
	3
	Rel-10
	Introduction of 4C-HSDPA
	B
	9.2.0
	R1-105045
	4C_HSDPA
	

	25.213
	108
	2
	Rel-10
	Introduction of 4C-HSDPA
	B
	9.1.0
	R1-105046
	4C_HSDPA
	

	25.214
	611
	3
	Rel-10
	Introduction of 4C-HSDPA
	B
	9.2.0
	R1-105047
	4C_HSDPA
	


Agenda Item                        10.2.8.1
RP-100903
Set of CRs for the introduction of MU-MIMO feature 

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	212
	-
	Rel-10
	Introduction of MU-MIMO for 1.28Mcps TDD
	B
	9.2.1
	R1-105104
	MUMIMO_LCR_TDD-Core
	 

	25.224
	259
	-
	Rel-10
	Introduction of MU-MIMO for LCR TDD
	B
	9.1.0
	R1-105110
	MUMIMO_LCR_TDD-Core
	

	25.223
	63
	-
	Rel-10
	Introduction of MU-MIMO for LCR TDD
	B
	9.0.0
	R1-105109
	MUMIMO_LCR_TDD-Core
	

	25.222
	207
	-
	Rel-10
	Introduction of MU-MIMO for LCR TDD
	B
	9.2.0
	R1-105108
	MUMIMO_LCR_TDD-Core
	


End of document
