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1
Introduction

This document contains the list of Change Requests that were agreed by TSG-RAN WG4 meeting 56. They are presented for approval to TSG-RAN #49.

2
Approval of CRs to Rel99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs (Agenda 8.4.3)

RP-100913: CRs for the Maintenance of the UMTS rel-7 requirements
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	25.102
	329
	 
	F
	R4-102989
	Rel-7
	Correction of 1.28Mcps TDD spectrum emission mask requirement
	TEI7

	25.102
	330
	 
	A
	R4-102990
	Rel-8
	Correction of 1.28Mcps TDD spectrum emission mask requirement
	TEI7

	25.102
	331
	 
	A
	R4-102991
	Rel-9
	Correction of 1.28Mcps TDD spectrum emission mask requirement
	TEI7

	25.106
	065
	1
	F
	R4-103324
	Rel-7
	RCDE for 64QAM modulated codes for FDD Repeater
	TEI7

	25.106
	066
	1
	A
	R4-103325
	Rel-8
	RCDE for 64QAM modulated codes for FDD Repeater
	TEI7

	25.106
	067
	1
	A
	R4-103326
	Rel-9
	RCDE for 64QAM modulated codes for FDD Repeater
	TEI7

	25.101
	723
	 
	F
	R4-102970
	Rel-7
	Corrections to CQI reporting requirements
	TEI7

	25.143
	081
	2
	F
	R4-103398
	Rel-7
	RCDE for 64QAM modulated codes for FDD Repeater
	TEI7

	25.143
	082
	2
	A
	R4-103399
	Rel-8
	RCDE for 64QAM modulated codes for FDD Repeater
	TEI7

	25.143
	083
	2
	A
	R4-103400
	Rel-9
	RCDE for 64QAM modulated codes for FDD Repeater
	TEI7


3
CRs for LTE [LTE-RF] (Agenda 8.4.4.1)

RP-100914: CRs for the Maintenance of the LTE rel8 specifications core requirements   

               

	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.101
	587
	 
	F
	R4-102935
	Rel-8
	Missing note in Additional spurious emission test with NS_07
	LTE-RF

	36.101
	588
	 
	A
	R4-102936
	Rel-9
	Missing note in Additional spurious emission test with NS_07
	LTE-RF

	36.101
	589
	1
	F
	R4-103354
	Rel-8
	Downlink power for receiver tests
	LTE-RF

	36.101
	590
	1
	A
	R4-103355
	Rel-9
	Downlink power for receiver tests
	LTE-RF

	36.101
	604
	 
	F
	R4-103188
	Rel-8
	Reference sensitivity requirements for the 1.4 and 3 MHz bandwidths
	LTE-RF

	36.101
	605
	 
	A
	R4-103189
	Rel-9
	Reference sensitivity requirements for the 1.4 and 3 MHz bandwidths
	LTE-RF

	36.101
	612
	 
	F
	R4-103271
	Rel-8
	Band 13 and Band 14 spurious emission corrections
	LTE-RF

	36.101
	613
	 
	A
	R4-103272
	Rel-9
	Band 13 and Band 14 spurious emission corrections
	LTE-RF

	36.942
	005
	1
	F
	R4-103337
	Rel-8
	CR TR 36.942-820  Clause 5.1.1.4.1 Uplink Asymmetrical Bandwidths ACIR
	LTE-RF

	36.942
	006
	1
	A
	R4-103338
	Rel-9
	CR TR 36.942-901  Clause 5.1.1.4.1 Uplink Asymmetrical Bandwidths ACIR
	LTE-RF

	36.942
	007
	1
	A
	R4-103385
	Rel-10
	CR TR 36.942-10.0.0  Clause 5.1.1.4.1 Uplink Asymmetrical Bandwidths ACIR
	LTE-RF

	36.133
	522
	 
	F
	R4-103035
	Rel-8
	Alignment of REFSENS  between 36.101 and 36.133
	LTE-RF

	36.133
	523
	 
	A
	R4-103036
	Rel-9
	Alignment of REFSENS  between 36.101 and 36.133
	LTE-RF

	36.133
	482
	 
	F
	R4-102810
	Rel-8
	Clarification of Radio link monitoring test cases
	LTE-RF

	36.133
	483
	 
	A
	R4-102811
	Rel-9
	Clarification of Radio link monitoring test cases
	LTE-RF

	36.133
	476
	1
	F
	R4-103342
	Rel-8
	Cell identity change time in RRM Test cases
	LTE-RF

	36.133
	477
	1
	A
	R4-103343
	Rel-9
	Cell identity change time in RRM Test cases
	LTE-RF

	36.133
	478
	1
	F
	R4-103348
	Rel-8
	Scrambling code change time in RRM Test cases
	LTE-RF

	36.133
	479
	1
	A
	R4-103349
	Rel-9
	Scrambling code change time in RRM Test cases
	LTE-RF

	36.133
	548
	 
	B
	R4-103458
	Rel-8
	Introduction of CSG cell reselection requirements
	LTE-L23

	36.133
	549
	 
	A
	R4-103459
	Rel-9
	Introduction of CSG cell reselection requirements
	LTE-L23


RP-100915: CRs for the Maintenance of the LTE 36.133-rel8 specification performance requirements
               

	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.133
	493
	 
	F
	R4-102944
	Rel-8
	PDCCH Aggregation level for RRM tests
	LTE-RF

	36.133
	494
	 
	A
	R4-102945
	Rel-9
	PDCCH Aggregation level for RRM tests
	LTE-RF

	36.133
	495
	 
	F
	R4-102946
	Rel-8
	Corrections to RRM OCNG Patterns
	LTE-RF

	36.133
	496
	 
	A
	R4-102947
	Rel-9
	Corrections to RRM OCNG Patterns
	LTE-RF

	36.133
	500
	 
	F
	R4-103011
	Rel-8
	Correction of OCNG
	LTE-RF

	36.133
	501
	 
	A
	R4-103012
	Rel-9
	Correction of OCNG
	LTE-RF

	36.133
	504
	1
	F
	R4-103366
	Rel-8
	Corrections to 36.133(R8)
	LTE-RF

	36.133
	505
	1
	A
	R4-103367
	Rel-9
	Corrections to 36.133(R9)
	LTE-RF

	36.133
	486
	 
	F
	R4-102900
	Rel-8
	E-UTRA TDD - UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority in R8
	LTE-RF

	36.133
	487
	 
	A
	R4-102901
	Rel-9
	E-UTRA TDD - UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority in R9
	LTE-RF

	36.133
	484
	 
	F
	R4-102898
	Rel-8
	Test case for E-UTRA TDD event triggered reporting when L3 filtering is used in R8
	LTE-RF

	36.133
	485
	 
	A
	R4-102899
	Rel-9
	Test case for E-UTRA TDD event triggered reporting when L3 filtering is used in R9
	LTE-RF

	36.133
	507
	 
	F
	R4-103018
	Rel-8
	Correction of Io value in RSRP FDD/TDD Intra frequency test
	LTE-RF

	36.133
	508
	 
	A
	R4-103019
	Rel-9
	Correction of Io value in RSRP FDD/TDD Intra frequency test
	LTE-RF

	36.133
	502
	 
	F
	R4-103013
	Rel-8
	Correction of ES/Iot value in E-UTRAN RSRQ FDD intra frequency test
	LTE-RF

	36.133
	503
	 
	A
	R4-103014
	Rel-9
	Correction of ES/Iot value in E-UTRAN RSRQ FDD intra frequency test
	LTE-RF


RP-100916: CRs for the Maintenance of the LTE rel-8 specifications performance requirements
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.101
	598
	 
	F
	R4-103126
	Rel-8
	Correction of PDCCH content for PHICH test
	LTE-RF

	36.101
	599
	 
	A
	R4-103127
	Rel-9
	Correction of PDCCH content for PHICH test
	LTE-RF

	36.101
	580
	1
	F
	R4-103359
	Rel-8
	Test configuration corrections to CQI reporting in AWGN
	LTE-RF

	36.101
	581
	1
	A
	R4-103360
	Rel-9
	Test configuration corrections to CQI reporting in AWGN
	LTE-RF

	36.101
	592
	 
	F
	R4-102940
	Rel-8
	Throughput for multi-datastreams transmissions
	LTE-RF

	36.101
	593
	 
	A
	R4-102941
	Rel-9
	Throughput for multi-datastreams transmissions
	LTE-RF

	36.101
	594
	 
	F
	R4-102942
	Rel-8
	Corrections to RF OCNG Pattern OP.1 and 2
	LTE-RF

	36.101
	595
	 
	A
	R4-102943
	Rel-9
	Corrections to RF OCNG Pattern OP.1 and 2
	LTE-RF

	36.141
	192
	 
	F
	R4-102784
	Rel-8
	Clarifications on Base Station transmit and receive configurations
	LTE-RF

	36.141
	193
	 
	A
	R4-102785
	Rel-9
	Clarifications on Base Station transmit and receive configurations
	LTE-RF

	36.141
	206
	 
	F
	R4-103166
	Rel-8
	Adding operating unwanted emissions test to tests applicable to Ancillary RF Amplifiers   
	LTE-RF

	36.141
	207
	 
	A
	R4-103167
	Rel-9
	Adding operating unwanted emissions test to tests applicable to Ancillary RF Amplifiers   
	LTE-RF


RP-100917: CRs for the Maintenance of the Multicarrier and Multi RAT BS performance requirements - rel 8
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.141
	197
	1
	F
	R4-103434
	Rel-8
	Modification on testing of time mask of E-UTRA TDD base station in R8
	LTE-RF

	36.141
	198
	1
	A
	R4-103435
	Rel-9
	Modification on testing of time mask of E-UTRA TDD base station in R9
	LTE-RF


4
Other Closed Work Items and Small Technical Enhancements and Improvements (Agenda)

RP-100918: CRs for the Maintenance of the UMTS rel-8 requirements
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	25.104
	372
	 
	F
	R4-102775
	Rel-8
	Corrections on Home BS spurious emission limits for co-existence with Home BS operating in other bands
	HNB-RF

	25.104
	373
	 
	A
	R4-102776
	Rel-9
	Corrections on Home BS spurious emission limits for co-existence with Home BS operating in other bands
	HNB-RF

	25.141
	550
	 
	F
	R4-102777
	Rel-8
	Corrections on Home BS spurious emission limits for co-existence with Home BS operating in other bands
	HNB-RF

	25.141
	551
	 
	A
	R4-102778
	Rel-9
	Corrections on Home BS spurious emission limits for co-existence with Home BS operating in other bands
	HNB-RF

	25.123
	478
	 
	F
	R4-102890
	Rel-8
	Correction on UTRAN TDD - E-UTRAN cell re-selection requirements in R8
	LTE-RF

	25.123
	479
	 
	A
	R4-102891
	Rel-9
	Correction on UTRAN TDD - E-UTRAN cell re-selection requirements in R9
	LTE-RF

	25.123
	480
	 
	F
	R4-102892
	Rel-8
	Correction on location band 11 in 25.123(R8)
	LTE-RF

	25.123
	481
	 
	A
	R4-102893
	Rel-9
	Correction on location band 11 in 25.123(R9)
	LTE-RF

	25.123
	482
	 
	F
	R4-102933
	Rel-8
	Adding the test case for cell re-selection in enhanced CELL_FACH state in 1.28Mcps TDD
	RANimp-EnhState1.28TDD

	25.123
	483
	 
	A
	R4-102934
	Rel-9
	Adding the test case for cell re-selection in enhanced CELL_FACH state in 1.28Mcps TDD
	RANimp-EnhState1.28TDD

	25.141
	552
	 
	F
	R4-102782
	Rel-8
	Clarifications on Base Station transmit and receive configurations
	TEI8

	25.141
	553
	 
	A
	R4-102783
	Rel-9
	Clarifications on Base Station transmit and receive configurations
	TEI8

	25.101
	724
	 
	F
	R4-102971
	Rel-8
	Corrections to CQI reporting requirements
	TEI8

	25.101
	725
	 
	A
	R4-102972
	Rel-9
	Corrections to CQI reporting requirements
	TEI8


5
Cr for rel-9 related to LTE (Agenda 8.4.5.1)
RP-100919: CRs for the Maintenance of the LTE rel-9 specifications core requirements
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.101
	583
	 
	F
	R4-102894
	Rel-9
	Editorial corrections of 36.101
	LTE-RF

	36.101
	611
	 
	F
	R4-103243
	Rel-9
	Correction of references in section 10 (MBMS performance requirements)
	MBMS_LTE

	36.101
	617
	1
	F
	R4-103463
	Rel-9
	Rx Requirements
	RInImp9-UMTSLTE800EU

	36.133
	498
	 
	F
	R4-102962
	Rel-9
	RRC timer accuracy requirement
	LTE-L23

	36.133
	538
	1
	F
	R4-103339
	Rel-9
	Correction to Enhanced BSIC Verification Requirements
	TEI9

	36.133
	539
	 
	F
	R4-103231
	Rel-9
	Enhanced CSFB Requirements with DRX 
	TEI9

	36.133
	540
	 
	F
	R4-103232
	Rel-9
	Correction to E-CID Requirements
	LCS_LTE

	36.133
	537
	 
	F
	R4-103153
	Rel-9
	A clarification text in the RSTD intra-frequency accuracy requirements
	LCS_LTE


RP-100920: CRs for the Maintenance of the LTE rel-9 specifications Performance requirements
               

	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.101
	582
	1
	F
	R4-103412
	Rel-9
	Introduction of additional Rel-9 scenarios
	LTE-RF

	36.101
	608
	1
	F
	R4-103454
	Rel-9
	CR for DL sustained data rate test
	TEI9

	36.101
	586
	 
	F
	R4-102897
	Rel-9
	Addition of minimum performance requirements for low UE category TDD tests
	LTE-RF

	36.101
	591
	 
	F
	R4-102939
	Rel-9
	OCNG use and power in beamforming tests
	LTE-RF

	36.101
	600
	1
	F
	R4-103361
	Rel-9
	Correction of full correlation in frequency-selective CQI test and TB size selection for CSI test
	LTE-RF

	36.101
	601
	 
	F
	R4-103131
	Rel-9
	Correction on single-antenna transmission fixed reference channel
	LTE-RF

	36.141
	196
	 
	F
	R4-102862
	Rel-9
	UL Timing Adjustment: Stationary UE propagation channel clarification
	TEI9

	36.104
	178
	 
	F
	R4-103350
	Rel-9
	UL Timing Adjustment: Stationary UE propagation channel clarification
	TEI9

	36.101
	597
	1
	F
	R4-103436
	Rel-9
	Beamforming model for transmission on antenna port 7/8
	LTEimp-eDL

	36.101
	614
	2
	F
	R4-103457
	Rel-9
	Add OCNG to MBMS requirements
	LTE-RF

	 
	 
	 
	 
	 
	 
	 
	 

	36.133
	521
	1
	F
	R4-103364
	Rel-9
	Editorial corrections to 36.133
	LTE-RF

	36.133
	506
	 
	F
	R4-103017
	Rel-9
	Correction of drx-RetransmissionTimer parameters
	LTE-RF

	36.133
	525
	1
	F
	R4-103371
	Rel-9
	Correction of Time to Trigger unit for 36.133(R9)
	LTE-RF

	36.133
	527
	 
	F
	R4-103040
	Rel-9
	correction of redundant Hysteresis(Hys) for 36.133(R9)
	LTE-RF

	36.133
	547
	1
	B
	R4-103423
	Rel-9
	E-UTRAN FDD UE Rx – Tx Time Difference Measurement Accuracy test case
	LCS_LTE

	36.133
	488
	2
	F
	R4-103422
	Rel-9
	Test case for TDD UE Rx-Tx time difference measurement
	LCS_LTE

	36.133
	528
	1
	B
	R4-103439
	Rel-9
	E-UTRAN FDD Intra Frequency RSTD Measurement Accuracy test case
	LCS_LTE

	36.133
	544
	1
	F
	R4-103386
	Rel-9
	Addition of UTRA and GSM enhanced cell identification test cases
	TEI9


RP-100926: CRs for Enhanced Dual-Layer transmission for LTE
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.101
	576
	1
	D
	R4-102750
	Rel-9
	Clarification on DL-BF simulation assumptions
	LTEimp-eDL


6 Other Closed Work Items and Small Technical Enhancements and Improvements for rel-9 (Agenda 8.4.5.2)
RP-100921: CRs for the Maintenance of the UMTS rel-9 requirements
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	25.101
	728
	 
	F
	R4-103071
	Rel-9
	Correction to Rx core requirements for DC-HSUPA
	RANimp-DC_HSUPA

	25.104
	374
	1
	F
	R4-103358
	Rel-9
	Revision of Time Alignment Error requirement
	TEI9

	25.101
	722
	 
	F
	R4-102888
	Rel-9
	Clarification of primary uplink frequency and secondary uplink frequency
	RANimp-DC_HSUPA

	25.133
	1065
	1
	F
	R4-103437
	Rel-9
	Clarification of primary uplink frequency and secondary uplink frequency
	RANimp-DC_HSUPA


RP-100922: CRs for the Maintenance of the Multicarrier and Multi RAT BS core requirements - rel 9
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	37.104
	018
	1
	F
	R4-103449
	Rel-9
	TS 37.104 Subclause 7.7; Receiver intermodulation
	RInImp9-RFmulti

	25.105
	276
	1
	F
	R4-103379
	Rel-9
	Clarification on applicability of requirements for multi-carrier BS
	RInImp9-RFmulti

	25.142
	264
	1
	F
	R4-103380
	Rel-9
	Clarification on applicability of requirements for multi-carrier BS
	RInImp9-RFmulti


RP-100923: CRs for the Maintenance of the Multicarrier and Multi RAT BS performance requirements - rel 9
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	37.141
	028
	 
	F
	R4-103284
	Rel-9
	Modification on testing of time mask of BC3 base station
	RInImp9-RFmulti

	25.113
	048
	 
	F
	R4-103244
	Rel-9
	Clarification of radiated emissions requirement
	RInImp9-RFmulti

	36.113
	010
	 
	F
	R4-103245
	Rel-9
	Clarification of radiated emissions requirement
	RInImp9-RFmulti

	37.113
	003
	 
	F
	R4-103158
	Rel-9
	Clarification of radiated emissions requirement
	RInImp9-RFmulti

	37.113
	002
	1
	F
	R4-103397
	Rel-9
	EMC updates for multi-RAT operation
	RInImp9-RFmulti

	37.141
	021
	1
	F
	R4-103275
	Rel-9
	Test configuration and power allocation completion
	RInImp9-RFmulti

	37.141
	024
	 
	F
	R4-103156
	Rel-9
	General corrections for the MSR test specification
	RInImp9-RFmulti

	37.141
	025
	 
	F
	R4-103168
	Rel-9
	Maximum Test system Uncertainty for Occupied bandwidth and Transmitter intermodulation
	RInImp9-RFmulti

	37.141
	026
	1
	F
	R4-103384
	Rel-9
	Adding test tolerances and test system uncertainty for receiver spurious emissions tests               
	RInImp9-RFmulti

	37.141
	023
	 
	B
	R4-103111
	Rel-9
	TS 37.141 Clause 6.3; Output power dynamics
	RInImp9-RFmulti

	37.141
	003
	2
	F
	R4-103216
	Rel-9
	Annex B: Environmental conditions
	RInImp9-RFmulti

	37.141
	027
	1
	F
	R4-103322
	Rel-9
	Measurement set-ups for transmitter and receiver tests
	RInImp9-RFmulti

	37.141
	006
	 
	F
	R4-102554
	Rel-9
	Adding transmitter test tolerances
	RInImp9-RFmulti

	37.141
	008
	 
	F
	R4-102557
	Rel-9
	Adding test System Uncertainty for transmitter spurious emission tests 
	RInImp9-RFmulti

	37.141
	010
	 
	F
	R4-102559
	Rel-9
	Update of the Transmitter characteristics General subclause
	RInImp9-RFmulti

	37.141
	014
	 
	F
	R4-102563
	Rel-9
	Correction of the NOTEs in the transmitter intermodulation procedure
	RInImp9-RFmulti

	37.141
	015
	 
	F
	R4-102564
	Rel-9
	Characteristics of interfering signals
	RInImp9-RFmulti

	37.141
	013
	1
	F
	R4-102719
	Rel-9
	Adding Modulation quality and Frequency error test cases
	RInImp9-RFmulti

	37.141
	002
	1
	F
	R4-102734
	Rel-9
	Clarifications on Base Station tranmsit and receive configurations
	RInImp9-RFmulti

	37.141
	009
	1
	F
	R4-102738
	Rel-9
	Correction of the Ancillary RF Amplifiers references and references to Annex A, B and D
	RInImp9-RFmulti


RP-100924: CRs for HeNB/HNB inbound mobilities [EHNB-RAN2]
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	25.133
	1066
	 
	F
	R4-102965
	Rel-9
	Introduction of intrafrequency HNB test case
	EHNB-RAN2

	36.133
	492
	 
	F
	R4-102912
	Rel-9
	Test case for E-UTRAN TDD in the existence of non-allowed CSG cell
	EHNB


RP-100925: CRs for New bands
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.106
	015
	 
	F
	R4-102388
	Rel-9
	Introduction of operating band 18, 19, 20 and 21 and correction of band 11.
	TEI9

	36.143
	015
	 
	F
	R4-102389
	Rel-9
	Introduction of operating band 18, 19, 20 and 21 and correction of band 11.
	TEI9

	25.106
	064
	 
	F
	R4-102390
	Rel-9
	Introduction of operating band XIX, XX and XXI and correction of band XI
	TEI9

	25.143
	080
	 
	F
	R4-102391
	Rel-9
	Introduction of operating band XIX, XX and XXI and correction of band XI
	TEI9

	36.101
	575
	1
	F
	R4-102716
	Rel-9
	Correction to band 20 ue to ue Co-existence table
	RInImp9-UMTSLTE800EU


7
CR for LTE TDD in 2600MHz for US (Region 2) – Core part (agenda 10.4.9.1)
RP-100927: CRs for LTE TDD in 2600MHz for USA - Core requirements  [LTE_TDD_2600_US-Core]
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.101
	596
	2
	B
	R4-103413
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions to TS 36.101
	LTE_TDD_2600_US-Core

	36.104
	173
	 
	B
	R4-102786
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions to TS 36.104
	LTE_TDD_2600_US-Core

	37.104
	016
	 
	B
	R4-102790
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions to TS 37.104
	LTE_TDD_2600_US-Core

	36.133
	497
	 
	B
	R4-102953
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions to TS 36.133
	LTE_TDD_2600_US-Core

	36.113
	009
	 
	B
	R4-102788
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions for BS to TS 36.113
	LTE_TDD_2600_US-Core

	37.113
	001
	 
	B
	R4-102792
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions for MSR BS to TS 37.113
	LTE_TDD_2600_US-Core

	36.124
	006
	 
	B
	R4-102789
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions for UE to TS 36.124
	LTE_TDD_2600_US-Core

	36.307
	002
	 
	B
	R4-102952
	Rel-9
	CR LTE_TDD_2600_US spectrum band definition additions to TS 36.307 V900
	LTE_TDD_2600_US-Core

	36.307
	001
	 
	B
	R4-102951
	Rel-8
	CR LTE_TDD_2600_US spectrum band definition additions to TS 36.307 V800
	LTE_TDD_2600_US-Core


8
CR for LTE TDD in 2600MHz for US (Region 2) – Performance part (Agenda 10.4.9. 2)
RP-100928: CRs for LTE TDD in 2600MHz for USA - Performance requirements  [LTE_TDD_2600_US-Perf]
	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.141
	194
	 
	B
	R4-102787
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions to TS 36.141
	LTE_TDD_2600_US-Perf

	37.141
	022
	 
	B
	R4-102791
	Rel-10
	CR LTE_TDD_2600_US spectrum band definition additions to TS 37.141
	LTE_TDD_2600_US-Perf
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