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	Release
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	R2-105100
	Triggering of absolute priority based reselection while common E-DCH allocated
	Panasonic
	25.304
	0259
	1
	F
	REL-8
	RANimp-UplinkEnhState

	R2-105101
	Triggering of absolute priority based reselection while common E-DCH allocated
	Panasonic
	25.304
	0260
	1
	A
	REL-9
	RANimp-UplinkEnhState

	R2-105102
	Clarification on the use of timer T2 in Enhanced Uplink in CELL_FACH state and Idle mode for FDD
	Infineon Technologies
	25.321
	0685
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-105103
	Clarification on the use of timer T2 in Enhanced Uplink in CELL_FACH state and Idle mode for FDD
	Infineon Technologies
	25.321
	0686
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-105123
	Corrections for Enhanced Uplink in CELL_FACH state and idle mode
	Nokia Corporation, Nokia Siemens Networks
	25.321
	0699
	1
	F
	REL-8
	RANimp-UplinkEnhState

	R2-105124
	Corrections for Enhanced Uplink in CELL_FACH state and idle mode
	Nokia Corporation, Nokia Siemens Networks
	25.321
	0700
	1
	A
	REL-9
	RANimp-UplinkEnhState


page 1 of 2

