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	Reason for change:
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	MBSFN is used in all RRM FDD test cases as part of OCNG for all FDD E-UTRA cells (serving and  neighbour cell). The corresponding RRC signaling for the UE is still missing in TS 36.508

	
	

	Summary of change:
(

	- Default MBSFN configuration IE “mbsfn-SubframeConfig” added as exceptions for “SystemInformationBlockType2” for FDD. This IE is the same with the IE used in RF PDSCH demodulation in presence of MBSFN test in TS 36.521-1 Table 8.2.1.1.2.4.3-1, since the MBSFN configuration is the same (every frame, only subframes 1-3, 6-8).

- Exception for the neighbour cell configuration IE “neighCellConfig” added. The exceptions-value depends on serving neighbour cell (all E-UTRA):
* however only the FDD cell with E-UTRA FDD neighbour cell is considered. 
* FDD/TDD cell with E-UTRA TDD/FDD neighbour cell is not considered, since no such tests yet
* TDD cell with E-UTRA TDD neighbour cell, no further signaling needed, since no MBSFN at all is used
- Structure of subclause 7 updated similar to structure of Subclause 5

	
	

	Consequences if 
(

not approved:
	UE cannot recognise resources allocated with MBSFN and will try to demodulate missing cell-specific reference symbols (CRS).
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< Unchanged sections omitted >
7
Test environment for RRM tests
This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test cases defined in TS 36.521-3 [34]. Exceptions specified in clause 7 overwrite the parameter settings of clause 4; exceptions defined within the test cases overwrite parameter settings of clause 4 and 7.


7.1
Requirements of test equipment
<void>
7.2
RRM Reference system configurations
7.2.1
Common parameters for simulated E-UTRA cells
7.2.1.1

Combinations of system information blocks
<void>
7.2.1.2


Scheduling of system information blocks
<void>
7.2.1.3


Common contents of system information messages

- SystemInformationBlockType2

As defined in Table 4.4.3.3-1 with the following exceptions:
Table 7.2.1.3-1: SystemInformationBlockType2 exceptions
	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	…
	
	
	

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	FDD

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	111111
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	

	…
	
	
	


- SystemInformationBlockType3

As defined in Table 4.4.3.3-2 with the following exceptions:
Table 7.2.1.3-2: SystemInformationBlockType3 exceptions 
	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	…
	
	
	

	neighCellConfig
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell 


	…
	
	
	


- SystemInformationBlockType5

As defined in Table 4.4.3.3-3 with the following exceptions:
Table 7.2.1.3-3: SystemInformationBlockType5 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	…
	
	
	

	neighCellConfig[n]
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell

	…
	
	
	


< End of changes >
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