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1 Corrections required for test case 7.1.1.1

Change 1

	Testcase name
	7.1.1.1

	Reason for change
	The test specification 36.523-1 defines parallel behaviour in Table 7.1.1.1.3.2-2 for RRC Connection Request messages from UE: This parallel behavior is not implemented in current TTCN implementation. 

	Summary of change
	1. Add default variable.
2. Activate parallel behaviour functionality
3. Add default variable parameter to function fl_TC_7_1_1_1_Step5To7 call.

	Source of change
	MAC_711.ttcn


Before change:

	       // Step 1-4

    for (j :=11; j<= 27; j:= j+1 )

      {

        fl_TC_7_1_1_1_Step1To4 ( eutra_Cell1, j );

      };

    f_SS_DisableMACTestMode(eutra_Cell1, tsc_RbId_SRB0);

    fl_TC_7_1_1_1_Step5To7(eutra_Cell1); 

     // Step 8

    t_Watchdog.start;


After change:

	function f_TC_7_1_1_1_EUTRA ( ) runs on EUTRA_PTC

  {

    var integer j;

    var NAS_MSG_Indication_Type v_NAS_Ind; //@sic R5-102180

    var SRB_COMMON_IND v_ReceivedAsp; //@sic R5-102180

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var EUTRA_SecurityParams_Type v_Auth_Params ;

    timer t_Watchdog := 5.0;              // Local wait Timer

    var default v_DefaultRef; 
.

.

.

    f_EUTRA_TestBody_Set(true);

    v_DefaultRef := activate( a_EUTRA_AddParallelbehaviour_RRCconnectionReq(eutra_Cell1) ); 
    // Test body starts

    // Step 1-4

    for (j :=11; j<= 27; j:= j+1 )

      {

        fl_TC_7_1_1_1_Step1To4 ( eutra_Cell1, j );

      };

    f_SS_DisableMACTestMode(eutra_Cell1, tsc_RbId_SRB0);

    fl_TC_7_1_1_1_Step5To7(eutra_Cell1, v_DefaultRef); 
     // Step 8

    t_Watchdog.start;


Change 2

	Testcase name
	7.1.1.1

	Reason for change
	The previously activated parallel behavior by change 1 has to be disabled. The test case expect  RRC Connection Request message like response on Paging message in Step 5.

	Summary of change
	Deactivate parallel behaviour functionality in function fl_TC_7_1_1_1_Step5To7

	Source of change
	MAC_711.ttcn


Before change:

	  function fl_TC_7_1_1_1_Step5To7 ( CellId_Type p_CellId ) runs on EUTRA_PTC
  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    timer t_Watchdog := 5.0;              // Local wait Timer

    // Step 5

    f_EUTRA_UE_Page_Def ( p_CellId );

    // Step 6

    t_Watchdog.start;

    alt {

      []SRB.receive ( car_SRB0_RrcPdu_IND ( p_CellId, cr_RRCConnectionRequest ( cr_EstablishmentCause_mt_Access ) ) )

        {

          f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "");

          t_Watchdog.stop;

        }

    };




After change:

	       function fl_TC_7_1_1_1_Step5To7 ( CellId_Type p_CellId, default v_DefaultRef ) runs on EUTRA_PTC
  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    timer t_Watchdog := 5.0;              // Local wait Timer

    // Step 5

    f_EUTRA_UE_Page_Def ( p_CellId );

    // Step 6

    deactivate( v_DefaultRef ); 
    t_Watchdog.start;

    alt {

      []SRB.receive ( car_SRB0_RrcPdu_IND ( p_CellId, cr_RRCConnectionRequest ( cr_EstablishmentCause_mt_Access ) ) )

        {

          f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "");

          t_Watchdog.stop;

        }

    };




Change 3

	Testcase name
	7.1.1.1

	Reason for change
	The test specification 36.523-1 defines parallel behaviour in Table 7.1.1.1.3.2-2 for RRC Connection Request messages from UE: This parallel behavior is not implemented in current IWD_10wk26 version.

	Summary of change
	Add definition of parallel behaviour functionality for matching of received RRC Connection Request message.

	Source of change
	MAC_Functions.ttcn


Before change:

	


After change:

	  altstep a_EUTRA_AddParallelbehaviour_RRCconnectionReq(CellId_Type p_CellId) runs on EUTRA_PTC

  {

    []SRB.receive ( car_SRB0_RrcPdu_IND ( p_CellId, cr_RRCConnectionRequest ( cr_EstablishmentCause_mt_Access ) ) )

      {

        repeat;

      }

  };  
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