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Table 1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	<< many rows skipped here >>
	
	
	
	

	8.1.2.16
	RRC Connection Establishment / Domain Specific Access Control: Success
	Rel-5
	C409
	UEs supporting FDD and PS domain services and CS domain services and CS call establishment and DSAC.

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.
	1 Execution: CS+PS

	
	
	
	C410
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and PS domain services and CS domain services and DSAC.

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.
	

	8.1.2.17
	RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of E-DCH transmission)
	Rel-6
	C560
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	

	
	
	
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	8.1.2.18
	RRC Connection Establishment using the default configuration for HS-DSCH / E-DCH signalling bearers
	Rel-6
	C560
	UEs supporting FDD and HS-PDSCH and E-DPDCH and fully supporting F-DPCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	8.1.2.19
	RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of discontinuous uplink transmission and downlink reception)
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	8.1.2.20
	RRC Connection Establishment for transition from Idle Mode to CELL_FACH:   Success (Start of HS-DSCH Reception)
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.1.2.21
	RRC Connection Establishment: Reject with Frequency Info set to the same frequency band – Successful case
	R99
	C01d
	UE supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ),PS

	8.1.2.21a
	RRC Connection Establishment: Reject with Frequency Info set to a different frequency band – Successful case
	R99
	C481d
	UE supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service) and multiple FDD bands simultaneously.
	1 or 2 Executions: CS ( only if CS call establishment is supported ),PS

	8.1.2.22
	RRC Connection Establishment: Reject with Frequency Info set to the same frequency band – Unsuccessful case
	R99
	C01d
	UE supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS( only if CS call establishment is supported ),PS

	8.1.2.22a
	RRC Connection Establishment: Reject with Frequency Info set to a different frequency band – Unsuccessful case
	R99
	C481d
	UE supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service) and multiple FDD bands simultaneously.
	1 or 2 Executions: CS ( only if CS call establishment is supported ),PS

	8.1.2.23
	Void
	
	
	
	

	8.1.2.23a
	Void
	
	
	
	

	8.1.2.24
	Void
	
	
	
	

	8.1.2.24a
	Void
	
	
	
	

	8.1.2.25
	RRC Connection Establishment for transition from Idle Mode to CELL_FACH:   Success (Start of E-DCH and HS-DSCH Reception)
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.1.2.X
	RRC Connection Establishment / Paging Permission with Access Control: Success
	Rel-8
	C90d
	UEs supporting FDD and PS domain services and CS domain services and CS call establishment.
	1 Execution: CS+PS

	
	
	
	C91
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and PS domain services and CS domain services.
	

	8.1.3.1
	RRC / RRC Connection Release in CELL_DCH state: Successful
	R99
	C01d
	UEs supporting FDD.
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	
	<< many rows skipped here >>
	
	
	
	

	12.2.2.1
	Combined PS attach / PS and non-PS attach accepted
	R99
	C88
	UE supporting PS domain services and CS domain services.
	1 Execution: CS+PS

	12.2.2.2
	Combined PS attach / PS only attach accepted
	R99
	C88
	UE supporting PS domain services and CS domain services.
	

	12.2.2.3
	Combined PS attach / PS attach while IMSI attach
	R99
	C103
	UE supports UE operation mode A and does not support automatic PS attach procedure at switch on.
	

	12.2.2.4
	Combined PS attach / rejected / IMSI invalid / illegal ME
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.5
	Combined PS attach / rejected / PS services and non-PS services not allowed
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.6
	Combined PS attach / rejected / PS services not allowed
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.7a
	Combined PS attach / rejected / location area not allowed
	R99
	C78
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and PS attach attempted automatically by outstanding request.
	

	12.2.2.7b
	Combined PS attach / rejected / No Suitable Cells In Location Area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.7c
	Combined PS attach / rejected / Roaming not allowed in this location area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.7d
	Combined PS attach / rejected / PS services not allowed in this PLMN
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.7e
	Combined PS attach / rejected / Not authorized for this CSG
	Rel-8
	C652
	UE supporting PS domain services, CS domain services (UE supports UE operation mode A) and CSG.
	1 Execution: CS+PS

	12.2.2.8
	Combined PS attach / abnormal cases / attempt counter check / miscellaneous reject causes
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.9
	Combined PS attach / abnormal cases / PS detach procedure collision
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.X
	Combined PS attach / abnormal cases / access barred due to paging permission with access control
	Rel-8
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS

	12.3.1.1
	PS detach / power off / accepted
	R99
	C79
	UE supporting PS domain services and supports power on/off.
	1 Execution: PS

	
	<< many rows skipped here >>
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