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8.3.3
X2 Setup 

8.3.3.1
General

The purpose of the X2 Setup procedure is to exchange application level configuration data needed for two eNBs to interoperate correctly over the X2 interface. This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also resets the X2 interface like a Reset procedure would do.
The procedure uses non UE-associated signalling.

8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: X2 Setup, successful operation
An eNB1 initiates the procedure by sending the X2 SETUP REQUEST message to a candidate eNB2. The candidate eNB2 replies with the X2 SETUP RESPONSE message. The initiating eNB1 shall transfer the complete list of its served cells and, if available, a list of supported GU Group Ids to the candidate eNB2. The candidate eNB2 shall reply with the complete list of its served cells and shall include, if available, a list of supported GU Group Ids in the reply. 
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8.3.6
Resource Status Reporting Initiation

8.3.6.1
General

This procedure is used by an eNB to request the reporting of load measurements to another eNB.

The procedure uses non UE-associated signalling.

8.3.6.2
Successful Operation
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Figure 8.3.6.2-1: Resource Status Reporting Initiation, successful operation 

The procedure is initiated with a RESOURCE STATUS REQUEST message sent from eNB1 to eNB2. Upon receipt, eNB2 shall initiate the requested measurement according to the parameters given in the request in case the Registration Request IE set to "start" and shall stop all cells measurements and terminate the reporting in case the Registration Request IE is set to “stop".

If the Registration Request IE is set to "start" then the Report Characteristics IE shall be included in RESOURCE STATUS REQUEST message.

The Report Characteristics IE indicates the type of measurements eNB2 shall perform.

For each request cell, the eNB2 shall include in the RESOURCE STATUS UPDATE message;

-
the Radio Resource Status IE, if  the first bit, “PRB Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1,

-
the S1 TNL Load Indicator IE, if  the second bit, “TNL Load Ind Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1,

-
the Hardware Load Indicator IE, if  the third bit, “HW Load Ind Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1, 
-
the Composite Available Capacity Group IE, if  the fourth bit, “Composite Available Capacity Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1. If Cell Capacity Class Value IE is included within the Composite Available Capacity Group IE, this IE is used to assign weights to the available capacity indicated in the Capacity Value IE.

If the Reporting Periodicity IE is included in the RESOURCE STATUS REQUEST message, eNB2 shall use its value as the time interval between two subsequent measurement reports.

If eNB2 is capable to provide resource status information, it shall initiate the measurements as requested by eNB1, and respond with the RESOURCE STATUS RESPONSE message.  
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9.1.2.3
X2 SETUP REQUEST

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22  
	
	YES
	reject

	Served Cells
	
	1 to maxCellineNB
	
	Complete list of cells served by the eNB
	YES
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 to maxnoofNeighbours
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD and EARFCN for TDD
	–
	–

	GU Group Id List
	
	0 to maxfPools
	
	This is all the pools to which the eNB belongs to
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20 
	
	-
	-


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.


9.1.2.4
X2 SETUP RESPONSE

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	Served Cells
	
	1 to maxCellineNB
	
	Complete list of cells served by the eNB
	YES
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 to maxnoofNeighbours
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD and EARFCN for TDD
	–
	–

	GU Group Id List
	
	0 to maxPools
	
	This is all the pools to which the eNB belongs to
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.
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9.1.2.8
ENB CONFIGURATION UPDATE

This message is sent by an eNB to a peer eNB to transfer updated information for a TNL association.

Direction: eNB1 ( eNB2. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Served Cells To Add
	
	0 to maxCellineNB
	
	Complete list of added cells served by the eNB
	GLOBAL
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 to maxnoofNeighbours
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD and EARFCN for TDD
	–
	–

	Served Cells To Modify
	
	0 to maxCellineNB
	
	Complete list of modified cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	This is the old E-UTRAN Cell Global Identifier
	-
	-

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 to maxnoofNeighbours
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD and EARFCN for TDD
	–
	–

	>Deactivation Indication
	O
	
	ENUMERATED(deactivated,

…)
	Indicates the concerned cell is switched off for energy saving reasons
	YES
	ignore

	Served Cells To Delete
	
	0 to maxCellineNB
	
	Complete list of deleted cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	This is the old E-UTRAN Cell Global Identifier of the cell to be deleted
	-
	-

	GU Group Id To Add List
	
	0 to maxPools
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-

	GU Group Id To Delete List
	
	0 to maxPools
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.


----------------------------------

Skip unchanged text

----------------------------------
9.1.2.11
RESOURCE STATUS REQUEST
This message is sent by an eNB1 to neighbouring eNB2 to initiate the requested measurement according to the parameters given in the message. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,

…)
	 A valueset to “stop”,  indicates a request to stop all cells measurements.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object the eNB2 is requested to report.

First Bit = PRB Periodic,

Second Bit=  TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic.

Bits 5 to 32 shall be ignored by the eNB2
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list for which measurement is needed
	YES
	ignore

	>Cell To Report Item
	
	1 to maxCellineNB
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	
	

	Reporting Periodicity
	O
	
	ENUMERATED(1000ms, 2000ms, 5000ms,10000ms, …)
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value “stop”.
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