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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

AM
Acknowledged Mode

ASN.1
Abstract Syntax Notation One

ARQ
Automatic Repeat Request

AS
Access Stratum

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

CCCH
Common Control Channel

CCO
Cell Change Order

CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI
CSFB
CS fallback
CSG
Closed Subscriber Group
Not affected part is not shown

	Next change


5.3.3
RRC connection establishment

5.3.3.1
General
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Figure 5.3.3.1-1: RRC connection establishment, successful
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Figure 5.3.3.1-2: RRC connection establishment, network reject
The purpose of this procedure is to establish an RRC connection. RRC connection establishment involves SRB1 establishment. The procedure is also used to transfer the initial NAS dedicated information/ message from the UE to E-UTRAN.

E-UTRAN applies the procedure as follows:

-
to establish SRB1 only.
5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
3>
if the ac-BarringForEmergency is set to FALSE:

4>
consider access to the cell as not barred;

3>
else if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:

NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN.

4>
if the ac-BarringInfo includes ac-BarringForMO-Data, and for all of the valid Access Classes for the UE, the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to one:

5>
consider access to the cell as barred;

4>
else:

5>
consider access to the cell as not barred;

3>
else:

4>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;
1>
else if the UE is establishing the RRC connection for mobile originating calls; or 
1> if the UE is establishing the RRC connection for mobile originating CS fallback and SystemInformationBlockType2 does not include the ac-BarringForCSFB:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for mobile originating signalling:

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;
1>
else the UE is establishing the RRC connection for mobile originating CS fallback and SystemInformationBlockType2 includes the ac-BarringForCSFB:

2>
if timer T302 or T306 is running:
3>
consider access to the cell as barred;


2> else 
3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForCSFB is set to zero:

4>
consider access to the cell as not barred;

3>
else:
4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForCSFB:

5>
consider access to the cell as not barred;
4>
else:

5>
consider access to the cell as barred;
1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls or for mobile originating CS fallback and SystemInformationBlockType2 does not include the ac-BarringForCSFB and if both timers T302 and T303 are not running:
3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T303 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Data:

T303= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls and for mobile originating CS fallback is applicable, upon which the procedure ends;

2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;
2>
else if the UE is establishing the RRC connection for mobile originating CS fallback and SystemInformationBlockType2 includes the ac-BarringForCSFB and if both timers T302 and T306 are not running:
3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T306 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForCSFB:

T306= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating CS fallback is applicable, upon which the procedure ends;
2>
else if the UE is establishing the RRC connection for emergency calls:

3>
inform upper layers about the failure to establish the RRC connection and that access barring for emergency calls is applicable, upon which the procedure ends;

2>
else:

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;
	Next Change


5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;
1>
stop timer T306, if running;
1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the 'Registered MME', include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends;
	Next Change


5.3.3.5
Cell re-selection while T300, T302, T303, T305 or T306 is running

The UE shall:
1>
if cell reselection occurs while T300, T302, T303, T305 or T306 is running:

2>
if timer T302, T303, T305 and/ or T306 is running:
3>
stop timer T302, T303, T305 and T306, whichever ones were running;

3>
perform the actions as specified in 5.3.3.7;

2>
if timer T300 is running:

3>
stop timer T300;

3>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

	Next Change


5.3.3.7
T302, T303, T305 or T306 expiry or stop

The UE shall:

1>
if timer T302 expires or is stopped:

2>
inform upper layers about barring alleviation for mobile terminating access;

2>
if timer T303 is not running:
3>
if timer T306 is not running:

4>
inform upper layers about barring alleviation for mobile originating CS fallback;
3>
inform upper layers about barring alleviation for mobile originating calls;
2>
if timer T305 is not running:

3>
inform upper layers about barring alleviation for mobile originating signalling;
2>
if timer T306 is not running:
3> if timer T303 is running and SystemInformationBlockType2 includes the ac-BarringForCSFB:
4>
inform upper layers about barring alleviation for mobile originating CS fallback;
1> if timer T303 expires or is stopped:
2>
if timer T302 is not running:
3> if timer T306 is not running: 

4>
inform upper layers about barring alleviation for mobile originating CS fallback;

3>
inform upper layers about barring alleviation for mobile originating calls;
1>
if timer T305 expires or is stopped:

2>
if timer T302 is not running:

3>
inform upper layers about barring alleviation for mobile originating signalling;
1>
if timer T306 expired or is stopped:

2>
if timer T302 is not running:

3>
inform upper layers about barring alleviation for mobile originating CS fallback;
	Next Change


5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1>
reset MAC and release the MAC configuration;

1>
start timer T302, with the timer value set to the waitTime;

1>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access is applicable and mobile originating CS fallback, upon which the procedure ends;
	Next Change


6.3.1
System information blocks

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo





SEQUENCE {



ac-BarringForEmergency



BOOLEAN,



ac-BarringForMO-Signalling


AC-BarringConfig



OPTIONAL,
-- Need OP



ac-BarringForMO-Data



AC-BarringConfig



OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfigList


MBSFN-SubframeConfigList


OPTIONAL, 
-- Need OR

timeAlignmentTimerCommon


TimeAlignmentTimer,


...,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,
-- Need OP


[[
ssac-BarringForMMTEL-Voice-r9

AC-BarringConfig



OPTIONAL,
-- Need OP



ssac-BarringForMMTEL-Video-r9

AC-BarringConfig



OPTIONAL
-- Need OP


]],

[[
ac-BarringForCSFB-r10



AC-BarringConfig


OPTIONAL
-- Need OP


]]
}

AC-BarringConfig ::=



SEQUENCE {

ac-BarringFactor




ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



BIT STRING (SIZE(5))

}

MBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringForEmergency

Access class barring for AC 10.

	ac-BarringForMO-Signalling

Access class barring for mobile originating signalling.

	ac-BarringForMO-Data

Access class barring for mobile originating calls.

	ac-BarringFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…,p95 = 0.95.

	ac-BarringTime

Mean access barring time value in seconds.

	ac-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	mbsfn-SubframeConfigList

Defines the subframes that are reserved for MBSFN in downlink.

	ssac-BarringForMMTEL-Voice

Service specific access class barring for MMTEL voice originating calls.

	ssac-BarringForMMTEL-Video

Service specific access class barring for MMTEL video originating calls.

	ac-BarringForCSFB

Access class barring information for mobile originating CS fallback calls.


	Next Change


7.3
Timers (Informative)

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest 
	Reception of RRCConnectionSetup or RRCConnectionReject message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover to EUTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T310
	Upon detecting physical layer problems i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId


	End of changes
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