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Agenda Item
8.3.1

8.3.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-101269: RAN3 CRs for Rel-8
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101269
	R3-103146
	Correction of Inter-system SRVCC
	25.413
	1080
	-
	F
	8.6.0
	TEI8
	Rel-8

	RP-101269
	R3-103147
	Correction of Inter-system SRVCC
	25.413
	1081
	-
	A
	9.4.0
	TEI8
	Rel-9

	RP-101269
	R3-103148
	Correction on the Functional Split Table of MOCN
	25.467
	0110
	-
	F
	8.5.0
	HNB-arch
	Rel-8

	RP-101269
	R3-103340
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.423
	1645
	-
	F
	8.10.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-101269
	R3-103341
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.423
	1646
	-
	A
	9.4.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-101269
	R3-103342
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.423
	1647
	-
	A
	10.0.0
	RANimp-EnhState1.28TDD
	Rel-10

	RP-101269
	R3-103343
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.433
	1849
	-
	F
	8.10.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-101269
	R3-103344
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.433
	1850
	-
	A
	9.4.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-101269
	R3-103345
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.433
	1851
	-
	A
	10.0.0
	RANimp-EnhState1.28TDD
	Rel-10

	RP-101269
	R3-103604
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.423
	1648
	1
	F
	8.10.0
	RANimp-LCRCPC
	Rel-8

	RP-101269
	R3-103605
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.423
	1649
	1
	A
	9.4.0
	RANimp-LCRCPC
	Rel-9

	RP-101269
	R3-103802
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.423
	1650
	2
	A
	10.0.0
	RANimp-LCRCPC
	Rel-10

	RP-101269
	R3-103607
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.433
	1852
	1
	F
	8.10.0
	RANimp-LCRCPC
	Rel-8

	RP-101269
	R3-103608
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.433
	1853
	1
	A
	9.4.0
	RANimp-LCRCPC
	Rel-9

	RP-101269
	R3-103609
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.433
	1854
	1
	A
	10.0.0
	RANimp-LCRCPC
	Rel-10


8.3.5.1
CRs related to LTE
RP-101270: CRs related to LTE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101270
	R3-103475
	Object ID for LPPa modules
	36.455
	0017
	-
	F
	9.3.0
	LCS_LTE
	Rel-9

	RP-101270
	R3-103153
	Correction of E-RAB Data Forwarding in HANDOVER COMMAND and DOWNLINK S1 CDMA2000 TUNNELING
	36.413
	0755
	-
	F
	9.4.0
	LTE-interfaces
	Rel-9

	RP-101270
	R3-103795
	Correction of semantics description
	36.423
	0403
	3
	F
	9.4.0
	LTE-Interfaces
	Rel-9

	RP-101270
	R3-103801
	Correction of ASN1 in M3AP
	36.444
	0015
	1
	F
	9.2.0
	MBMS_LTE
	Rel-9

	RP-101270
	R3-103149
	Addtion of missing acronym definition
	36.902
	0016
	-
	F
	9.2.0
	SON
	Rel-9


8.3.5.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI9]
RP-101271: Other Rel-9 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101271
	R3-103154
	PPI value for SABP in Iuh
	25.467
	0111
	-
	F
	9.3.0
	EHNB-RAN3
	Rel-9

	RP-101271
	R3-103161
	Clarification on Inbound Mobility to HNB
	25.467
	0113
	-
	F
	9.3.0
	EHNB-RAN3
	Rel-9

	RP-101271
	R3-103159
	Clarification on Handover Restriction List
	36.413
	0756
	-
	F
	9.4.0
	LTE-interfaces, TEI9
	Rel-9

	RP-101271
	R3-103160
	Clarification on Handover Restriction List
	36.423
	0385
	-
	F
	9.4.0
	LTE-interfaces, TEI9
	Rel-9

	RP-101271
	R3-103794
	Multiple PLMNs Selection in eNodeB for CS fallback
	36.413
	0761
	4
	F
	9.4.0
	LTE-Interfaces, TEI9
	Rel-9

	RP-101271
	R3-103683
	Power Offset For S-CPICH for MIMO of secondary cell
	25.423
	1651
	1
	F
	9.4.0
	RANimp-DC_MIMO
	Rel-9

	RP-101271
	R3-103684
	Power Offset For S-CPICH for MIMO of secondary cell
	25.423
	1652
	1
	A
	10.0.0
	RANimp-DC_MIMO
	Rel-10

	RP-101271
	R3-103150
	Handling of CDMA2000 HO Required Indication
	36.413
	0753
	-
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103617
	Correction of GBR and MBR
	36.413
	0783
	1
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103638
	Adding abnormal conditions to Enhanced Cell/URA_PCH
	25.433
	1847
	1
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103639
	Adding abnormal conditions to Enhanced Cell/URA_PCH
	25.433
	1848
	1
	A
	10.0.0
	TEI9
	Rel-10

	RP-101271
	R3-103708
	Clarification on the overload action only accepting emergency and MT sessions
	36.413
	0799
	-
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103738
	Clarification on SRVCC procedure in case of PS handover failure
	36.413
	0780
	2
	F
	9.4.0
	TEI9
	Rel-9


10.1.5

Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-101272: TEI10 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101272
	R3-103168
	Prioritised handling of MPS session in S1-AP PAGING message
	36.413
	0752
	2
	B
	9.4.0
	TEI10
	Rel-10

	RP-101272
	R3-103721
	Incorrect causes in the Error Indication msg
	36.413
	0797
	1
	F
	9.4.0
	TEI10
	Rel-10

	RP-101272
	R3-103766
	Introduction of an new overload action IE to permit high priority access
	36.413
	0776
	3
	B
	9.4.0
	TEI10
	Rel-10

	RP-101272
	R3-103803
	Clarification on the overload action only accepting emergency and MT sessions
	36.413
	0800
	1
	A
	9.4.0
	TEI10
	Rel-10

	RP-101272
	R3-103804
	Enhancement of the IP address exchange mechanism for ANR purposes
	36.413
	0764
	2
	C
	9.4.0
	TEI10
	Rel-10

	RP-101272
	R3-103701
	Adding support for ECN in UTRA
	25.401
	0133
	1
	B
	9.1.0
	TEI10, ECSRA_LAA
	Rel-10

	RP-101272
	R3-103799
	Alignment of tabular with ASN.1 for S1 Setup message
	36.413
	0754
	2
	F
	9.4.0
	LTE, TEI10
	Rel-10

	RP-101272
	R3-103800
	Clarification of use of RNC-ID
	25.467
	0112
	2
	F
	9.3.0
	HNB, TEI10
	Rel-10


RP-101389: LIPA_SIPTO CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101370
	R3-103248
	Introduction of the SIPTO at Iu-PS Function
	25.401
	0131
	-
	B
	9.1.0
	LIPA_SIPTO
	Rel-10

	RP-101370
	R3-103249
	Introduction of the SIPTO at Iu-PS Function
	25.410
	0070
	-
	B
	9.0.0
	LIPA_SIPTO
	Rel-10

	RP-101370
	R3-103669
	Introduction of the SIPTO at Iu-PS Function
	25.413
	1084
	1
	B
	9.4.0
	LIPA_SIPTO
	Rel-10

	RP-101370
	R3-103781
	Introduction of LIPA Functions for UMTS
	25.467
	0117
	2
	B
	9.3.0
	LIPA_SIPTO
	Rel-10

	RP-101370
	R3-103797
	LIPA Impact In RAN3
	25.413
	1086
	2
	B
	9.4.0
	LIPA_SIPTO
	Rel-10

	RP-101370
	R3-103815
	LIPA Impact In RAN3
	36.413
	0779
	5
	B
	9.4.0
	LIPA_SIPTO
	Rel-10


10.2.2

1.28Mcps TDD Multi-carrier HSUPA [450019, TDD_MC_HSUPA, 12/2010]
RP-101274: 1.28Mcps TDD Multi-carrier HSUPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101274
	R3-103643
	Introduction of MC-HSUPA to RNSAP
	25.423
	1643
	2
	B
	10.0.0
	TDD_MC_HSUPA
	Rel-10

	RP-101274
	R3-103644
	Introduction of MC-HSUPA to NBAP
	25.433
	1844
	2
	B
	10.0.0
	TDD_MC_HSUPA
	Rel-10

	RP-101274
	R3-103814
	Introduction of MC-HSUPA for 1.28Mcps TDD
	25.427
	0150
	1
	B
	9.0.0
	TDD_MC_HSUPA
	Rel-10


10.2.5.1
Four carrier HSDPA – Core Part [460115, 4C_HSDPA-Core, 12/2010]
RP-101275: Four carrier HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101275
	R3-103155
	Correction of 4C-HSDPA secondary serving HS-DSCH RL change
	25.423
	1642
	-
	F
	10.0.0
	4C_HSDPA-Core
	Rel-10

	RP-101275
	R3-103156
	Correction of 4C-HSDPA secondary serving HS-DSCH RL change
	25.433
	1843
	-
	F
	10.0.0
	4C_HSDPA-Core
	Rel-10

	RP-101275
	R3-103629
	Addition of simultaneous cell capability for Multi-Carrier HSDPA and Single Stream MIMO
	25.423
	1657
	1
	F
	10.0.0
	4C_HSDPA-Core
	Rel-10

	RP-101275
	R3-103640
	Addition of simultaneous cell capability for Multi-Carrier HSDPA and Single Stream MIMO
	25.433
	1857
	1
	F
	10.0.0
	4C_HSDPA-Core
	Rel-10

	RP-101275
	R3-103810
	Throughput/Energy Savings tradeoff for Dual Band UEs
	25.433
	1859
	3
	B
	10.0.0
	4C_HSDPA-Core
	Rel-10

	RP-101275
	R3-103811
	Throughput/Energy Savings tradeoff for Dual Band UEs
	25.423
	1658
	3
	B
	10.0.0
	4C_HSDPA-Core
	Rel-10


10.2.6.1
Inclusion of “RF Pattern Matching Technologies” as positioning method in the UTRAN – Core Part [460105, LCS_UMTS_RFPMT-Core, 12/2010]
RP-101276: RF Pattern Matching Technologies CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101276
	R3-103688
	Clarification of reporting of CellID measurements
	25.453
	0128
	1
	C
	10.0.0
	LCS_UMTS_RFPMT-Core
	Rel-10

	RP-101276
	R3-103798
	IRAT measurement for enhanced positioning capability
	25.453
	0127
	6
	C
	10.0.0
	LCS_UMTS_RFPMT-Core
	Rel-10


10.2.7.1
MU-MIMO for 1.28Mcps TDD – Core Part [470112, MUMIMO_LCR_TDD-Core, 12/2010]
RP-101277: MU-MIMO for 1.28Mcps TDD CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101277
	R3-103229
	Introduction of MU-MIMO to CTCH of Iur user plane
	25.425
	0150
	-
	B
	9.1.0
	MUMIMO_LCR_TDD-Core
	Rel-10

	RP-101277
	R3-103230
	Introduction of MU-MIMO to CTCH of Iub user plane
	25.435
	0245
	-
	B
	9.3.0
	MUMIMO_LCR_TDD-Core
	Rel-10

	RP-101277
	R3-103689
	Introduction of MU-MIMO to RNSAP
	25.423
	1644
	2
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	Rel-10

	RP-101277
	R3-103690
	Introduction of MU-MIMO to NBAP
	25.433
	1845
	2
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	Rel-10


10.3.1

UMTS/LTE 3500 MHz [380073, RInImp8-UMTSLTE3500, 12/2010]
RP-101278: UMTS/LTE 3500 MHz CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101278
	R3-103318
	CR UMTS/LTE-3500 spectrum band definition additions for TDD Iuant interface to TS 25.461
	25.461
	0061
	2
	B
	10.0.0
	RInImp8-UMTSLTE3500
	Rel-10

	RP-101278
	R3-103319
	CR UMTS/LTE-3500 spectrum band definition additions for TDD Iuant interface to TS 25.466
	25.466
	0028
	1
	B
	10.0.0
	RInImp8-UMTSLTE3500
	Rel-10


10.3.3.1
HNB and HeNB Mobility Enhancements UMTS/LTE 3500 MHz – Core Part [470105, HNB_HENB_mob_enh-Core, 12/2010]
RP-101279: HNB and HeNB Mobility Enhancements CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101279
	R3-103812
	X2 handover support
	36.413
	0798
	4
	B
	9.4.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-101279
	R3-103813
	X2 handover support
	36.423
	0407
	4
	B
	9.4.0
	HNB_HENB_mob_enh-Core
	Rel-10


10.3.3.1.1
Voting about HNB Mobility Enhancements
RP-101187: Technically endorsed CR package for the RANAP option

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101187
	R3-103516
	Optimized HNB to HNB mobility in Cell-DCH – HNB-GW based solution
	25.467
	101
	4
	B
	9.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-101187
	R3-103517
	RANAP procedure clarification in the Optimized HNB to HNB mobility in Cell-DCH
	25.413
	1079
	3
	B
	9.4.0
	HNB_HENB_mob_enh-Core
	Rel-10


RP-101188: Technically endorsed CR package for the RNSAP option

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101188
	R3-103807
	Introduction of HNB to HNB mobility procedure using direct interface.
	25.467
	114
	4
	B
	9.3.0
	HNB_HENB_mob_enh-Core
	Rel-10


10.3.4.1
Expanded 1900 MHz Band for UTRA and LTE – Core Part [480124, E1900-Core, 12/2010]
RP-101280: Expanded 1900 MHz Band for UTRA and LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101280
	R3-103312
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.461
	25.461
	0063
	-
	B
	10.0.0
	E1900-Core
	Rel-10

	RP-101280
	R3-103313
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.466
	25.466
	0030
	-
	B
	10.0.0
	E1900-Core
	Rel-10


10.4.6.1
Relays for LTE – Core Part [460113, LTE_Relay-Core, 12/2010]
RP-101281: Relays for LTE CRs

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101281
	R3-103755
	Adding List of GUMMEIs to Overload related messages
	36.413
	0794
	2
	B
	9.4.0
	LTE_Relay-Core
	Rel-10


10.4.8.1
Enhanced ICIC for non-CA based deployments of heterogeneous networks for LTE – Core Part [470107, eICIC_LTE-Core, 12/2010]
RP-101282: Enhanced ICIC CRs

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101282
	R3-103667
	Introduction of X2 signalling support for eICIC
	36.423
	0404
	2
	B
	9.4.0
	eICIC_LTE-Core
	Rel-10

	RP-101282
	R3-103776
	Enabling reporting of ABS usage for eICIC purposes
	36.423
	0406
	3
	C
	9.4.0
	eICIC_LTE-Core
	Rel-10


10.4.9.1
Adding 2 GHz band LTE for ATC of MSS in North America – Core Part [470109, S_Band_LTE_ATC_MSS-Core, 12/2010]
RP-101283: 2 GHz band LTE for ATC of MSS in North America CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101283
	R3-103310
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.461
	25.461
	0060
	2
	B
	10.0.0
	S_Band_LTE_ATC_MSS-Core
	Rel-10

	RP-101283
	R3-103311
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.466
	25.466
	0027
	1
	B
	10.0.0
	S_Band_LTE_ATC_MSS-Core
	Rel-10


10.4.11.1
LTE Self Optimizing Networks (SON) enhancements – Core Part [470111, SONenh_LTE-Core, 12/2010]
RP-101304: LTE SON enhancements CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101304
	R3-103657
	Inter-RAT cell load reporting for multiple cells
	36.413
	0768
	1
	B
	9.4.0
	SONenh_LTE-Core
	Rel-10

	RP-101304
	R3-103769
	Event-triggered inter-RAT cell load reporting
	36.413
	0769
	2
	B
	9.4.0
	SONenh_LTE-Core
	Rel-10

	RP-101304
	R3-103770
	Inter-RAT MRO for Detection of too early inter-RAT handover with no RLF
	36.413
	0791
	2
	B
	9.4.0
	SONenh_LTE-Core
	Rel-10

	RP-101304
	R3-103771
	Inter-RAT MRO for Detection of too early inter-RAT handover with no RLF
	25.413
	1087
	2
	B
	9.4.0
	SONenh_LTE-Core
	Rel-10

	RP-101304
	R3-103783
	Introduction of partial failure in Resource Status Reporting Initiation procedure including detailed reporting of failure cause
	36.423
	0393
	2
	B
	9.4.0
	SONenh_LTE-Core
	Rel-10
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