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Introduction

Total Number of CRs agreed for this WI: 55. TSs being affected:

· 34.108 - 
  0 CR(s)

· 34.121-1 - 
  0 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.122 - 
  0 CR(s)

· 36.508 - 
  0 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
55 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)
Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
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	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-110150
	36.521-3
	0296
	-
	F
	Rel-9
	9.3.0
	RRC Re-establishment tests: Corrections to Message contents
	LTE-UEConTest_RF

	R5-110151
	36.521-3
	0297
	-
	F
	Rel-9
	9.3.0
	Radio link monitoring tests: Corrections to Message contents
	LTE-UEConTest_RF

	R5-110155
	36.521-3
	0298
	-
	F
	Rel-9
	9.3.0
	UE Measurements Procedures tests: Test loop
	LTE-UEConTest_RF

	R5-110167
	36.521-3
	0299
	-
	F
	Rel-9
	9.3.0
	Removal of [ ] from PDSCH and PCFICH/PDCCH/PHICH Measurement Channel references
	LTE-UEConTest_RF

	R5-110348
	36.521-3
	0300
	-
	F
	Rel-9
	9.3.0
	Revision of 36.521-3 Annex G - Statistical testing
	LTE-UEConTest_RF

	R5-110418
	36.521-3
	0301
	-
	F
	Rel-9
	9.3.0
	Correction to TDD cell re-selection
	LTE-UEConTest_RF

	R5-110419
	36.521-3
	0302
	-
	F
	Rel-9
	9.3.0
	Correction to exception messages in 4.5.1 HRPD Re selection test
	LTE-UEConTest_RF

	R5-110424
	36.521-3
	0303
	-
	F
	Rel-9
	9.3.0
	Alignment of exception messages for TDD event triggered measurement tests
	LTE-UEConTest_RF

	R5-110435
	36.521-3
	0304
	-
	F
	Rel-9
	9.3.0
	Modification of message content definition for TC 8.4.1
	LTE-UEConTest_RF

	R5-110437
	36.521-3
	0305
	-
	F
	Rel-9
	9.3.0
	Update to TC 8.6.1: E-UTRAN TDD - UTRAN FDD event triggered reporting under fading propagation conditions
	LTE-UEConTest_RF

	R5-110438
	36.521-3
	0306
	-
	F
	Rel-9
	9.3.0
	Correction to TC 8.7.1: E-UTRA TDD to UTRA(1.28 Mcps TDD OPTION) cell search in fading propagation conditions
	LTE-UEConTest_RF

	R5-110443
	36.521-3
	0307
	-
	F
	Rel-9
	9.3.0
	Update to TC 8.8.1: E-UTRAN FDD - GSM event triggered reporting in AWGN
	LTE-UEConTest_RF

	R5-110445
	36.521-3
	0308
	-
	F
	Rel-9
	9.3.0
	Corrections to TC 8.9.1: E-UTRAN FDD - UTRAN TDD event triggered reporting under fading propagation conditions
	LTE-UEConTest_RF

	R5-110520
	36.521-3
	0309
	-
	F
	Rel-9
	9.3.0
	Correction to Inter-RAT Connected State Mobility for Alignment
	LTE-UEConTest_RF

	R5-110546
	36.521-3
	0310
	-
	F
	Rel-9
	9.3.0
	Uncertainties and Test Tolerances for Connected State Mobility Inter-RAT to UTRAN test
	LTE-UEConTest_RF

	R5-110549
	36.521-3
	0312
	-
	F
	Rel-9
	9.3.0
	Uncertainties and Test Tolerances for Connected State Mobility Inter-RAT to GSM unknown test
	LTE-UEConTest_RF

	R5-110584
	36.521-3
	0314
	-
	F
	Rel-9
	9.3.0
	Correction to gap pattern ID in test case 5.1.4
	LTE-UEConTest_RF

	R5-110586
	36.521-3
	0315
	-
	F
	Rel-9
	9.3.0
	Clarification to 1.4 MHz testing and applicacbility in test case 7.1.1
	LTE-UEConTest_RF

	R5-110588
	36.521-3
	0316
	-
	F
	Rel-9
	9.3.0
	Test time limit correction for DRX=40ms in test case 8.1.3
	LTE-UEConTest_RF

	R5-110863
	36.521-3
	0330
	-
	F
	Rel-9
	9.3.0
	Higher SNR on event triggered measurement tests
	LTE-UEConTest_RF

	R5-110866
	36.521-3
	0311
	-
	F
	Rel-9
	9.3.0
	Addition to Measurement Uncertainties and Test Tolerances for Connected State Mobility Inter-RAT to UTRAN test in Annex
	LTE-UEConTest_RF

	R5-110868
	36.521-3
	0313
	-
	F
	Rel-9
	9.3.0
	Addition to Measurement Uncertainties and Test Tolerances for Connected State Mobility Inter-RAT to GSM unknown test in Annex
	LTE-UEConTest_RF

	R5-110902
	36.521-3
	0317
	-
	F
	Rel-9
	9.3.0
	CR to 36.521-3: Update LTE RRM test requirements for EUTRA TDD LTE band 41
	LTE-UEConTest_RF

	R5-110903
	36.521-3
	0318
	-
	F
	Rel-9
	9.3.0
	Correction to exception messages in 5.3.1 HRPD HHO test
	LTE-UEConTest_RF

	R5-110904
	36.521-3
	0319
	-
	F
	Rel-9
	9.3.0
	MIMO Correlation scenario for RLM test cases
	LTE-UEConTest_RF

	R5-110905
	36.521-3
	0320
	-
	F
	Rel-9
	9.3.0
	Enabling HARQ for section 8 and 9 RRM Tests
	LTE-UEConTest_RF

	R5-110907
	36.521-3
	0321
	-
	F
	Rel-9
	9.3.0
	Re-ordering of Time periods, definition of uncertainties, and addition of Test Tolerances for RRM test case 4.3.1.1
	LTE-UEConTest_RF

	R5-110910
	36.521-3
	0322
	-
	F
	Rel-9
	9.3.0
	Updated Test Tolerances for RRM Test cases 7.1.1 + 7.1.2
	LTE-UEConTest_RF

	R5-110911
	36.521-3
	0323
	-
	F
	Rel-9
	9.3.0
	Uncertainties and Test Tolerances for Connected State Mobility Inter-RAT to GSM tests
	LTE-UEConTest_RF

	R5-110912
	36.521-3
	0324
	-
	F
	Rel-9
	9.3.0
	Addition to Measurement Uncertainties and Test Tolerances for Connected State Mobility Inter-RAT to GSM test in Annex
	LTE-UEConTest_RF

	R5-110927
	36.521-3
	0325
	-
	F
	Rel-9
	9.3.0
	Corrections to RRM TC 8.1.1, 8.1.2 and 8.1.3
	LTE-UEConTest_RF

	R5-110928
	36.521-3
	0326
	-
	F
	Rel-9
	9.3.0
	Corrections to test cases about E-UTRAN FDD-FDD Inter-frequency measurement 8.3.1, 8.3.2 and 8.3.3
	LTE-UEConTest_RF

	R5-110929
	36.521-3
	0327
	-
	F
	Rel-9
	9.3.0
	Corrections to TCs related to E-UTRAN FDD - UTRAN measurements: 8.5.1, 8.5.2 and 8.5.3
	LTE-UEConTest_RF

	R5-110930
	36.521-3
	0328
	-
	F
	Rel-9
	9.3.0
	UE Measurement procedures tests: Corrections to Message contents
	LTE-UEConTest_RF

	R5-110931
	36.521-3
	0329
	-
	F
	Rel-9
	9.3.0
	DL-RMC-s and OCNG for RRM tests: Updates
	LTE-UEConTest_RF

	R5-110946
	36.521-3
	0331
	-
	F
	Rel-9
	9.3.0
	Uncertainties and Test Tolerances for RRM test case 4.3.1.2
	LTE-UEConTest_RF

	R5-110948
	36.521-3
	0332
	-
	F
	Rel-9
	9.3.0
	Uncertainties and Test Tolerances for RRM test cases 4.4.1 and 4.4.2
	LTE-UEConTest_RF

	R5-110956
	36.521-3
	0333
	-
	F
	Rel-9
	9.3.0
	Modification of test case 5.1.6 - E-UTRAN TDD-TDD inter frequency handover: unknown target cell
	LTE-UEConTest_RF

	R5-110957
	36.521-3
	0334
	-
	F
	Rel-9
	9.3.0
	LTE RRM: reference to state 3A in 36.521-3
	LTE-UEConTest_RF

	R5-110958
	36.521-3
	0335
	-
	F
	Rel-9
	9.3.0
	Correction to RRM testes for Alignment
	LTE-UEConTest_RF

	R5-110959
	36.521-3
	0336
	-
	F
	Rel-9
	9.3.0
	CR to 36.521-3: E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy test case
	LTE-UEConTest_RF

	R5-110960
	36.521-3
	0337
	-
	F
	Rel-9
	9.3.0
	CR to 36.521-3: Addition of Multiple E-UTRAN FDD-FDD Inter-frequency event triggered reporting test case
	LTE-UEConTest_RF

	R5-110961
	36.521-3
	0338
	-
	F
	Rel-9
	9.3.0
	CR to 36.521-3: E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting test case
	LTE-UEConTest_RF

	R5-110962
	36.521-3
	0339
	-
	F
	Rel-9
	9.3.0
	Correction to exception messages in Radio Link Monitoring Test
	LTE-UEConTest_RF

	R5-110963
	36.521-3
	0340
	-
	F
	Rel-9
	9.3.0
	Correction to TC 8.4.2: E-UTRAN TDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	LTE-UEConTest_RF

	R5-110964
	36.521-3
	0341
	-
	F
	Rel-9
	9.3.0
	Corrections to TC 8.7.3: E-UTRAN TDD - UTRAN TDD SON ANR cell search reporting under AWGN propagation conditions
	LTE-UEConTest_RF

	R5-110965
	36.521-3
	0342
	-
	F
	Rel-9
	9.3.0
	Correct the message definitions related to the RSRP and RSRQ performance testing
	LTE-UEConTest_RF

	R5-110966
	36.521-3
	0343
	-
	F
	Rel-9
	9.3.0
	Update of RRM test 8.5.2 FDD SON
	LTE-UEConTest_RF

	R5-110974
	36.521-3
	0344
	-
	F
	Rel-9
	9.3.0
	PUSCH scheduling: Correction for considering DRX
	LTE-UEConTest_RF

	R5-110980
	36.521-3
	0345
	-
	F
	Rel-9
	9.3.0
	Correction to TC 8.8.2: E-UTRAN FDD - GSM Event triggered reporting when DRX is used in AWGN
	LTE-UEConTest_RF

	R5-110981
	36.521-3
	0346
	-
	F
	Rel-9
	9.3.0
	Update to TC 8.10.1: E-UTRAN TDD - GSM event triggered reporting in AWGN
	LTE-UEConTest_RF

	R5-110982
	36.521-3
	0347
	-
	F
	Rel-9
	9.3.0
	Corrections to TC 8.10.2: E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	LTE-UEConTest_RF

	R5-110983
	36.521-3
	0348
	-
	F
	Rel-9
	9.3.0
	Modification to TC 8.7.2: E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation conditions
	LTE-UEConTest_RF

	R5-110995
	36.521-3
	0352
	-
	F
	Rel-9
	9.3.0
	Radio link monitoring test 7.3.4: Minor correction to the test requirement
	LTE-UEConTest_RF

	R5-110996
	36.521-3
	0353
	-
	F
	Rel-9
	9.3.0
	Radio link monitoring tests: Corrections to the test procedure
	LTE-UEConTest_RF
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