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Change1:
	Test Step
	ts_ITU_BandInitializing

	Reason for change
	 In the localtree lt_ITURegion2 of the test step ts_ITU_BandInitializing,  at Line#29, the frequency assignment for cellB is missing.

	Summary of change
	 In the localtree lt_ITURegion2 at Line#29, cellID is changed to cellB from cellA.

	Source of change
	


Before:
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[_FDD_OperationBand = 2]
(ev_Cellinfoa frequencylnfo = ¢_FreginfoC
h_ITUBand2(a263))
[mITURegion2_SecondanFDD_Band =
band_s]

(ov_CalinfoB frequencyinfo =c_Freginfo
Ch_ITUBand3_8_10_14 (4133), fov_Cslin
foB.operationBand = ¢_RadioFrequentyBa
nGFDD_S,

tov_CellinfoC frequencyinio =c_FreginfoCh
_ITUBaNd3_8_10_14 (4133),tov_CellinfoC
aperationBand = ¢_RadioFrequencyBand
FDD_5,

tov_CellinfoD frequencyinfo
_ITUBand2 (3263))
[mITURegion2_SecondanFDD_Band =
band_s)

(ov_CalinfoB frequencyinfo = c_Freqinfo
Ch_ITUBand3_8_10_14 (1313), tov_Cslin
foB.operationBand = ¢_RadioFrequencyBa
niFDD_3,

tov_CellinfoC frequencyinio =c_FreginfoCh
_ITUBand3_8_10_14 (1313), tov_CellinfoC
aperationBand = ¢_RadioFrequencyBand
FDD_3,

tov_CellinfoD frequencyinfo
_ITUBand2 (3263))

[TRUE]

FredinfoCh

FredinfoCh

(ov_CalinfoB frequencyinfo = c_Fredinfo
Ch_ITUBand2 (2313),
te_CelinfoC requencyinfo = ¢_FreginfoC

h_ITUBand2 (9263,
tev_CellinfoD.requencyinfo = ¢_FreqinfoC.
h_ITUBand2 (3313))
[_FDD_OperationBand = 5]
[mCITURegion2_SecondanFDD_Band =
band_2]

Supports 2 and §

Doesn' support 5, but supports
4

Only supports 2

Supports 2 and §
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(tcv_CellinfoA frequencyinfo = ¢_Freginfo
Ch_ITUBand2(3263), tov_Cellinfofoperati
onBand = ¢_RadioFrequencyBandFDD_2,

tov_CellinfoB frequencyinfo =c_FreginoCh
_ITUBaNd3_8_10_14 (4133),
tov_CallinfoC frequencyinio =c_FreginfoCh
_ITUBaNd3_8_10_14 (4133),
tov_CellinfoD frequencyinio =c_FreginfoCh

_ITUBand2 (3263), tov_CellinfoD.operation
Band = ¢_RadioFrequencyBandFDD_2)
[m_ITURegion2_SecondanFDD_Band =
band_s)

(ov_Cellinfos frequencyinfo = ¢_Freginfo
Ch_ITUBand3_8_10_14 (4133),
tov_CellinfoA frequencyinfo = c_FreginfoCh
_ITUBaNd3_8_10_14 (1313), tov_Cellinfo
operationBand = ¢_RadioFrequencyBand
FDD_3,

te_CellinfoC requencyinfo = ¢_FreginfoC.
h_ITUBand3_8_10_14 (1313), tcv_Celinfo
C.operationBand = ¢_RadioFrequencyBan
FDD_3,
tov_CellinfoD frequencyinio =
h_ITUBand3_8_10_14 (4133)

[TRUE]

ov_Cellinfos frequencyinfo = ¢_Freginfo
Ch_ITUBand3_8_10_14 (4133),
te_CellinfoB.frequencyino = ¢_FreqinfaC
h_ITUBand3_8_10_14 (4158),
te_CellinfoC requencyinfo = ¢_FreginfoC
h_TUBand3_8_10_14 (4133),
tov_CellinfoD frequencyinfo
h_ITUBand3_8_10_14 (4158))
[_FDD_OperationBand = 4]
[mCITURegion2_SecondanFDD_Band =
band_2]

_FreginfoC

_FreginfoC

Doesn' support 2, but supports
4

Only supports band 5

Supports 2 and 4
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[_FDD_OperationBand = 2]
(ov_Callinfos frequencyinfo =
Ch_ITUBand2(3263)

[m_ITURegion2_SecondanFDD_Band =
band_s)

(ov_CalinfoB frequencyinfo =c_Freginfo
Ch_ITUBand3_8_10_14 (4133), fov_Callin
foB.operationBand = ¢_RadioFrequencyB
andFDD_5,
te_CellinfoC requencyinio =c_FreginfaC
h_ITUBand3_8_10_14 (4133), tov_Cellinfo
C.operationBand = ¢_RadioFrequencyBan
FDD_5,
tev_CellinfoD.requencyinio =c_FreqinfaC
h_ITUBand2 (3263))

[m_ITURegion2_SecondanfDD_Band =
band_s)

(ov_CalinfoB frequencyinfo = c_Freqinfo
Ch_ITUBand3_8_10_14 (1313), tov_Csllin
foB.operationBand = ¢_RadioFrequencyB
andFDD_3,
te_CellinfoC requencyinio =c_FreginfaC
h_ITUBand3_8_10_14 (1313), tov_Celino
C.operationBand = ¢_RadioFrequencyBan
FDD_3,
te_CellinfoD.frequencyinio =c_FreqinfaC
h_ITUBand2 (3263))

[TRUE]

(ov_CalinfoB frequencyinfo = c_Fredinfo
Ch_ITUBand2 (2313),
te_CelinfoC requencyinfo = ¢_FreginfoC
h_ITUBand2 (9263,
tev_CellinfoD.requencyinfo = ¢_FreqinfoC.
h_ITUBand2 (3313))
[_FDD_OperationBand = 5]
[mCITURegion2_SecondanFDD_Band =
band_2]

_Freginfo

Supports 2 and §

Doesn' support 5, but supports
4

Only supports 2

Supports 2 and §
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(tev_CellinfoA.frequencyinfo = c_Freginfo
Ch_ITUBand2(3263), tov_Cellinfofoperati
onBand = ¢_RadioFrequencyBandFDD_2

{ev_CellinoB.requeneyinfo =¢_Freginfach
_ITUBand3_8_10_14 (4133),

Tev_Cellinfa frequencylnio =c_FrealnfaC
h_ITUBand3_8_10_14 (4133),

ev_CellinfaD-frequencylnfo =¢_FrealnfaC
h_ITUBand2 (9263), tev_CelllnfoD.operatio
nBand = ¢_RadioFrequencyBandFDD_2)

{px_ITURegion2_SecondanyFDD_Ban
band_4]

(tev_Cellinfofrequencyinfo = ¢_Freqino
Ch_ITUBand3_8_10_14 (4133),
fequencyinfo = ¢_FreginfaC
h_ITUBand3_8_10_14 (1313), tev_Cellinfo
AoperalionBand = ¢_RadioFrequencyBan
dFDD_s,

{ev_CellnfoC fequencylnio = ¢_FrealnfaC
h_ITUBand3_8_10_14 (1313), tev_Celllnfo
CooperafionBand = ¢_RadioF requencyBan
dFDD_s,

{ev_CellinfoD. equencylnio = ¢_FrealnfaC:
h_TUBand3_8_10_14 (4133)

[TRUE]

(tev_Cellinfofrequencyinfo = ¢_Freqino
Ch_ITUBand3_8_10_14 (4133),
ev_CellinfoB freguencyino = ¢_FreginfaC
h_ITUBand3_8_10_14 (4158),
ev_CellinoC frequencylnio = ¢_FrealnfaC
h_ITUBand3_8_10_14 (4133),
{ev_CellinoD. requencylnio = ¢_FrealnfaC:
h_TUBand3_8_10_14 (4158)
[px_FDD_OperationBand = 4]
{px_TURegion2_SecondanFDD_Band =
band_2]

Doesn' support 2, but supports
4

@Anite

Only supports band 5

Supports 2 and 4
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